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Abstract

Given their high porosity, carbonates form important water and hydrocarbons reservoirs, and
they are also suitable for other applications such as££ O, storage and nuclear waste disposal.
However, localized compaction in carbonates a ects the stress eld and the hydromechanical
properties of these rocks leading to inelastic deformation and failure with potential economic,
environmental and social impacts. Previous eld and experimental studies have shown that in
porous carbonates, unlike sandstones, a variety of micromechanisms such as pore collapse, grain
crushing, debonding, crystal plasticity and pressure solution can lead to inelastic compaction.
Due to the coexistence of such multiple inelastic processes and the interplay among them, the
dominant micromechanism responsible for failure remains poorly understood.

This doctoral thesis presents an experimental investigation into the deformation mechanisms
governing the mechanical behavior and failure mode of high porosity carbonate rocks. To this
end, Tu eau de Maastricht, a bioclastic sedimentary limestone exhibiting up to 52% porosity,
has been tested under dry conditions. This study focuses on how stress path, con ning pressure
and bedding orientation a ect the onset and propagation of localized compaction. Three main
experimental campaigns are conducted on cylindrical specimens of 11.5 mm diameter and 22 mm
height to study the brittle-ductile transition: (i) isotropic compression, (ii) uniaxial compression,
and (iii) triaxial compression tests at con ning pressures ranging from 1 to 5 MPa. A systematic
analysis of the anisotropic behavior of Tu eau de Maastricht is conducted on samples cored
perpendicular, oblique @5 ) and parallel to the bedding plane. High resolution x-ray computed
tomography (CT) is used to obtain 3D images of the entire specimen under loading. The acquired
images are processed and full- eld measurements have been used to elucidate the mechanics
of initiation and propagation of localized compaction. Porosity variations during loading are
measured macroscopically as well as locally. The porosity measurements are performed over
a REV, which is de ned with the use of statistical tools. The systematic use of x-ray micro
tomography combined with the use of advanced image analysis and Digital Image Correlation
(DIC) provides a quantitative 3D information the strain eld inside a sample and its evolution
during a test.

Two failure modes are identi ed, based on porosity measurements and DIC: compactive shear
bands at low con ning pressure, and compaction bands (perpendicular to the maximum com-
pressive stress) at higher con nement. These bands develop at essentially constant deviator
stress and propagate through the whole sample punctuated by episodic stress drops. Triaxial
compression tests at much higher axial strain present three distinct phases: (1) an initial quasi-
linear increase of deviator stress, followed by (2) a plateau and (3) a post-plateau hardening.
The essential observation from these experiments if the occurrence of a debonding phase which
converts the specimen from rock-like to sand-like. A second localization, typical of dense sand,
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eventually occurs for very high axial strain. Additional experiments that are performed on arti-
cially debonded specimens emphasize this destructuration phase during the plateau of deviator
stress. The experimental results also highlight the strong anisotropy of the mechanical behavior
of the studied material.
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Résumeé

En raison de leur porosité élevée, les roches carbonatées forment d'importants réservoirs d'eau et
d'hydrocarbures, et conviennent également a d'autres applications telles que le stockage @€,

ou des déchets nucléaires. Cependant, le compactage localisé dans les roches carbonatées a ecte
le champ des contraintes et les propriétés hydromécaniques de ces roches, entrainant des déforma-
tions inélastiques et des dommages avec des impacts économiques, environnementaux et sociaux
potentiels. Des études antérieures sur le terrain et des études expérimentales en laboratoire que
dans les roches carbonatées poreuses, contrairement aux grés, une variété de micromécanismes
tels que I'e ondrement des pores, le broyage des grains, la petre de cimentation, la plasticité
des cristaux et la dissolution sous contrainte peuvent entrainer une densi cation inélastique.

En raison de la coexistence de ces multiples processus inélastiques et de leur interactions, le
micromeécanisme prédominant a l'origine du processus de localisation et de rupture reste mal
compris.

Cette thése de doctorat présente une étude expérimentale sur les mécanismes de déformation
régissant le comportement mécanique et le mode de rupture des roches carbonatées a haute
porosité. A cet e et, le Tu eau de Maastricht, un calcaire sédimentaire bioclastique présentant
jusqu'a 52 % de porosité, a été testé a I'état sec. Cette étude s'est concentrée sur la facon dont
le chemin des contraintes, la pression de con nement et I'orientation de la strati cation in uent
sur l'apparition et la propagation des bandes de compaction. Trois campagnes expérimentales
principales sont menées sur des éprouvettes cylindriques de 11,5 mm de diametre et de 22 mm
de hauteur pour étudier la transition fragile-ductile : (i) compression isotrope, (ii) compression
uniaxiale et (iii) compression triaxiale a des pressions de con nement allant de 1 a 5 MPa.
Une analyse systématique du comportement anisotrope du Tu eau de Maastricht est e ectuée
sur des échantillons qui ont été forés perpendiculairement, obliquemend® ) et parallélement
au plan de la strati cation. La micro-tomographie a rayons X a haute résolution est utilisée
pour obtenir des images 3D de I'ensemble de I'échantillon en cours de chargement. Les images
acquises sont traitées et des mesures de plein champ ont été utilisées pour élucider les mécanismes
d'initiation et de propagation des zones de compactage localisées. Les variations de porosité
pendant le chargement sont mesurées macroscopiquement et localement. Les mesures de porosité
sont e ectuées sur un REV, qui est dé ni & l'aide d'outils statistiques. L'utilisation systématique
des rayons X (CT) combinée a l'utilisation de I'analyse d'image avancée et de la corrélation
d'images numérique (CIVD) fournit une information 3D quantitative du champ de déformation
et de son évolution pendant un test.

Deux modes de rupture sont identi és, selon les mesures de porosité et la CIVD : les ban-
des de cisaillement contractantes développées a basse pression de con nement et les bandes de



compaction formées perpendiculairement a la contrainte principale majeure de compression a un
con nement plus élevé. Ces bandes se développent a contrante déviatoire presque constante et
se propagent dans tout I'échantillon, phase marquée par des chutes épisodiques de la contrainte
deviatoire. Les essais de compression triaxiale conduit a des niveux de déformation axiale plus
élevée présentent trois phases distinctes : une phase initiale quasi-linéaire, suivie par un plateau
de contrainte déviatoire, en n un durcissement post-plateau. L'observation essentielle de ces
expériences est I'existence d'un mécanisme de dégradation del la cimentation entre grains qui
transforme I'échantilon cohésif et frottant en un miliu granulaire purement frottant. Une deux-
ieme localisation typique des sables denses se développe dans la phase post-plateau pour de
grandes déformation axiales. D'autres expériences réalisées sur du sable obtenu par dégradation
arti cielle de la roche originelle mettent I'accent sur cette phase de déstructuration qui se produit
lors du plateau de la contrainte déviatoire. Les résultats expérimentaux mettent également en
évidence la forte in uence due a l'anisotropie sur le comportement mécanique du matériau étudié
alors que le modéle de localisation n'est pas a ecté.
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Chapter 1

Introduction

1.1 Motivation and objectives of the thesis

Highly porous carbonate rocks are of importance in many geotechnical applications. The me-
chanics of these materials is controlled by interactions among micro-structural units and involves
processes such as debonding, crack propagation, grain breakage, and pore collapse. These small-
scale processes are responsible for inelastic deformation of carbonate rocks. In general, rocks can
undergo volume changes at all stages even during the process of their formation and subsequently
when they are loaded. In response to the applied load (mechanical, thermal, hydraulic,...) the
pore space of a porous rock may either dilate or compact.

Volumetric deformation in carbonate rocks is a crucial issue in reservoir and geotechnical
engineering especially considered that more than 60% of the world's oil and 40% of the world's
gas reserves are held in carbonates (Schlumberger Market Analysis 2007). As production reduces
reservoir pressure, e ective stress acting on the solid rock matrix is increasing due to the weight
of the overlaying formations (Mowar et al., 1996). This phenomenon can impact the stress
eld and the hydromechanical properties of the carbonates, leading to inelastic deformation and
failure manifested by phenomena such as surface subsidence, well failure and induced seismicity
(Geertsmaet al., 1973, Johnsonet al., 1988, Fredrick et al., 1998, Wonget al., 2004). Given
their high porosity, carbonates are suitable for other applications such as geological storage of
CO», (carbon dioxide) and nuclear waste disposal, in which the carbonate rock acts as either a
reservoir or a cap rock. In all these cases, it is of paramount importance to deeply understand
the mechanical behavior of high porosity carbonate rocks, and in particular their volumetric
behavior when approaching failure.

The mechanisms by which high porous rocks such as sandstones and limestones respond
to deformation di er fundamentally from those observed in low porosity and non-porous rocks
(Fossenet al., 2017). Previous studies have shown that the failure mechanisms in porous rocks are
highly dependent on the mean stress level(g., Wong et al., 1997, Bésuellest al., 2000, Sulem and
Ou roukh, 2006, Charalampidou et al., 2011). In geomaterials, failure typically appears in thin or
extended strain localization structures, where most of the deformation is concentrated. In porous
rocks, three modes of strain localization associated with inelastic compaction are observed in the
laboratory: compactive shear bands €.g., Bésuelle, 2001b, Bésuellet al., 2003, Charalampidou
et al., 2014, Jiet al., 2014), compaction bands ¢.g., Baud et al., 2004, Baxevani<t al., 2006), and



homogeneous cataclastic ow €.g., Menéndezet al., 1996, Wu et al., 2000). Among these strain
localization structures, compaction bands in particular have received increasing attention in the
recent years. As a kinematic end-member of strain localization, compaction bands are planar
zones in which shear is less or comparable to compaction (Hill, 1993, Mollema and Antonellini,
1996). These well-de ned compactive zones form at relatively high angles, if not subperpendicular
to the major compressive stress. Although these bands are roughly planar, they occur in a
variety of con gurations with varying thicknesses, spacing, waviness, and orientations. Due to
their reduced porosity, compaction bands constitute barriers to uid ow, a ecting the injection
and extraction of uids for storage or energy production.

Inelastic deformation and strain localization in sandstone have been extensively studied over
the last two decades €.g., Aydin et al., 2006, Wong and Baud, 2012). In porous sandstones, a
transition of the failure mode from brittle faulting to cataclastic ow occurs as e ective pressure
increases. Laboratory studies have demonstrated that localized compaction is an important
failure mode in porous sandstones particularly at stress states associated with the brittle-ductile
transition (e.g., Wong et al., 2001). In particular, localized compaction is most likely to occur
when porosity is higher than 16% (Holcombet al., 2007). Hence, the mechanical behavior
and failure mode of a porous sandstone are in uenced among other parameters by the porosity
(and its changes in response to the applied stress) and the grain size distribution (Zhareg al.,
1990a, Wonget al., 1997, Cheunget al., 2012). Microstructural observations on naturally and
experimentally deformed samples have highlighted the links between the deformation mechanisms
at the grain scale and the failure mode observed at the macroscale. Inelastic compaction in
sandstone samples, derives primarily from grain crushing initiated by stress concentrations at
grain contacts and by pore collapse (Menéndeet al., 1996, Wu et al., 2000, Charalampidou,
2011). Due to the decrease of porosity, signi cant permeability reduction is associated with this
compaction (Zhu and Wong, 1997, Vajdovaet al., 2004b, Baudet al., 2012).

Experimental studies have shown that the compactive behavior of porous carbonates is similar
to the less porous limestones as well as to many porous sandstones (Vajdataal., 2004a, Baud
et al., 2009). However, the experimental investigation of strain localization in carbonate rocks
has proven more challenging than in sandstones. In carbonates, unlike for sandstone, because of
crystal plasticity, microcracking is not always the dominant micromechanism of deformation. A
great variety of mechanisms such as pore collapse (Zhet al., 2010, Vajdovaet al., 2012) and
grain crushing (Baud et al., 2009, Cilonaet al., 2012), but also crystal plasticity and pressure
solution (Croize et al., 2013) can potentially play an important role even at room temperature.
Additional studies on carbonate rocks have shown that grain rotations (Tondiet al., 2006), pores
and grains orientation, as well as the degree of cementation (Baudt al., 2017a) and bedding
heterogeneities may lead to inelastic compaction (localized or not). Possibly because of such a
complex picture, there is a paucity of mechanical and microstructural laboratory data on the
brittle-ductile transition in high porosity carbonates. To the best of our knowledge, the existing
experimental data on localized compaction in high-porosity carbonate rock are limited in number
and generally restricted to relatively low axial strains.

The purpose of this study is to experimentally investigate the mechanical behavior and failure
mode of a high porosity carbonate rock. To this end, Tu eau de Maastricht, a highly porous
limestone with 50% porosity, has been tested under dry conditions, focusing on how stress path,
con ning pressure and bedding orientation a ect the onset of localized compaction. A series of



triaxial compression tests are performed at con ning pressures ranging from 0 to 5 MPa on sam-
ples cored perpendicular, oblique 45 ), and parallel to the bedding plane. This study presents
a large set of mechanical data for isotropic and axisymmetric loadings. Localized compaction is
studied from a multiscale perspective, focusing on microstructural mechanisms that control the
macroscopic behavior. Triaxial compression tests are conducted up to very high axial strain {

50%) well beyond the end of the relative plateau of deviator stress. It is shown that a second
localization typical of dense sand is developed at high axial strain. In order to investigate the
strength anisotropy of the material, an extensive experimental campaign is performed on sam-
ples cored at 3 di erent orientations. A few additional experiments are performed on arti cially
debonded specimens of Tu eau de Maastricht. These experiments are used as a reference for
better understanding the response of the natural material. Last and most important, the ma-
jority of these experiments are performedn-situ in an x-ray tomograph. The systematic use of
x-ray Computed Tomography (CT) combined with the use of advanced image analysis provides
a quantitative 3D information of the strain eld and its evolution during a test. These full- eld
measurements add a unique insight into the mechanics of initiation and propagation of localized
compaction zones in carbonate rocks. The ultimate objective of this study is to use the data from
the full- eld experiments to calibrate and validate mechanical models that can capture inelastic
compaction in porous rocks.

1.2 Structure of the thesis

The thesis is organized in seven chapters as follows:

Chapter 1: provides the introduction and motivation of this study.

Chapter 2: presents ndings from a literature review on localized deformation in porous
rocks with particular focus on compaction bands. This review covers eld and laboratory
studies on microstructural mechanisms focusing on pore collapse. Finally, this chapter
highlights the use of full- eld measurements that provide quantitative data on strain local-
ization.

Chapter 3: describes all the details about the material tested, the tests performed (pro-
cedure and specimen preparation), as well as the devices used during the di erent experi-
mental campaigns.

Chapter 4: introduces the methodology and the image analysis tools used for this study.
X-ray Computed Tomography and x-ray scanner of Laboratoire 3SR are brie y presented.
Details are provided for the method employed to reconstruct 3D images, as well as for the
selection of optimum parameters allowing the better visualization of the microstructure of
the material. This chapter focuses on the way in which the 3D images are manipulated to
extract quantitative information at the grain scale. A detailed analysis to de ne the Rep-
resentative Elementary Volume (REV) in order to perform local porosity measurements is
presented. Finally, herein is also described the "continuum" local kinematic measurements
that can be made between 3D images, using Digital Image Correlation (DIC).

Chapter 5: presents the results obtained from the experimental campaigns described in
chapter 3. The macroscopic mechanical behavior of Tu eau de Maastricht under isotropic
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and triaxial compression is presented. In addition, this chapter describes evolution of
porosity and strain elds obtained by the quantitative analysis of the x-ray tomographic
images acquired during the tests.

Chapter 6: presents the calibration of a constitutive model (Buscarnera and Laverack,
2014) based on the experimental data shown in chapter 5. This part of the doctoral work
was performed during a six-month stay at Northwestern University, Chicago, IL, (USA).
It should be noted that this chapter is prepared as a journal article (submitted).

Chapter 7: summarizes the major ndings of this study, and discusses possible perspectives
for future work.



Chapter 2

State of the art

2.1 Experimental studies of localized deformation in porous rocks

Localization structure is the concentration of the intensity of a quantity within one or several
zones that are de ned geometrically (Grédiac and Hild, 2012) Strain localization, the localization

of kinematic quantities, is a deformation and failure phenomenon that is pervasive in the Earth's
crust. This is due to a mechanical instability referred as bifurcation phenomenon, which is the
transition from a homogeneous deformation process to an inhomogeneous one (Rudnicki and
Rice, 1975).

Localization can take many, and sometimes complex, con gurations. In particular, failure of
granular rocks under natural and laboratory loading conditions can be distinguished based on
kinematics, geometry, and texture due to a variety of micromechanical processes (Aydiat al.,
2006, Fosseret al., 2007). Aydin et al. (2006) presented a broad kinematics-based classi cation
of failure modes in granular rocks. A rst examination distinguishes between cracks and defor-
mation bands. The rst case corresponds to the loss of continuity by the solid itself, leading to
what is called as asharp discontinuity of the displacement eld. This category includes fractures
with predominately shearing surfaces and discontinuities with predominately volumetric defor-
mation (e.g, fractures, pressure solution surfaces). This category of failure mode is not within
the scope of the present study. Conversely, the second case is that ofneeak discontinuity in
which the displacement eld remains continuous, but one or several of its derivatives are discon-
tinuous (Desrues and Réthoré, 2013). This category encompasses structures that form by strain
localization into narrow tabular bands, the so calleddeformation bands Kinematic classi cation
of deformation bands includes shear, dilation, and compaction bands or a combination of these
modes (Figure 2.1). Bands whose primary attribute is shearing, are referred ashear bands
These shear bands are further separated into irompactive shear bandsand ii) dilation shear
bands depending on additional volume change (compaction or dilation, respectively)(Figure 2.2).
In case that volumetric deformation is predominant, the bands are calledrolumetric deformation
bands The latter group can be subdivided intocompaction bands(volume reduction) or dilation
bands (volume enlargement) depending on the sign of the volume change.

The mechanisms by which high porous rocks such as sandstones and limestones respond to
deformation di er fundamentally from that of low porosity and non-porous rocks (Fossenet al.,
2017). Deformation mechanisms depend on internal and external conditions such as mineralogy,
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Figure 2.1: Schematic illustration of structures from various failure modes in granular rock. On the top
deformation bands appears in narrow tabular zones, such as compaction, shear, and dilation bands. On
the bottom row, sharp discontinuities are depicted. After Aydin et al. (2006).

Figure 2.2: Schematic diagram of kinematics-based classi cation of deformation bands. PDB: pure
dilation band, SEDB: Shear-enhanced dilation band, DSB: dilation shear band, SSB: simple shear band,
CSB: compaction shear band, SECB: shear-enhanced compaction band, PCB: pure compaction band.

After Fossenet al. (2017).



grain size, shape, sorting, cementation, porosity, stress state and stress path. In porous rocks,
four failure modes associated with localized deformation are observed in the laboratory. At low
con ning pressures the mechanical response and failure mode of porous sandstone, are typical
of brittle faulting regime. The deviatoric stress ( 1 3) attains a peak, beyond which strain
softening is observed, accompanied by a rapid stress drop. Because of the frictional component
of the behavior, the peak stress shows a positive correlation with the con ning pressure and
mean stress. The volume initially decreases probably due to crack closure and elastic grain
contact deformation, but near the peak stress it reverses to an increase indicating the inception
of dilatancy. Visual inspection of the failed samples reveal the development of localized failure
with a range of inclinations (from 0 to 30 ) with respect to the 1 direction (e.g., Bésuelleet al.,
2003, Kleinet al., 2001, Menéndezt al., 1996, Bésuellest al., 2000, Wu et al., 2000,Kleinet al.,
2001, Bésuelleet al., 2003). Similar behavior, at low con ning pressure is observed also in porous
carbonates (Vajdovaet al., 2004a). However, for a number of high-porosity limestones, instead
of dilatancy, shear-enhanced compaction is observed even at low con ning pressures (Bagidal.,
2009, 2017a).

Brace (1978) proposed that the comparison of the isotropic and deviatoric data, can provide
critical information on the onset and development of inelastic compaction. Any deviation from
the isotropic compression curve would imply that the porosity change is induced by the deviator
stress in the axisymmetric conditions (Figure 2.3). At stress levels beyond the in ection point, the
deviator stress provides signi cant contribution to the compactive strain, and this phenomenon
is referred asshear-enhanced compactior(Wong et al., 1997). Klein et al. (2001) notice that
for a relative broad range of con ning pressures, the mechanical behavior and failure mode of
Bentheim sandstone samples cannot be identi ed as in the brittle or ductile regime. A small
amount of strain softening follows the peak-stress, dilatancy is negligible and the failure mode
is described by several conjugate shear bands. In the transitional regime, also referred as semi-
brittle regime (Bésuelle et al., 2000, 2001a), at "medium" pressures, shear bands develop at
an angle (relative to the maximum compression direction) signi cantly larger than that in the
brittle regime. Shear-enhanced compaction failure mode has been often documented in porous
sandstones é.g, Wong et al., 2001, Mairet al., 2002, Bésuelleet al., 2003, Baudet al., 2004, Baud
et al., 2006, Charalampidou, 2011, 2012). High-angle shear compacting bands in the transitional
regime are observed also in porous carbonate rocks @i al., 2014, Baudet al., 2009, Baudet al.,
2017b). Cilonaet al. (2012) showed that samples with approximately same porosity (30%) can
present conjugate shear bands with a variable forming angles. They also suggest that grain size
could be responsible for these variations.

Figure 2.4 shows the dierent failure modes that are identied as a function of con ning
pressure (Weinberget al., 2015). As it is already presented above, shear bands with dilatancy
appear under low mean stress, and compaction shear bands under higher mean stress. At even
more higher stress (in some cases still in the transitional regime) compaction bands observed in
eld but also in the laboratory for both sandstones (e.g., Charalampidou, 2011, Wong and Baud,
2012) and carbonate rocks €.g., Baxevaniset al., 2006, Tembeet al., 2006, Cilonaet al., 2012,
Vajdova et al., 2012, Baudet al., 2017a). Often, compaction bands referred as the intermediate
failure mode between the two end-members of brittle faulting and compactive cataclastic ow.

A number of variables in uence the formation of deformation bands in general, and compaction
bands in particular. These include grain size, shape, mineralogy, cementation, porosity and the



(a) (b)

Figure 2.3: (a)Shear-induced dilation, and (b) compaction in Adamswiller sandstone. The solid curves
show the e ective mean stress as a function of porosity change for axisymmetric compression tests at
xed e ective pressures as indicated. The in ection points are indicated by the arrows. The isotropic
compression curve is shown as dashed curves for reference. After Woagal. (1997).

distribution of heterogeneities in the porous rocks (Fosseret al., 2011). Klein et al. (2001)
proposed that the relatively homogeneous mineralogy and well sorted grains of Bentheim sand-
stone, both promote the formation of discrete compaction bands. However, Baudt al. (2004)
have shown that compaction bands can be formed in more complex mineralogy. In addition, two
di erent patterns of localized compaction are reported in the literature, (i) discrete, thin com-
paction bands of crushed material that are inter-layered with uncrushed material (Kleinet al.,
2001, Wonget al., 2001), and (ii) one or two compaction bands that appear in the specimen and
grow in thickness with increasing loading (Olsson, 1999). This particular failure mode is more
extended in the following section (see section 2.2).

At relatively high pressures, Menéndezt al. (1996) and Wu et al. (2000) reported a damage
mechanism that appears to be active in some sandstones, which exhibit localized compaction.
They reported uniform cataclastic ow without any indication of strain localization (at high
con ning pressures), due to the compactive mechanism, grain crushing and pore collapse. In
addition, a large number of limestones studied in the laboratory failed by cataclastic ow in the
compactive regime (Baudet al., 2000a, Vajdovaet al., 2010, 2012). Under high con nement,
failure develops by distributed cataclastic ow and except the total porosity, both micropore size
and microporosity a ect the compactive yield stress (Zhuet al., 2010).

2.2 Compaction bands

Compaction bands are narrow, roughly planar zones of localized deformation, in which shear
is less than or comparable to compaction (Rudnicki, 2013). These well-de ned zones form at
relatively high angles (up to 90 ), mainly sub-perpendicular to the maximum compressive stress.
The signi cance of compaction bands is that they reduce the porosity (permeability) and increase
the tortuosity relative to the host material (Sun et al., 2011).

The earliest eld observation of compaction bands is documented by Hill (1993), who de-
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Figure 2.4: Generalized Mohr diagram showing deviatoric stress versus mean stress for failure of porous
rocks. Dilation shear bands occur at low con ning pressures. Shear bands develop for intermediate
pressure conditions. Compaction bands occur at high con ning pressure. After Weinbergt al. (2015).

scribed multiple sets of deformation bands with reduced porosity and without neither shear
displacement nor grain crushing in Aztec Sandstone in Nevada, USA. The term compaction
bands was coined by Mollema and Antonellini (1996) to describe thin, tabular zones, approxi-
mately 1 cm thick, exhibiting porosity loss in the absence of shear accommodated by granular
rearrangement and grain breakage in the eolian Jurassic Navajo Sandstone, Utah, USA. These
bands were observed to occur within the compressional quadrants of shear-bands (faults). How-
ever, compaction bands do not only localize at the tip of faults Sternlof (2005), and Sternloét
al.(2005), (2006) in their extensive analysis of naturally occurring compaction bands, show that
compaction bands are not subsidiary structures associated with faults. In addition, eld-based
studies (Tondi et al., 2006, Cilonaet al., 2012, Antonellini et al., 2014) described compaction
bands within carbonate rocks as burial-related structures, which accommodate volumetric strain
by means of grain rotation/sliding, grain crushing, intergranular solution and pore collapse. The
presence of compaction bands in such formations can form impermeable barriers and adversely
a ect the use of these rocks for a variety of applications such as aquifer management, hydrocarbon
recovery and storage, and CO2 sequestration (Aydin and Ahmadov, 2009).

Although the bands are roughly planar, they occur in a variety of con gurations with varying
thicknesses, spacings, waviness, and orientations (Figure 2.5). Band thicknesses are roughly in
the order of 1 mm to 2 cm, and length can range from tens of centimeters to a few meters. In the
eld, compaction bands appear fairly straight (Mollema and Antonellini, 1996), crooked or wavy
or "zig-zag" (Mollema and Antonellini, 1996, Fossenet al., 2011, Deng and Aydin, 2012), as
penny-shaped structures (Sternlofet al., 2005), at high-angles, oblique and parallel to bedding
(Aydin et al., 2006, Aydin and Ahmadov, 2009, Deng and Aydin, 2012). Compaction bands
can be su ciently identi ed in the eld by their lighter color and positive relief, and by their
characteristic echelon and hooking geometry, often described as eye structures, steps or relays
(Deng and Aydin, 2012).



Figure 2.5: Compaction bands (cb) of di erent orientations. (a) Bed-parallel compaction bands. Com-
pass for scale. (b) High-angle compaction bands. Compass (circled) for scale. (c) Coexistence of dominant
set and secondary set of high-angle compaction bands. Compass for scale. (d) Bed-parallel and high-
angle compaction bands. The ends of bed-parallel compaction bands and high-angle compaction bands
are connected by dashed lines to show the narrow transition zone between them. Pens (circled) for scale.
(e) Wiggly compaction bands. Pen for scale. (f) A member of the dominant set of high-angle compaction
bands with splays in the form of wiggly bands occurring within a dune. After Deng and Aydin, (2012).
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In a porous material, when the rock matrix is compressed, cementation and/or grains may
break. Thus grain rearrangement into the open pore space results in a closer packing of the
material. This process is called compaction. In porous rocks, in case that the size of the pores is
of the same order of magnitude as the size of the grains, pore collapse typically consists in grain
reorientation and grain translation to better Il the pore space (Fjar et al., 2008). However, for
carbonate rocks with the pore size usually be bigger than the grains this mechanism becomes
more important. Mechanical compaction mechanisms in carbonate rocks are a ected mainly by
stress, grain size and sorting, and clay content (Croizet al., 2013). Microstructural observations
on natural deformation bands of Madonna della Mazza quarry (Majella mountain) show a notable
pore and grain size reduction inside the compaction bands compare to the surrounding host rock
(Cilona et al., 2012). However, studies by Tondiet al. (2006) on the same area, showed that
the values of the grain-to-matrix ratio inside the deformation bands without cataclasis remained
the same than the host rock indicating no grain size reduction. In both studies, pore collapse
due to grain rotation and sliding was the earliest deformation micromechanism. Grain crushing
and cataclasis in natural deformation bands is usually mediated by pressure solution (Tondi
et al.,, 2006). From the observations in sandstones, compaction band is the result of quartz
grain deformation by intense intra-granular fracturing, leading to sharp drop of porosity (Hill,
1993). Microfracture accommodated plastic deformation of quartz grains, however, comprises
the dominant microstructural characteristic of the band, and is the obvious mechanism by which
granular rearrangement and porosity loss compaction was accommodated (Sternlef al., 2005).
Similar mechanism was detected by Mollema and Antonellini (1996), in Navajo Sandstone, with
the intra-granular microfractures slightly curved without intersecting more than one grain.

(a) (b)

Figure 2.6: (a) Schematic pressure-volumetric strain curve for porous sandstone under hydrostatic
conditions, (b) Schematic stress-strain curve for porous sandstone in axisymmetric compression. After
Issen and Rudnicki, (2000).

Laboratory studies have shown that discrete compaction bands develop in several sandstones
and carbonate rocks. Compaction localization is most likely to occur in clastic sedimentary
rocks such as sandstones with porosities over 16% (Holcomab al., 2007), and in limestones with
much lower porosity (Baud et al., 2009). Discrete compaction bands are observed to develop
over a wide range of pressures in sandstones and limestones. However, they seem to develop
at relatively high con ning pressures, beyond the classically de ned brittle-ductile transition.
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Figure 2.7: Thin-sections of Bentheim sandstone samples deformed at 300MPa con ning pressure at
di erent levels of axial strain. After Baud et al. (2004).

Systematic studies of mechanical deformation, failure mode and microstructural evolution are
conducted to identify the microstructural parameters that in uence compaction band formation

in porous rocks. These studies investigated compaction band formation, in porous rocks, to
di erent stress conditions such as isotropic (Zhanget al., 1990a) and triaxial compression (Klein
et al., 2001, Bésuellet al., 2003, Baxevaniset al., 2006), and various level of plastic strains.

Porous rocks under increasing con ning pressure characterized by a mean stress - volume
strain curve which is nonlinear at the lower stress levels, followed by a linear trend up to an
in ection point. An accelerated decrease of volume occurs beyond the in ection point, resulting
in an appreciable irrecoverable compaction (Zhangt al., 1990a). After this "period" of assumed
grain crushing and pore collapse, hardening begins to occur (Figure 2.6a). Several laboratory
investigations under axisymmetric compression tests have shown localized compaction in porous
rocks with one or more planar bands roughly perpendicular to the maximum compression direc-
tion (Figure 2.7). Typically, bands initiate near the ends of specimens, presumably triggered by
the inhomogeneity there. As the load increases, bands spread toward the center of the specimen,
leaving a laminated structure of very compacted and less compacted material (Bauet al., 2004,
Klein et al., 2001). Figure 2.6b shows a representative stress-strain curve for a porous material
loaded in axisymmetric conditions at su ciently high con ning pressure. The plateau after the
in ection point corresponds to a surge Acoustic Emission (AE) activity, with the implication
that pore collapse and grain crushing initiated at this stage (Wonget al., 1992).

In porous sandstones, inelastic compaction in laboratory samples occurs only by grain crush-
ing and pore collapse, that can be either homogeneously distributed and leads macroscopically
to cataclastic ow (Menéndez et al., 1996, Wonget al., 1997, Baudet al., 2006), or localized in
compaction bands (Bésuelleet al., 2003, Baudet al., 2004). In both cases, signi cant perme-
ability reduction is associated with inelastic compaction (Zhu and Wong, 1997, Vajdoveet al.,
2004b). With increasing stress level, inelastic compaction derives from grain crushing initiated
by the stress concentrations at grain contacts that induce intragranular cracks (Zhanget al.,
1990a, Menéndezt al., 1996, Wuet al., 2000, see Charalampidou, 2011 for an extended review).

A great variety of mechanisms such as pore collapse (Zhet al., 2010, Vajdovaet al., 2012)
and grain crushing (Baud et al., 2009, Cilonaet al., 2012, Baudet al., 2017a), but also crys-
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tal plasticity and pressure-solution (Croize et al., 2013), can potentially play an important role

in more complex porous sedimentary rocks, such as limestones. Laboratory-based studies, in
addition to the eld studies presented previously, have investigated the parameters controlling
the mechanics of compaction of porous carbonate rocks. Inelastic compaction in limestones is
associated with pore collapse that seems to initiate from stress concentrations at the surface of
a pore, which induce a ring of localized damage in its periphery (Zhet al., 2010). Qualitatively
similar behavior to porous limestones is observed also in tu (Zhuet al., 2011). For carbonate
rocks containing both macro and micro-porosity, macropores determine the localization of frac-
tures (Vajdova et al., 2010). Microstructural analysis on carbonate grainstones depicted that
at high con ning pressures, the intergranular pores tend to collapse by elongating in direction
perpendicular to 1 (Cilona et al., 2012). On the contrary, intragranular pores appear sti er and
less prone to collapse or be lled by grain spalling. Alike, for specimens with bimodal porosity
under isotropic compression tests, the micro-porosity remains almost una ected by the pore col-
lapse (Dautriat et al., 2011b). In addition, microtomographic images show that microcracking

is commonly observed in dense aggregates at contact points whereas the microporous aggregates
do not reveal evidence of damage or densi cation.

However, in Leith limestone (Baudet al., 2017a), the main micromechanism of inelastic com-
paction is grain crushing in contrast with other limestones with dual porosity. These observations
are in agreement with microstructural observations in Saint Maximin limestones (Baudet al.,
2009) and in carbonate grainstones (Cilonat al., 2012), where the grain crushing appear to be
the dominant deformation micro-processes within the compaction bands. It should be noticed
that mechanical twinning is observed in deformed samples of carbonate rocks by a number of
researchers. However, because twinning and microcracking tend to be intertwined, it is di cult
to characterize quantitatively the twinning activity (Baud et al., 2017a). On the contrary to the
twinning activity in eld observation, which is due to very low strain-rate, in experimental stud-
ies twinning appears pressure dependent and increases with increasing e ective pressure (Baud
et al., 2009, Vajdovaet al., 2010, Cilonaet al., 2012, Baudet al., 2017a), and grain size (Vajdova
et al., 2012)

Mechanical data shown that the heterogeneity of the host rock (Vajdova and Wong, 2003,
Tembe et al., 2006, Charalampidou, 2011), the con ning pressure (Mairet al., 2002), the rock
mineralogical composition, the grain size distribution (Cheunget al., 2012), sedimentary het-
erogeneities such as pore and grain orientation, and cement amount (Bauet al., 2017a) can
enhance the compaction localization. Particularly, grain size is negatively related to the strength
of carbonate rocks. Coarser and more porous samples appear to be also the weakest (Baud
et al.,, 2009, Cilonaet al., 2012). Baudet al. (2017a) show that compaction bands appear in
samples with less cementation in agreement with Menéndeet al. (1996) who suggested that
high intensity of grain crushing and pore collapse in porous sandstones is associated with weak
cementation. In porous limestones though, this is due to fact that cementation creates a more
heterogeneous structure in which localized compaction can not develop extensively.

The studies previously discussed shown that eld observations and laboratory experiments
on compaction bands have comparable characteristics mainly on pore and grain sizes reduction.
However, there are still variations among the mechanisms responsible for their development. The
main reason for these discrepancies on the failure mechanism, is due to the fact that most of the
experimental studies on carbonates have been performed on dry rocks. On the contrary, uids

13



Figure 2.8: Schematic diagram of grain reorientation resulting in closer packing and volume reduction.

are almost always present in natural deformed rocks.

2.3 Pore collapse

In response to an applied stress or pore pressure change, the pore space of a porous rock may
either compact or dilate (Zhu et al.,, 2010). A decrease in the pore uid pressure results in

an increase in the e ective stress acting on the rock matrix due to transfer of load from the
uid to the mineral skeleton (Mowar et al., 1996). Under such conditions, certain high-porosity
and weakly cemented rocks experience a sudden increase in compressibility (Abdulraheetal.,
1992). This increase in compressibility, coupled with the accompanied irreversible deformation,

is often calledpore collapse(Smits et al., 1988).

Pore collapse is normally observed in high-porosity materials, where the grain skeleton forms
a relatively open structure (Figure 2.8). Pore collapse and inelastic deformation of the rock
matrix may lead to an abrupt compaction of reservoir rocks. This reduction in bulk volume can
propagate to the surface in the form of ground subsidence as well as the subsidence of the sea
oor in an o shore environment. In the eld, the resultant reservoir compaction and associated
surface subsidence can be large, like the well-known subsidence in the Eko sk eld of the North
Sea (Geertsmaet al.,, 1973, Johnsonet al., 1988, Fredrick et al., 1998, Wong et al., 2004).
Reservoir compaction can have catastrophic e ects to drilling and producing facilities in addition
to inducing damage in the surrounding area. Although the productivity of the carbonate reservoir
can seriously decline as a result of any accompanying permeability reduction, pore collapse may
also act as a drive mechanism. The collapse of pores is expected to result in signi cant reduction
of permeability even by an order of magnitude as Selvadurai and G2owacki (2008) observed in
Indiana limestone.

Laboratory studies have demonstrated that mean stress level, stress ratio (horizontal to ver-
tical), loading rate and pore saturation can in uence the occurrence of pore collapse. Several
studies were conducted on carbonate rocks both with and without pore pressure (Blanton, 1981),
under isotropic and deviatoric loading. The isotropic compression behavior in a porous carbon-
ate rock such as chalk (Blanton, 1981), and limestone (Mowaet al., 1996, Baudet al., 2000a,
Dautriat et al., 2011b, Baudet al., 2017a) is primarily elastic up to a critical pressure, beyond
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which porosity decreases irreversibly with increasing mean stress (Hamilton and Shafer, 1991).
The compaction behavior of carbonate rocks depends strongly on the initial porosity. Experi-
mental data as discussed by Vajdovat al. (2004a), indicate an overall trend for the pore collapse
pressure to decrease with increasing porosity (Figure 2.9a).

(a) (b)

Figure 2.9: Pore collapse is in uenced by initial porosity. (a) Critical pore collapse pressure is decreasing
with increasing porosity, after Vajdova et al. (2004a). (b) Porosity is plotted versus the vertical e ective
stress for moldic limestone samples. A trend line is proposed to predict pore collapse based on the initial
porosity of the intact samples, after Smitset al. (1988).

Smits et al. (1988) proposed a "trend-line" concept for predicting reservoir compaction
caused by pore collapse based on initial porosity measurements. The porosity of a given sample
remains more or less constant with increasing stress until the trend-line is reached and pore
collapse occurs (Figure 2.9b). However, this trend-line depends on the material and it has to be
established each time for the particular sample. Also mineralogy a ects the compaction behavior
of carbonates. Tests on large number of Eko sk chalk samples showed that di erent trend-lines
can describe samples even though they are extracted from the same formation (Johnsenal.,
1988). Samples with similar initial porosity but di erent average quartz content experience pore
collapse at di erent stress levels. The higher quartz content corresponds to stronger trend-line.

A number of studies have investigated the micro-mechanisms responsible for pore collapse
by means of isotropic and triaxial compression tests on high porosity limestone samples. Mowar
et al. (1996) recorded and linked the microscopic changes in Cordoba Cream limestone, with
24:5% porosity, at each distinct phase of deformation under isotropic loading. Qualitative and
guantitative observations depict a strong preferable orientation of pores and fossil fragments.
Both pore fabric and elongate fossil fragments appear almost parallel to the bedding. In addition,
in the undeformed Indiana limestone samples (withlL7:9% porosity) the allochems include skeletal
debris and ooliths (typically elongated features), which are preferentially aligned parallel to
the bedding (Vajdova et al., 2012). However, with the progression of pore collapse the pore
orientation is totally destroyed for the Cordoba Cream limestone, while rigid body motion of the
allochems and of the fossil fragments is observed in Indiana limestone (Vajdoe al., 2012), and
in Cordoba Cream limestone (Mowaret al., 1996), respectively.
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At low pressures under isotropic compression tests (pre-pore collapse stage) microscopic ob-
servations show that a few pores start to collapse in Cordoba Cream limestone. At this stage,
collapse within the smaller pores is almost entirely due to grain crushing at the periphery of the
pores (cataclastic ow) (Mowar et al., 1996). Although pore collapse initiates by grain boundary
spalling into small pores as the process continues, crystal plasticity and larger-scale cataclasis
become more important. Microstructural observations in Tavel, Indiana, and Majella limestone
show that pore collapse tends to rst initiate at the larger pores, accompanied by cataclastis and
microcracking (Baud et al., 2009, Vajdovaet al., 2010, Vajdovaet al., 2012). Specically, in a
Tavel limestone sample (with 10-146 porosity) hydrostatically compressed a halo of cataclastic
damage is observed to develop symmetrically around the periphery of a macropore (Figure 2.10a).
In Indiana and Majella limestone the cataclastic damage is also localized in the periphery of a
macropore, but it is often associated with appreciable spatial heterogeneity. In Indiana limestone
pore collapse seems to involve largely the cement, with most of the particles remaining relatively
intact. However, in Majella limestone (with 30% porosity), the asymmetry in damage intensity
between particles and cement is not as pronounced as in Indiana limestone, possibly because
the mechanical contrast between the cements and particles is not as pronounced (Vajdogaal.,
2012). In addition, Baud et al. (2009) have shown that microcracking becomes the major pore
collapse mechanism for high-porosity Majella and Saint Maximin limestones. Motivated by these
microstructural observations, Zhu et al. (2010) developed a micromechanical model that treats
the pore size distribution of a limestone as bimodal, with the total porosity partitioned between
the macroporosity and microporosity (Figure 2.10Db).

(@) (b)

Figure 2.10: (a) SEM image of the isotropically compacted sample of Tavel limestone. A macropore
surrounded by a halo of cataclastic damage is observed. The diameter of the macropore is20 m, the
concentric rim of particularly intense damage extended over a thickness of 2 m, after Vajdova et al.
(2010). (b) Schematic diagram of a representative element of radius b with dual porosity. A macropore
of radius is surrounded by a medium made of many micropores of radius . Principal stresses are
presented byS;, S;, and Sz. After Zhu et al. (2010)

2.4 Anisotropy

Anisotropy referred as the variation of one or more properties with a direction in which it is
measured. Although the term "anisotropy” due to the pre x "an" seems to be a special case of
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"isotropy", in fact, the opposite is true, especially for the geomaterials. Thus, anisotropy is one of
the fundamental aspects to be taken into account for better understanding of granular materials.
Sedimentary rocks like sandstone often display anisotropic behavior due to presence of bedding
planes (Nova, 1980). According to Casagrande and Carillo (1944) two signi cant di erent forms
of anisotropy can be distinguished: (i) inherent, and (ii) induced. Inherent anisotropy is the
result of deposition process and grain characteristics (grain size and shape). Mainly, inherent
anisotropy is due to a preferred orientation of the long axes of the particles. Whereas, induced
anisotropy is caused by the strain associated with an applied stress (Wong and Arthur, 1985).

Studies on porous sandstones demonstrate the e ect of the matrix and the voids on the
anisotropic behavior of the rocks related to a particular physical property €.g., Lo et al., 1986,
Louis et al., 2003, Baudet al., 2005). Data analysis on the variation of elasticity, permeability,
electrical conductivity, magnetic susceptibility and ultrasonic P waves velocities highlights the
origins of anisotropy. It should be mentioned that the appearance of bedding planes on visual
inspection of the sample cannot be used to presage the existence of anisotropy. Loeisal.
(2003) in their study on two porous sandstones, show that Bentheim sandstone, which looked
very homogeneous from visual examination, is more anisotropic than Rothbach sandstone with
visible bedding planes.

Numerous studies on anisotropic rocks shown a remarkable variation of sti ness, strength
and of the inclination of the failure plane with the angle, usually named , between the cleavage
or the bedding plane and the axis of the maximum compressive principal stress. In relatively
compact rocks such as slate, and phyllite (Ramamurthyet al., 1993, Kumar, 2006, see Singh
et al.,, 2015 for an extensive review) as well as in porous rocks such as shale (Niandstual.,
1997) the brittle strength is manifested by a minimum in the peak stress at = 30-45 and a
maximaat =0 and =90 (Figure 2.11a). However, Baudet al. (2005) demonstrate that
the anisotropic behavior of porous sandstones is fundamentally di erent. The strength attains
maximum value in the perpendicular to the bedding samplesj.e., at = 90 , and minimum
at = 0, in the parallel to the bedding samples (Figure 2.11b). In agreement with (Baud
et al.,, 2005), Louiset al. (2007) conrmed that the brittle strength decreases gradually with
decreasing angle with maximum and minimum at =90 and =0 , respectively. Additionally,
experiments that performed on "oblique" samples cored at = 45 with respect to the bedding
show that the yield stress of these samples is intermediate between those of the perpendicular and
the parallel samples (Louiset al., 2007, 2009). In other words, there is an overall trend for the
maximum, intermediate and minimum values of both brittle strength and compactive yield stress
to be associated with the perpendicular, oblique, and parallel samples, respectively. However,
Baud et al. (2012) suggest that this trend cannot be generalized for all types of sandstone. For
Biemelstadt sandstone, they show that although the brittle strength is higher for samples that
deformed normal to bedding, at all higher pressures, the samples parallel to the bedding are
systematically stronger and yields at higher deviator stresses. Similar behavior is observed in
porous carbonates by Cilonaet al. (2014)

In addition to the macroscopic variances observed in sandstone samples that cored at di erent
orientations with the respect to the bedding planes, those samples show fundamentally di erent
patterns of strain localization especially in the compactive regime. Several di use compaction
bands with intense damage subparallel to bedding develop in samples cored perpendicular to
bedding (Bésuelleet al., 2003). Compactive shear bands that cut across the sample are observed
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in oblique ( =45 ) samples (Louiset al., 2007, 2009). Whereas in the samples cored parallel to
bedding, the strain and damage are smaller and appear to be more di use. The overall damage is
distributed homogeneously while the localization do not propagate all the way across the sample
(Louis et al., 2007).

Thus, itis evident that there are di erent types of strength anisotropy of localized compaction,
which are related to di erent microstructural origins. Extensive microstructural analysis are
performed to provide insights in strength anisotropy observed macroscopically in Rothbach and
Diemelstadt sandstones. It can be concluded that non-spherical pore shapes with larger axis
along bedding plane,i.e., pore fabric anisotropy, govern anisotropy in Diemelstadt sandstone
(Baud et al., 2012, Louiset al., 2005), whereas for Rothbach sandstone, anisotropy is controlled
by an orientation-dependent cement radius at the intergranular contacts (Louiset al., 2003, 2005,
2007, 2009).

Recent numerical studies highlight that pore geometry and orientation, with respect to the
loading direction, have an important impact on the compressive strength and Young's modulus
of porous rocks (Bubecket al., 2017, Griths et al., 2017). It is shown that samples containing
elliptical pores are weaker if compression is applied parallel to the short axis, compared to
compression applied parallel to the long axis. However, these models are relevant for volcanic
rock but not for porous sandstones where the alignment of grains may play a more important role.
In addition to that, experimental studies on steel foam demonstrate that strength of localized
compaction is 3 times higher when foam is compressed parallel to the long axis of ellipsoidal
cells (Park and Nutt, 2001).

(@) (b)

Figure 2.11: Peak stress as a function of bedding angle (a) in Tournemire shale, after Niandoat al.
(1997), and (b) in Adamswiller sandstone in Baudet al. (2005) after Millien et al. (1993).

2.5 Full- eld measurements in porous rocks

Experimental studies under controlled conditions provide useful insights into the mechanics of
strain localization. In section 2.1 it is shown that localization in geomaterials and notably in
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porous rocks can take many, and sometimes complex con gurations. Thus, understanding the
mechanisms of deformation, and in particular strain localization requires the entire deformation
process to be followed throughout a test while the sample deforms under load. In conventional
material testing, specimen response is characterized only globally and presented as an average
material response. Consequently, if deformation is inhomogeneous the traditional boundary
measurements of stress and strain have only nominal or conventional meaning. Furthermore,
neither the geomaterials are truly homogeneous at the scale of a laboratory specimen, nor the
boundary conditions are perfect. Investigating such inhomogeneous behavior requires multiple
local measurements.

For more than 30 years, the so-called non-contact measurement techniques are used in ma-
terial science. Such techniques that follow the golden ruléook but don't touch are often referred
to as full- eld measurement techniques. Full- eld measurements are increasingly used in ex-
perimental geomechanics since they can provide measurements of elds of properties over the
entire specimen. Using full- eld measurements it is possible to measure the spatial distribution
of various types of physical quantities, such as displacements, strains and temperature of samples
subjected to loading. They represent a substantial advance over conventional methods in experi-
mental mechanics due to qualitative and quantitative characterization of heterogeneities in both
material properties and processes during a test (Viggiani and Hall, 2012). Thus, the development
and application of full- eld techniques such as ultrasonic tomography, acoustic emission, x-ray
computed tomography, neutron tomography, digital image correlation (DIC), optical and elec-
tron microscopy have become increasingly common. A rapid overview of some of these techniques
and their advantages to detect strain localization in porous rocks (and general in geomaterials)
is presented in the following paragraphs. During this study x-ray CT and DIC are used to
investigate strain localization in a porous limestone.

2.5.1 Ultrasonic waves

Ultrasonic wave measurements are one of the most widely used non-destructive testing methods
in laboratory soil and rock mechanics. The method is based on the generation, transmission
and reception of waves and ultrasonic pulse frequencies. Originally, ultrasonic material testing
has been used to obtain global elastic or quasi-elastic properties such as Young's modulus and
shear modulus at small strains €.g., Shibuya et al., 2005). The mechanical behavior of porous
rocks is highly dependent on the mineralogy, size and shape distribution of voids and grains and
their relative arrangements. These microstructural characteristics modify uniquely the frequency
of the waves and de ne the velocities of di erent propagation modes,i.e., compression and
shear. Therefore, except the material's physical and mechanical properties ultrasonic waves
are strongly related to the microstructural characteristics. Consequently, this non-destructive
technique is used in rock mechanics to characterize fracture damage and its evolutioa.§., Nur
and Simmons, 1969, Kinget al., 1994, Sayers and Kachanov, 1995, Santamarinet al., 2001,
Stanchits et al., 2003 Martinez-Martinez et al., 2016, citeriazi2017determination) as well as to
detect pore collapse and grain crushing€.g., Fortin et al., 2007). The ultrasonic test system
as a non-destructive tool is also used to investigate the porosity, uniformity and anisotropy of
the tested samples by applying a combination of compression (P) and shear (S) waves.d. Lo

et al., 1986, Louiset al., 2003, Baudet al., 2005, Louiset al., 2005).
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However, these standard ultrasonic practices provide measurements on specic directions,
which may not be representative of the whole sample, especially in the case of pre-existing
heterogeneities or evolving localized deformation. These limitations can be overcome by using
ultrasonic tomography, a full- eld measurement method that can provide a eld of ultrasonic
velocity measurements over the whole sample (Hall and Tudisco, 2012). Ultrasonic imaging,
also called travel-time tomographic imaging, uses the travel times of ultrasonic waves to locate
high and low density inclusions within analyzed samples. Since ultrasonic travel time is density
dependent, the travel time map may be interpreted also as a density map. Although the (spatial)
resolution of the images is lower than the x-ray images, the cost of ultrasonic testing is much lower.
Thus, a (small) number of ultrasonic tomography studies have been done on geomaterials such as:
concrete (.9, Daigle et al., 2005), rocksg.g., Scott Jr and Abousleiman, 2004, Charalampidou
et al.,, 2011, 2014, Tudisccet al., 2015b), and soils é.g, Leeet al., 2005).

2.5.2 Acoustic Emissions

In addition to the ultrasonic measurements, another approach based also on waves is used to
identify the location, the intensity and the mechanisms of failure in geomaterials. Acoustic emis-
sion (AE) measurements are widely known as a non-destructive tool to track and characterize
the localization process. AE are waves produced by dislocations, microcracks, friction and other
local deformation processes at the grain-scale that release a su cient amount of energy to gener-
ate acoustic pulses. These waves can then be detected by transducers placed at the boundaries
of the tested sample. Using multiple transducers, the locations where the AE occur can be
pointed out and consequently the spatial origin of the failure can be located and followed during
loading. This technique has the advantage of being able to capture the signal generated by the
tested sample and not from an external source, as in ultrasonics and radiography, as well as to
detect features that have change their original shape/condition by the progressive deformation
of the specimen. For these reasons a progressively growing number of experimental studies in
rock mechanics are using acoustic emission to study strain localization.

Several studies on porous sandstones shown that the acoustic emission activity combined with
the microstructural observations provide information about the localized deformation allowing a
better understanding of the micromechanismsé€.g., Zhanget al., 1990b, Wonget al., 1992, David
et al.,, 1994, DiGiovanni et al., 2000). An AE event represents a micromechanical failure event
involving particle crushing, debonding and/or pore collapse. This technique has been used to
investigate and monitor di erent failure modes in sandstones such as shear enhanced compaction
bands (e.g., Klein et al., 2001, Charalampidouet al., 2011) and compaction bandsf.g., Olsson
and Holcomb, 2000, Vajdova and Wong, 2003, Fortiret al., 2006, Holcombet al., 2007, Stanchits
et al., 2009, Heapet al., 2015, Dewerset al., 2017). Baud et al. 2004 demonstrated that
the various localized modes are manifested by distinct AE activities. In particular, discrete
compaction bands are associated with episodic surges in AE. Although acoustic emission is
extensively used as a diagnostic tool in laboratory studies on sandstone, relative studies on
carbonates did not report any signi cant AE activity during deformation. Only recently Baud et
al. 2017c have performed a systematic investigation of localized compaction in limestones using
acoustic emissions.

20



2.5.3 X-ray computed tomography

The use of 2D images as a full- eld measurement technique in experimental geomechanics dates
back to early 1960s (Roscoe, 1963). These 2D images (radiographs) are produced by x-ray
radiation on photographic plates. The radiographs reveal that it is possible to extract qualitative
and quantitative information of localized patterns associated with local density changes into the
sample. The density variations inside the sample corresponds to di erent x-ray beam attenuation,
which appear in the 2D image with di erent grey shade. Thus, the x-ray radiography is used
as an imaging technique that allows direct observations of the internal structure of the sample
with di erent density. It should be noted though that these images represent the attenuation
accumulated through the whole sample. Although this imaging technique provides valuable
information about the deformed sample, it still remains in 2D.

This limitation is overcome by x-ray Computed Tomography (CT). Following the same prin-
ciple with the conventional radiography but in this case acquiring the images at di erent angular
positions, the 3D structure of the sample can be obtained. So, tomography is a method to
reconstruct the 3D eld of x-ray attenuation from a series of di erent radiographs. Once the
3D volume of the tested material is obtained qualitative and quantitative measurements can be
performed. The pioneering work of Desruegt al. (1996) demonstrates that x-ray CT provides
valuable 3D information on strain localization but also the potential of this imaging technique
as a quantitative measurement toole.g., for measuring the evolution of void ratio inside a shear
band and its relation to critical state. Originally developed for use in healthcare, x-ray CT is
now used extensively in eld of non-destructive material testing, including geomechanicse(g.
Meeset al., 2003, Desruet al., 2010, Alshibli and Reed, 2012).

X-ray CT applications can be divided into several major areas. The rst and straightforward
is sample characterization. CT provides images of the internal structure of the sample, allowing
to identify lithology, measure density and local porosity changes, as well as to visualize the 3D
distribution of the pores within a volume providing information about their interconnectivity
(e.g, Wellington, Vinegar, et al., 1987, Karacanet al., 2003, Van Geetet al., 2003, Cnudde,
2005, Louiset al., 2007, Remeysen and Swennen, 2010, Rozenbaum and Roscoat, 2014, Arzilli
et al., 2016). X-ray CT also serves as a powerful tool for uid ow visualization in rocks.
It is used in "core ooding" tests to quantify multiphase ow behavior, to observe the e ect
of treatment uids and to estimate uid ow properties of porous rocks ( e.g, Vinegar and
Wellington, 1987, Withjack et al., 1988, Akin and Kovscek, 2003, Ruiz De Argandonat al.,
2003). Strain localization is another main application for which x-ray CT is widely used €.g.
Bésuelleet al., 2000, Kodakaet al., 2006, Louiset al., 2006, Charalampidouet al., 2011, Fonseca
et al., 2013, Charalampidouet al., 2014, Baudet al., 2015).

2.5.4 Digital Image Correlation

X-ray CT is a powerful tool for imaging the internal structure of the materials as well as providing
valuable 3D information on localization patterning both in qualitative and quantitative ways.
However, x-ray CT is based on the transmission measurements, hence it is sensible to density
variations only. Therefore, if the localized deformation is isochoricj.e., no volume change, x-ray
CT fails to detect the phenomenon by measuring changes in x-ray attenuationg(g. Lenoir et al.,
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2007, Viggiani, 2009, Bornert, 2010). Such a limitation can be overcome by using Digital Image
Correlation (DIC).

DIC is considered nowadays as one one of the standard full- eld measurement techniques in
experimental geomechanics. It is a non-destructive technique of relatively easy implementation,
based on the comparison of digital images. DIC is essentially a mathematical tool for assessing
the spatial transformation (including translations and distortions) between two images. When
images of the same rock sample are acquired before and after a loading increment, digital image
correlation can be used to obtain the displacement and deformation elds. This can be achieved
by comparing the image in the deformed state with the reference image. The matching between
the two images is based on the assumption that a material point of an image can be fully identi ed
by its local pattern (i.e., the grey level intensity in a grey-scale image) on the second image.
The mapping of the pixel intensity values, and thus the measured displacement is accomplished
mathematically through minimization of a normalized cross-correlation coe cient.

Such a method is used in experimental rock mechanics to measure displacement and defor-
mation elds over surfaces €.g., Hall et al., 2006, Louiset al., 2007, Bésuelle and Lanata, 2016)
or through a volume (e.g., Lenoir et al., 2007, Jiet al.,, 2014). DIC can provide a better un-
derstanding of the material response under loading and allows for characterizing the evolution
of the deformation eld as well as detecting any localized deformation in the sample. Follow-
ing the material response under loading it is possible to perform qualitative and quantitative
full- eld measurements of local responses. This gives the ability to evaluate the internal 3D
kinematics due to the applied boundary conditions, and to understand the micro response (only
if the spatial resolution is su cient) to globally imposed deformation (Ando, 2013). Since the
pioneering works of Peters and Ranson (1982), and Suttoet al. (1983) this powerful technique
has been used widely in geomechanics on various materiaks. g, Pan et al., 2009, Dautriat et al.,
2011a, and references therein). The quality of the results that can be obtained by digital image
correlation crucially depends on the quality of the images. To this end, an increasing number
of studies combine the x-ray images with DIC. Louiset al. (2007) shown that combining x-ray
CT scans with 2D-DIC allows mapping out strain localization as well as associating deformation
to local material heterogeneities. Thereafter, pioneer studies such a&.g. Lenoir et al., 2007)
demonstrate the capabilities of combining x-ray tomography and DIC to perform 3D volumetric
image correlation, which provides the 3D kinematic measurements.
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Chapter 3

Experimental campaign

In this study, experiments are conducted to investigate systematically the macroscopic behavior,
and the deformation mechanisms responsible for compaction on a carbonate rock of porosity
greater than 45%.

In an attempt to elucidate the mechanisms responsible for the observed macroscopic behavior
of the tested material, the majority of the tests are performedin-situ inside the x-ray scanner
in Laboratoire 3SR (in-situ meaning x-ray scanning at the same time as loading). Cylindrical
samples perpendicular, oblique (49, and parallel to the bedding are cored with a diameter of
11.5 mm and length of 22 mm. The response of the material is investigated under three di erent
stress paths. This chapter details the material tested, and the method followed to prepare the
samples. Then, the equipment designed for these particular specimen dimensions is described.
The experimental campaign is detailed in section 3.5 by describing the set-up and the loading
conditions for each test separately.

3.1 Material tested

The material studied in this work is a highly porous limestone from Maastricht region, known
as Maastricht limestone orTu eau de Maastricht. This section describes the material used.

3.1.1 Tueau de Maastricht

Maastricht limestone (Tu eau de Maastricht) is a limestone of the Upper Cretaceous period.
During the Upper Cretaceous, widespread deposition of chalk occurred in Northwest Europe.
A much coarser-grained than the very ne-grained limestone well know as the white chalk,
tu aceous chalk (Tu eau in French) has been preserved locally. Tu aceous chalk is a designation
for weak, porous limestone which can be characterized according to grain-size as calcarenites
and calcisiltites (Bekendam, 1998). This tu aceous chalk is of Maastrichtian age and occurs in
southern Limburg between Belgium and The Netherlands.

The commonly coarser grained limestones of the Formation of Maastricht (of Maastrichtian
age) were deposited in a shallow sea and their uniformity is limited. The maximum overall
thickness of the formation is about 100 m (Cnudde, 2005). In the outcrop area, the Maastricht
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Formation has never been covered by more than about 50m of younger sediments, resulting
in only a weak early diagenetic consolidation. Two regional facies types can be recognized
in the Maastricht Formation. In the western part of Southern Limburg it is developed as the
"Maastricht facies”, in the eastern part as the "Kunrade facies". The "Kunrade facies" consists of
hard, relatively well cemented limestones alteration with soft limestones with some clay content.
All members of the "Maastricht facies" comprise predominantly carbonate bioclasts of sand size.
This sequence of calcarenites is also known as the tu aceous chalk of Maastricht (Tu eau de
Maastricht) (Bekendam, 1998; Dubelaaret al., 2006).

Figure 3.1: Miner in a underground quarry, using a special handsaw to cut a Tu eau de Maastricht
block from the surrounding rock, after Dubelaar et al. (2006).

The Tu eau de Maastricht is a typical building stone that was excavated in the "Maastricht
facies" in blocks of about 50 cm wide, 80 cm deep and up to 200 cm high. Coarse toothed
handsaws are typically used to cut the stone from the surrounding rock (Figure 3.1). It is
a yellow colored soft sedimentary limestone. Tueau de Maastricht is formed by sediments
transported and deposited in a marine environment, therefore a variable percentage of bioclastic
particles can be recognized even with naked eye. It is composed of, among others, echinoids,
foraminifera, brachiopods, molluscs and numerous fossil fragments. All these sea skeletons and
shell fragments result in a limestone with pure calcium-carbonate grains (see Figure 3.2). The
CaCO0Og3 of Tu eau de Maastricht is high and rarely less than 96% (Figure 3.3).

(a) (b)

Figure 3.2: SEM images of the Tu eau de Maastricht (a) rock fragment, (b) thin section, after Chudde
(2005).

The fact that the tu aceous chalk was deposited at rates of centimeters or decimeters per 1000
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Tu eau de Maastricht
Calcium Carbonate CaCO3

Quartz SiO2

Figure 3.3: Tu eau de Maastricht di ractogram. This analysis has been performed in ISTerre (Institut
des Sciences de la Terre), Grenoble.

years (Zijlstra, 1994) and the lack of lithostatic pressure due to only a few meters of sediments,
explain the relative high porosity of Maastricht limestone (up to 52%). Porosity is mainly of
the intergranular type (macroporosity) and intragranular porosity due to pores in bioclasts and
shell fragments. Apart from the hardgrounds, Tu eau de Maastricht is weakly cemented: the
grains are only loosely bonded at contact points and evidence of pressure-solution or compaction
is hardly observed. The weak cementation, combined with the high porosity, result in a relative
low strength for the rock, i.e., the uncon ned compressive strength is less thad MPa (Bekendam,
1998; Ngan-Tillard et al., 2011).

Figure 3.4: Microstructure of Tu eau de Maastricht. These are x-ray Computed Tomography (CT)
scans at a resolution ofL. m. Note the high porosity and the bioclasts variability.

Figure 3.4 two x-ray tomographic images well portraying the microstructure of Tu eau de
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Maastricht. The material appears as grain supported structure with no mud between grains. A
well sorted clastic carbonate rock is to be seen, with an average grain size ranging frakf0 to
200 m. On the basis of the grain supported texture and the absence of mud it can be classi ed
as a grainstone according to the Dunham (1962) classi cation system. Through x-ray Computed
Tomography (CT) scans at a resolution of1 m (section 4.1), Figure 3.4 reveals the bioclasts
diversity and the intergranular porosity (black color in gure corresponds to pores). Although
the average fossil fragments size is similar to grain size, some isolated larger bioclasts occur to a
certain layering. The macro pores occupy a variable but large volume and the whole cementation
is very poorly developed. Apart from hardgrounds and layers of fossil grit sedimentary bedding is
generally not visible, even under the optical microscope or the x-ray scan. However, experiments
show that the mechanical properties strongly depend on whether they are measured parallel,
oblique or perpendicular to the bedding plane, as shown in chapter 5.

Mercury injection measurements are used to infer the distribution of pore entrance diameter
(Figure 3.5). On the contrary to the x-ray scans at high resolution, which show a signi cant
fraction of microporosity, the data show a mono-modal curve with most frequent values between
20 and 70 m. the MIP (mercury intrusion porosimetry) data indicate that the intergranular
porosity is insigni cant, or the pores relatively small in diameter with small e ect on hydraulic
transport.

Figure 3.5: Pore throat analysis derived from mercury injection tests on samples of Tu eau de Maas-
tricht. These analysis is conducted with the help of professor G. Russo and coworkers (University of
Cassino and Southern Lazio)

3.1.2 Reference material

In order to understand the behavior of the natural material it is useful to study "destructured"
samples, which are formed from the same material by breaking the bonds between the particles.
Therefore, to identify the potential degradation mechanisms and study the e ects of cementation
on the mechanical characteristics of the Tu eau de Maastricht, destructured samples are prepared
(named reference material hereafter).
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Assuming that the bonding between the particles is weaker than the grains themselves, the
reference material essentially a non-bonded version of the natural material. The initially natural
cemented samples are broken down by two di erent techniques; by hand and by a plastic hammer.
Initially, samples of di erent size are extracted from the same block and are broken by hand.
Then, the same procedure is repeated for more samples but using a plastic hammer. For each of
those samples, grain size distribution is measured. Figure 3.6 summarizes these measurements.
Both techniques lead to similar results in terms ofreference material It can also be seen from
the plot, that in agreement with the literature review (subsection 3.1.1), the mean grain size is
around 150 m. In order to assess the objectivity of the results, the whole operation described
above was repeated by a second user (a MSc student). It is proved that independently of the
user or the technique used, the procedure followed to break down the material yields essentially
the same grain size distribution,i.e., it is relatively objective.

Figure 3.6: Grain size distribution curves for the reference material

3.2 Specimen preparation

A single block of Tu eau de Maastricht from a quarry in The Netherlands is used for this research
project. All the samples tested herein are extracted from the same block to minimize the e ects
of material variability. The samples are brought to convenient sizes so as to easily t into the
laboratory core drilling machine. The smaller parts are rmly clamped onto the pedestal of
drilling machine to facilitate coring at each of the specic orientations. The samples are cored
parallel, oblique (at 45 degrees) and perpendicular to the bedding plane. The sampling directions
are shown in Figure 3.7. A heavy duty diamond drill assembly, equipped with 11.5 mm internal
diameter diamond drill bits, is used for drilling the cores. Due to the unclearness of the bedding
planes, it is not easy to judge the orientation angle accurately by eye. So the actual orientations
might have possibly deviated by a few degrees from the speci ed ones. Initially, the specimens
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perpendicular to the bedding are cored from the material block. Then, the same block is shifted
90 degrees and new cores are prepared in orthogonal direction with respect to the rst ones,
i.e., parallel to the bedding. In case of 45 degrees, since the laboratory drilling machine is
not equipped with a tilting pedestal, an extra handmade device is used. In order to avoid any
variation of the coring orientations among the samples, several cores are prepared at the same
time. Once the smaller material block is secured onto the drilling machine, the more possible
cores are prepared at once. Figure 3.8 summarizes the steps followed to prepare the samples.

Figure 3.7: Sampling directions for drilling cores

Obtaining good quality cores of the desired size is not an easy task due to the rock's com-
position. Once the retrieved cores are cut, a great deal of care is taken in removing them from
the sample container to reduce the risk of breakage. A proper cutting blade is carefully used to
remove the extra material around the cored cylinders. Then, the extracted samples are placed
inside an apparatus specially designed for this project with perfect parallel sides, and are polished
to ensure parallelism (Figure 3.9a). The end faces of specimens were ground at and parallel
using a ne sandpaper (No. 240). The nal cylindrical specimens are prepared to obtain length
to diameter (I/d) ratio approximately 2:0 with a diameter of 11:5 mm. This particular geometry
is necessary to facilitate the x-ray computed tomography and to allow full-size measurements at
a su ciently high resolution (subsection 4.1.4). Despite the polishing, the surface of the spec-
imen remains relatively rough. To minimize friction on the specimen faces lubricant made of
greases based on phenyl methyl silicone oil is smeared on the specimen and the porous stones
(see Figure 3.9b). Ceramic porous stones (diameter 12 mm) are selected for their low x-ray
attenuation coe cient, which makes it easier to remove them from the acquired images (see
section 4.3). Once the specimen is aligned with the top and bottom porous stones, it is enclosed
by a membrane, which allows the application of the cell pressure. For this study, a 500m thick
neoprene membrane with an inner diameter of 10 mm is used, primary to avoid piercing due to
the roughness of the specimens surface.

Initially, the membrane is folded around a membrane stretcher with an internal diameter of
14 mm (Figure 3.9c). Through a hole, on the side of the tube, a suction is applied forcing the
membrane to adopt its shape. Thereafter, the specimen is inserted into the tube which allows
the membrane to enfold it as soon as the vacuum is released. The membrane is unfolded once
the whole "system" (specimen and porous stones) is placed on the specimen holder. In this
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Figure 3.8: Sequence of images illustrating the various steps necessary for specimen preparation, (a)
The block of Tu eau de Maastricht, (b) A smaller part of the material placed on the extra device,
necessary for the oblique samples, (c) The material secured onto the pedestal of the drilling machine, (d)
Measurement of the actual coring orientation (e) Several cores are prepared at the same time to avoid
any deviation from the coring direction among the samples, (f) A number of cores are prepared at 45
degrees with respect to the bedding planes.
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Figure 3.9: lllustration of the procedure by which the specimen is prepared in this work. (a) The device
used to atten the two specimen's ends and to ensure their parallelism, (b) The lubricated specimen
between the two porous stones, (c) The membrane is wrapped around the specimen and the porous
stones, (d) Sample placed on the specimen holder.

way the membrane is stretched over the specimen holder, the porous stones and the specimen
(Figure 3.9d).

However, in the case of the reference material, a di erent procedure is followed to prepare
the samples (Karatza, 2017). Since the reference material is cohesionless and cannot support its
own weight, a mold which maintains the desired specimen shape until the required con nement
can be applied, is used.

Initially, the porous stone is placed on the top of the specimen holder. A neoprene mem-
brane is then installed on the lower piston (specimen holder) and the porous stone. Within this
membrane the material is later pluviated. In order to ensure that the specimen will be aligned
with the porous stone, a great care is taken to place the membrane both vertical, as well as
centered with respect to the porous stone. Regulations are done manually when needed. The
specimen holder with the membrane is next surrounded by the mold designed for this particular
experimental setup. Later the top of the membrane is folded over the mold, allowing access from
the top. The sides of the membrane are pushed against the mold by the applied vacuum. Once
the membrane is stretched on the mold, the material is pluviated from a varying height, to ensure
a constant drop height. When the desirable specimen height is reached, the second porous stone
is placed on the top and the specimen is sealed. As soon as all the components of the sample
are in place, the vacuum is removed from the mold, and the mold from the specimen. Finally,
the specimen is inspected for its verticality and, if not found to be acceptable, the procedure is
started again from the beginning (See Ando, 2013, Figure 3.6).

3.3 Experimental apparatus

This section details the experimental apparatus used in this work, in particular the loading
system and the triaxial cell.
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3.3.1 Loading system

The system used in this research allows performing x-ray Computed Tomography (CT) of the
samples under load,i.e., in-situ, using the speci cally built load frame that can be placed in
the x-ray beam. Particularly, the loading system designed in Laboratoire 3SR (Grenoble) is
used. The objective of the loading system is to apply and measure the axial load applied on the
specimen, as well as the axial displacement.

The axial load is applied by an electric motor which translates the rotation of the motor into
a vertical movement of the loading head either upwards or downwards. The speed range for the
loading head is from0:1 m/minto 1500 m/min and the maximum axial force that this electric
motor can apply is 15 kN (i.e., a normal stress of144 MPa for a 11.5 mm diameter sample).
The speed range considered in this work for the di erent triaxial tests is20 m/min ( i.e., strain
rate of 0:1% for a specimen of height20mm). The motor is driven remotely from a laptop used
for data acquisition.

Figure 3.10: The triaxial cell in place in the x-ray tomograph in Laboratoire 3SR, after Ando et al.
(2013).

Initially and before placing the sample, the entire loading system is installed under the
rotation platen inside the x-ray cabin. The loading system, the rotation platen, and the triaxial
cell are connected together through four tie bars (Figure 3.10). In order to ensure a seal with the
inside of the cell, as well as with the loading ram, a circular plate is placed between the triaxial
cell and the rotation stage (Figure 3.10). The ram is pushed progressively through this circular
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Figure 3.11: LVDT calibration at the beginning of the experiment.

plate by the loading system. The loading ram id a 10 mm diameter steel bar, at on both ends.

The axial load is measured by a force meter, which is installed onto the loading head, always
in contact with the loading ram. The maximum axial force that can be measured by the force
meter used is 10kN ( 96 MPa for a 11.5 mm diameter sample), with a precision 0f0:2%.
The measurement of axial displacement is made by an external transducer (LVDT) (shown in
Figure 3.10), which is attached to the tie bar and measures the vertical displacement of the
loading head. Both pieces of equipment are calibrated at the beginning of the work against a
reference force meter and LVDT respectively (Figure 3.11).

3.3.2 Triaxial cell

The triaxial cell used in this work di ers from a conventional triaxial cell (Bishop and Henkel,
1957) essentially by its size and by its shape. Since the main objective of this work is to perform
in-situ x-ray scanning, the cell must be able to be scanned without blocking the x-rays. The
vertical steel bars and the tie bars that exist in a conventional apparatus cannot be used due to
their high x-ray absorption. Therefore, the triaxial cell used in this study is designed to allow
x-ray scanning and to t the mechanical loading system available at Laboratoire 3SR. The cell,
well described in (Lenoir et al., 2007, Hall et al., 2010, (Ando, 2013) is made of Polymethyl
methacrylate (PMMA), which makes it very transparent to x-rays but also allows visual moni-
toring of the test. The 8-mm thick wall allows the cell to sustain the 7 MPa con nement pressure
and the tensile reaction force. A comparison between a conventional triaxial cell and the cell
used herein is shown in Figure 3.12.

The particular "I" shape of the cell enables the whole set-upj.e., the sample, to be closer to
the x-ray source for higher resolution. The cell has an internal diameter of 20 mm large enough
for the specimen dimensions but also the con ning uid. As described above, in subsection 3.3.1,
the bottom platen has a hole for the loading ram to pass through and seals the bottom of the
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Figure 3.12: Schematic of (a) conventional triaxial cell after Bishop and Hekel, (1957), (b) triaxial cell
of laboratoire 3SR designed by P. Bésuelle and N. Lenoir after Ando (2013). All dimensions are in mm.
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cell. The top platen makes a seal with the top part of the cell. Additionally, the upper platen
acts as the upper piston with a steel cylinderlOmm in diameter, similar to the loading ram.
The upper piston is always in contact with the specimen through the stone at the top of the
specimen, thus is also called specimen holder. Both upper and lower platens are connected to
drainage lines. The horizontal hole at the bottom part allows lling the cell and the con ning
pressure to be applied. As for the top platen, the hole is used to apply vacuum to the sample,
which is needed to keep the sample standing until it is placed into the cell and the con nement
is applied.

3.4 Test setup

The prepared specimen, the triaxial or the oedometer cell (depending on the experiment) and
the loading system are assembled altogether before starting the experiment.

The loading system is set up outside the x-ray cabin. The force meter and the LVDT are
installed onto the loading head and on the tie bar, respectively. Then, the whole system is
installed under the rotation table. On the top of the rotation table, the circular plate, which
seals both the bottom of the cell and the ram, is placed. Both the rotation table and the circular
plate have four holes through which the four tie bars of the loading system slid. Therefore, all of
them are secured by four bolts on the top of the circular plate. Once the system is in place the
triaxial cell is screwed on the circular plate. Then, the sample holder, with the desired sample, is
pushed down slowly so that the cell can be closed. Both the lower and upper platen are screwed
on the cell. At this stage a rst tomographic x-ray scan of the specimen is performed. This rst
scan is labeled as state "00"j.e., initial conditions.

Pressure transducer

(@) (b)

Figure 3.13: (a) The con ning pressure is applied by a Gilson pump, (b) The pressure inside the cell is
read from a pressure inlet placed on the bottom platen of the cell.

On the lower platen (circular plate) a Gilson 305 Master pump (Figure 3.13a) is connected
through a cell pressure inlet (Figure 3.13b). The con ning pressure is applied by the pump,
using oil as the conning uid. The ow-rate of the oil inside the cell is controlled by the
pump, which allows a ne control of the con ning pressure. For each test, the desired con ning
pressure is set as the threshold value for the pump. This type of pump adjusts automatically
the pressure only for values lower than the threshold. However, if and when the pressure exceeds
this threshold, then a manual adjustment is needed. In order to avoid adjusting the pressure
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manually each time (which would result in a sharp pressure drop), a small, controlled leakage is
applied. This technique allows keeping the pressure constant to the desired con ning pressure
with the uctuations to be only a few kPa (  10kPa). A counterbalance between the leakage and
the pump ow-rate must be insured though. The cell pressure is increased to the nal desired
value gradually with a small ow-rate of 0:05 ml/min. Every 500 kPa the pump is stopped for

1 minute, which is enough to regulate the pressure inside the cell. Once the con ning pressure
is reached, the loading ram is advanced closer to the specimen. The phase of moving the ram
before being in contact with the specimen allows estimating the friction between the loading ram
and the bottom platen. In order to get as close to the specimen as possible the x-ray scanner is
used (see in Ando, 2013, Figure 3.9). Once the ram is in contact with the specimen, the loading
system is stopped, the LVDT is placed in its nal position and all the measurements are zeroed.

At this stage the whole system is checked for oil leakage in all the joints but also in the
membrane and if none is found, then a second scane., state "01", is performed. In case that
leakage is detected in the membrane, then the test is aborted.

3.5 Experimental campaign

The experimental campaign consists of a number of oedometer, uniaxial, triaxial, and isotropic
compression tests on dry samples of Tu eau de Maastricht. All these tests are performed on the
natural cemented material, but also some of them are repeated on the reference material. In
total 55 tests have been performed in this study including supplementary backup tests and tests
on the reference material.

Table 3.1 summarizes the initial conditions of a collection of specimens tested. Measurements
of specimen diameter, height and dry mass are made directly on the specimen before the lubri-
cation as well as sample is wrapped by the membrane. The specimen dimensions have a certain
degree of variability. The diameter varies relatively little for the cemented samples since all of
them are prepared with the same diamond drill. The height of the specimens however is much
more variable and is related to the specimen preparation (section 3.2). The diameter and height
are measured three times; values given in Table 3.1 are the mean values

The initial bulk porosity of the samples is obtained using both the specimen bulk volume
and the specimen's solid mass for the samples tested outside the x-ray cabin. The equation for
total porosity ( ) is:

=100 1 -° (3.1)

where yis bulk density and g is grain density (2:58g=cm?®). However, for thein-situ experiments
porosity is measured from the 3D tomographic images (see chapter 5).

The axial stress is calculated by the axial force measured over the cross-section of the specimen
in the initial state, by taking into account the contribution of the cell pressure being exerted
on the cross-section of the ram removed (recall piston's diameter is 10 mm while specimen's
is 11.5 mm). The axial strain 4, i.e., the shortening of the specimen with respect to its initial
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height, is monitored with an LVDT.

F (A a)
= —+ —= 2
17 A A (3-2)
where A is the cross section of the sample, a the cross section of the piston, angdthe con ning

pressure.

3.5.1 Uniaxial compression test

The specimens are compressed axially by the ram driven up by the loading system (section 3.3).
Given that the loading system applies and measures the axial force compressing the specimen
from below, and the vertical displacement of the lower piston, the specimens have to be attached
to the upper piston. A thin latex membrane is applied to the specimens to avoid gravity e ects
and x them in place. The membrane is wrapped around the specimen following the same
procedure as described in section 3.2.

The specimen is then axially loaded by advancing the ram against one of the loading platen.
The ram is advanced under displacement control at a constant rate of axial displacement @0
m/min, i.e., a strain rate of 1:5 10 °s 1. The shortening imposed to the specimen is measured
along with the specimen's reaction force. The contact between ram and specimen is made in
such a way that the loading platen is always kept horizontal and axially centered.

Despite the fact that the membrane, which is used for this experimental campaign is thin
(0.3 mm) and exible, it applies a mean e ective stress to the specimen. Thus, new samples
are prepared following a di erent method. The membrane is cut in smaller pieces and is applied
only to the top and the bottom of the specimen. In this way the top of the specimen is placed
and xed on the specimen holder, the porous stone is attached to the bottom end and the rest of
the specimen is "free". The mechanical response for both cases with and without membrane is
presented in chapter 5. All the uniaxial compression tests are conducted outside the x-ray cabin.

(@) (b)

Figure 3.14: Tueau de Maastricht specimens placed on the specimen holder before the uniaxial com-
pression test. Two di erent methods are applied to attach the samples on the upper piston, (a) a thin
latex membrane surrounds the whole specimen, (b) the latex membrane is only on the top and the bottom
of the specimen.
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3.5.2 Isotropic compression test

Both the loading system and the triaxial cell described in section 3.3, are used for the isotropic
compression tests. Once the specimen is prepared on the specimen holder, it is installed into the
cell with the top of the specimen (as prepared) pointing down. The top of the specimen is always
in contact with the upper piston (specimen holder), while the bottom end of the specimen is
free. In fact, the loading ram is used for this type of tests with the only purpose to make a seal
between the circulate plate and the bottom of the cell.

As far the triaxial compression tests, oil is used as a con ning uid. The isotropic compression
tests are conducted by increasing step-by-step the con ning pressurég., 0:5 or 1:0 MPa at the
time. The con ning pressure is applied by a pump with a small ow-rate of 0:05 ml/min. Once
the desired pressure is reached the pump is stopped and x-ray scans are performed at each loading
step.

Due to the fact that the loading ram is not in contact with the sample during the experiments
neither the force nor the axial strain could be acquired from the loading system. Additionally,
since the specimens are tested dry, volumetric strain cannot be obtained from the volume of the
pore uid entering or leaving the specimen. The bulk volume, the axial and the volumetric strain
of the specimen are instead obtained from the 3D images obtained throughout the tests. The
measurements from the 3D images coming from tomography are detailed in section 4.3.

3.5.3 Triaxial compression test

A total of (27) triaxial tests are carried out on Tu eau de Maastricht samples cored perpendicular,
oblique (45) and parallel to the bedding. Once the sample is placed inside the triaxial cell a
rst x-ray tomography is performed. The rst scan is performed to characterize the initial state

of each sample. The samples are then isotropically compressed at di erent con ning pressures
ranging from 0 (no con nement) to 5 MPa. Each sample is loaded isotropically (as described
above) by pressurizing the cell uid surrounding the specimen until the desired con ning pressure
is reached. At this point the second scan is performed.

After the rst two scans (state "00" initial conditions, and state "01" end of isotropic com-
pression) have been acquired, the samples are sheared. The deviatoric loading is applied under
displacement control by shortening the sample axially using the ram driven up by the load-
ing system at 20 m/min, as in the uniaxial compression tests. At the point where the axial
force starts to climb, i.e., the ram is in contact with the specimen, the axial displacement is
recorded and noted as the real zero displacement for each test. Hereafter, loading is continued
at 20 m/min until a decision is made to interrupt loading to scan the sample. When loading,
radiographs of the specimen deforming are acquired to record the deformation process during
loading. These radiographic scans are acquired under the same conditions as the tomographic
scans, except that the rotation stage is kept xed and that no image averaging is performed.é.,
just one projection is acquired) (see subsection 4.1.4). The acquisition rate for the axial force,
axial displacement and cell pressure was one every 2 seconds.

Often in the tests presented in this work, steps of approximately 1.5% axial shortening are
aimed for, but every time the macroscopic response suggests signi cant changes have occurred in
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Table 3.1: A collection of tests analyzed in this study: uniaxial compression test (UA), isotropic
compression test (1ISO), and triaxial compression test (TX)

Test name  Diameter Height Mass Porosity Con ning Coring Image
(mm) (mm) (9) (%) Pressure Direction analysis
(MPa) ()
Uniaxial compression tests
UA90-02 11.36 20.34 2.63 50.6 - 90 -
UA90-03 11.31 20.22 2.62 50 - 90 -
UA45-00 11.47 20.46 2.68 50.8 - 45 -
UA45-01 11.46 20.34 2.69 50.3 - 45 -
UA45-02 11.54 20.26 2.66 51.3 - 45 -
UA00-00 11.39 20.62 2.67 50.8 - 0 -
UA00-01 11.37 20.15 2.60 50.7 - 0 -
Isotropic compression tests
ISO-01 11.31 20.22 2.62 50 - 90 X
Triaxial compression tests
TX90-01 11.45 20.23 2.66 50.5 1 90 X
TX90-04-02 11.45 20.34 2.70 50 4 90 X
TX90-05 11.48 21.10 2.78 50.7 5 90 X
TX45-02 11.45 20.97 2.75 49,5 2 45 X
TX45-03 11.53 21.24 2.74 52.1 3 45 X
TX45-04 11.45 20.97 2.75 50.6 4 45 X
TX0-01 11.47 2043 2.71 50.2 1 0 X
TX0-03 11.53 20.74 2.75 50.8 3 0 X

the specimen, scans are performed. While acquiring a full x-ray tomography data (which takes
around 1.5 hours), the axial loading system is halted and the piston held in place (the axial
displacement is held constant). During the x-ray scan, the force, displacement and con ning
pressure data acquisition is slowed to once every 30 seconds.

3.6 Summary

The main objective of this to study is to investigate experimentally the mechanisms governing the
mechanical behavior and failure mode of high porosity carbonate rocks. In order to achieve this,
a highly porous limestone from Maastricht region, known as Tu eau de Maastricht is chosen. It
is a bioclastic calcarenite formed by sediments transported and deposited in a shallow sea during
the Upper Cretaceous period. Due to the fact that it was deposited at very slow rate, and the
existence of only a few meters of a few meters of sediments, Tu eau de Maastricht exhibits up
to 52% porosity.

A great deal of care is taken in preparing cylindrical samples of Tu eau de Maastricht cored
perpendicular, oblique @5 ), and parallel to the sedimentary bedding plane. All the specimens
tested in this study are extracted for the same block to minimize the e ects of material variability
and then ground to diameter of 11.5 mm and length of 22 mm. This particular geometry is
necessary to facilitate the x-ray computed tomography (CT) and allows full-size measurements
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at a su ciently high resolution. Thus, the relevant experimental apparatuses for this particular
samples dimensions are needed.

This chapter describes the loading system and the triaxial cell used in this study. The
loading system is designed in Laboratoire 3SR and allows performing x-ray CT scanse., it
can be placed in the x-ray beam. The triaxial cell is accordingly built to be transparent to
x-rays allowing the samples to be scanned. Consequently, the triaxial cell used diers from a
conventional triaxial cell essentially by its size and shape. Additionally, comprehensive details
are given for the nal experimental setup adapted for the desired experiments. The experimental
procedures are also discussed in this chapter. In particular, details about the isotropic, uniaxial
and triaxial compression tests are given.
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Chapter 4

Methodology: image and data
processing tools

In this study, the development of localized deformation on Tu eau de Maastricht is investigated
gquantitatively using x-ray Computed Tomography (CT) and an image analysis of the CT images.

High resolution 3D imaging provides information on the internal degradation as it progresses
under loading. All the experiments described above (section 3.5) have been imaged in several
di erent states of increasing axial strain. The 3D images can be analyzed in order to de ne the
solid and void phases of the sample imaged by the x-rays. Continuum porosity measurements
are performed on Tu eau de Maastricht macroscopically as well as at the micro-scale (averaged
over a Representative Elementary Volume). Further analysis allows qualitative de nition of the
complex microstructure of Tu eau de Maastricht.

Although 3D visualization is a powerful tool to investigate the sample after reconstruction, it
has its limitations. Displacement eld measurements and subsequent strain eld calculations are
essential to complete the understanding of the localized deformation throughout an experiment.
If the material is followed through the di erent con gurations and images are acquired during
deformation, digital image correlation (DIC) can be used to infer the displacement and strain
eld. In this study, 3D continuum DIC measurements using TomoWarp2 (Tudisco et al., 2017)
code on the gray scale reconstructed images, are performed.

4.1 X-ray computed tomography (CT)

X-ray computed tomography (CT) is a nondestructive technique that allows visualization of the
internal structure of objects, determined mainly by variations in density and atomic composition.
The principle of CT measurement consists of acquiring x-ray radiographs at many di erent
positions during step-wise rotation around a central axis, whereby either the source and detector
or the sample are moved. From these dierent projections, a 3D image of the object can be
reconstructed.

X-ray CT was developed as a medical imaging technique in the early 1970s, and has since
found wide applications within the elds of geoscience (Meegt al., 2003). Due to their ability
to penetrate certain materials, x-rays are used for a number of non-destructive evaluation and
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testing applications. Computed tomography is useful for studying a wide range of materials,
e.g, rock, bone, ceramic, metal and soft tissue. Recently, the study of geomaterials (including
granulates, soils, rocks and concrete) has become one of the more active and challenging elds
of application of x-ray imaging.

Based on computer technology, x-ray CT is developed so e ciently that it can be used to
investigate 3D microstructures and discontinuities of geomaterials. It can be applied to obtain
either qualitative or quantitative data. Qualitative applications are those that require only a vi-
sual assessment of the resulting x-ray image. X-ray CT can be utilized to determine mineralogy,
pore characteristics, heterogeneities, multiphase uid ow, and fracture volume of the rock sam-
ple. However, the true power of x-ray tomography lies in the capability to extract quantitative
information about internal and external three-dimensional structures. In addition to qualitative
assessment of the x-ray images, quantitative information such as density, porosity, and saturation
values and distributions can be extracted from CT scan images.

4.1.1 X-ray CT basics

In 1895, Wilhelm Conrad Rdentgen noticed a barium platinocyanide screen uorescing in his
laboratory as he generated cathode rays in a Crookes tube some distance away. Even with paper
and wood in the way of the beam, the mysterious rays managed to light up the uorescent screen.
Because of their unknown nature, he called them x-rays. Rdentgen then replaced the uorescent
screen with photographic paper and took the world's rst x-ray, a clear image of the bones and
wedding ring on his wife's left hand (Figure 4.1).

X-rays are wavelike forms of electromagnetic energy carried by particles called photons such
as visible light rays. The only di erence between the various types of electromagnetic radiation
is the amount of energy found in the photons,i.e., the wavelength of the rays. Due to their
short wavelength, x-rays (and gamma rays) have more energy to pass through matter than the
other forms of energy in the electromagnetic spectrum. As they pass through matter, they are
scattered and absorbed and the degree of penetration depends on the kind of matter and the
energy of the rays. X-rays are divided into "hard" (shorter wavelength, higher energy) and "soft"
(longer wavelength, lower energy).

When x-ray photons interact with matter, they may do so through many di erent mechanisms
such as Refraction and Re ection, Pair Production, coherent scattering, Compton scattering,
and Photoelectric absorption. The way of interaction depends both on the matter as well as
the energy range of the x-ray photons. An important measurement for the di erent types of
interactions is the percent of the energy transferred as a function of x-ray photon energy. At
low x-ray energies, the majority of the energy is transferred by the photoelectric process (see
Figure 2.11 in Hsiehet al., 2009). In general for geological materials, the photoelectric e ect will
dominate the attenuation mechanism at low x-ray energies up to approximately 50-100 keV, while
Compton scattering is dominant at higher energies up to 5-10 MeV. For the material studied in
this work, and the energy of x-ray radiation used, the overcharging mechanism of interaction of
x-rays with the material is photoelectric absorption.

The net e ect of these interactions is that some of the photons are absorbed or scattered.
In other words, x-ray photons are attenuated when they pass through the material. Absorption
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is the complete removal of x-ray photons from the x-ray beam due to incident x-ray photons
that lose all their energy, while scattering leads to a de ection of x-ray photons after interaction
with atoms of matter. Besides absorbed and scattered photons, other photons will simply pass
through matter, undergoing transmission. The attenuation can be expressed by an exponential
relationship for a monochromatic incident x-ray beam and a material of uniform density and
atomic number:

| = lge “; (4.1)

where | and Iy are the transmitted and incident x-ray intensities, L is the thickness of the
material, and is the linear attenuation coe cient of the material. This is often called the
Beer-Lambert law. The linear attenuation coe cient, , is correlated to the photon energyE,
the density , and the atomic number Z of the investigated material and can be expressed as:

Z4

_ = K?’

(4.2)

where K is constant, and ( / ) is the mass attenuation coe cient (Baruchel et al., 2000).

X-rays are produced when fast moving electrons ejected from a heated cathode lament, are
retarded by a metal object. More electrons will be released as the temperature of the cathode
lament increases. Inside the vacuum tube, which contains the cathode and anode of the x-ray
source, an electrical potential forces the electrons to accelerate towards the anode. The vacuum
is necessary to prevent early burning of the cathode lament and to make the electrons to reach
the anode in an undisturbed way. Generally more than 99% of all kinetic energy is converted
into thermal energy, leaving less than 1% available for production of x-rays.

Subtle complications can bias the data obtained by x-ray CT. Beam hardening and ring e ect
are common features in CT-scans. Beam hardening is the most frequent artifact in CT-scanning.
In a polychromatic beam, the x-ray loses rst the lower energy parts of its spectrum. This e ect
causes the edges of an object to appear brighter that the center, even if the material is the same
throughout (Mukunoki et al., 2004). On the other hand, a miscalibrated or defective pixel gener-
ates, in the reconstructed images, a bright or dark ring centered on the pixel corresponding to the
location of the rotation axis, usually called the ring e ect. Often these artifacts can be reduced
during acquisition, although during reconstruction additional corrections might be necessary.

Radiography The radiography in Figure 4.1 shows details of the bones inside the hand. The
bones and the ring are distinguishable in the image because they absorb more radiation that the
surrounding esh and therefore result darker in the image. Since x-rays penetrate solid objects,
but are weakened by them depending on the object's composition, the resulting picture reveals
the internal structure of the object.

X-ray radiography is therefore an imaging technique that allows viewing the internal structure
of materials with di erent density. It is a two-dimensional measurement of the amount of x-ray
photons arriving at each point on a detector during a given exposure time, which is an integration
of the x-ray attenuation of the matter being traversed along the path of the x-rays.
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Figure 4.1: "Hand mit ringen" - First radiography, showing Anna Rontgen's left hand with a ring, by
Wilhelm Conrad Réentgen (Wikimedia Commons).

Nevertheless, the internal structure of a more complex material cannot be adequately de-
scribed by a 2D image. An x-ray image from only one location provides a two dimensional look
into an object, but the internal structures are stacked on top of each other in the image. A dark
spot in the radiography indicates a dense material due to low x-ray penetration. However, it is
not easily detected if this is the result from a single region within an object, or from multiple
dense regions that are in alignment with the x-ray trajectory. On the contrary, x-ray images
taken at di erent angles around the object will show di erent alignments of the same dense
regions, and a su cient description of the regions' location can be made.

Tomography X-ray Computed Tomography (CT) scanning overcomes the obvious main limi-
tation of conventional radiography which measures a projection of any three-dimensional object
onto a two-dimensional plane with a concomitant loss of spatial information. It was developed as
a medical imaging technique in the early 1970s invented by Godfrey Houns eld. The possibility
of its use in engineering was soon recognized, resulting in large number of publications from the
early 1980s onward.

In traditional two-dimensional CT scanning, the object is scanned through a single "slice"
and each of the individual images consists of the object's x-ray penetration pattern through the
location of the slice. When performed from several angles across a single plane, the collected
attenuation data may be transformed into a two-dimensional density map, thus reconstructing a
slice image of the specimen’s internal structure. When combined with data from adjacent slices, a
3D map is obtained. So, tomography is a method for reconstructing a 3D eld of x-ray attenuation
coe cients from a series of di erent radiographs. The di erent projections (radiographs) are in
general acquired by a relative rotation of object and image acquisition system.

4.1.2 X-ray scanner in Laboratoire 3SR

The majority of the in-situ experiments during this study are conducted in a specialized lab
x-ray scanner in Laboratoire 3SR in Grenoble. The x-ray scanner in Laboratoire 3SR (Grenoble)
is a built-to-speci cation laboratory x-ray tomograph supplied by RX-Solution (Annecy), which
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was bought in 2007 with funds from ANR Project MicroModEx as well as Laboratoire 3SR.
The x-ray scanner is housed inside a lead-lined cabin and includes a Hamamatsu Corporation
L8121-03 micro-focus x-ray source emitting a cone beam, as well as a 1920 by 1536 pixel x-ray
at panel detector (Varian PaxScan 2520V).

The range of the x-ray energy of the source i40to 150keV, and can supply currents between
0 and 500 A, allowing a range of di erent sample sizes and densities to be imaged. The source
operates in three di erent "spot size" modes: small, medium and large. In the work presented
here, 100kV are selected in order to have the best contrast between pore and grain when imaging
the materials studied. The highest current allowed for this voltage setting while remaining in
small spot-size mode is selected as the tube currerite., 100 A. The detector, which measures
the intensity of "incident" x-ray photons can be put either in portrait or landscape mode (portrait
mode is used in this work). Each pixel measuring):127 0:127 mm that gives a detector size
of 24384 195072 mm, which is a bit smaller than a A4 page. This type of detector uses a
scintillator (Caesium lodide, Csl, in this case) to convert x-rays into visible light (Ando, 2013).
The "exposure time" is chosen depending on the x-ray attenuation of the sample and the power
used. It is adjusted in such a way to use as much of the dynamic range as possible (without
saturating any pixels) in order to increase the signal to noise ratio of the images acquired, while
also trying to keep the time small, to shorten the total scan time. For the work presented here,
the Frames Per Second (FPS), which corresponds to an exposure time of 0.71 seconds, is set to
1.4.

Figure 4.2: Labeled photography of the Laboratoire 3SR x-ray scanner, after Ando, 2013.

The sample to be scanned is placed between the source and the detector on a translation
and rotation stage. Rotation is necessary for the specimen to be imaged at di erent angular
positions while translation allows control of the distance between the sample and the source,
which in turn controls the size of the image that is projected onto the detector. The spatial
resolution (expressed in terms of voxel size) depends on the "zoom" levdlg., the distance
between the sample and the source; it cannot be smaller that the smallest spot size (5n in
low-power mode), and is limited upward by the physical size of the detector (Viggianiet al.,
2014). The source and detector can be driven simultaneously remaining in the plane of the
detector. They can be translated in the two directions normal to the axis of the beam, which
allows specimens of di erent heights to be conceived and scanned.
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Figure 4.2 illustrates the 3SR x-ray scanner and its main parts that make it di erent from
the standard laboratory scanners. The rotation stage is a hollow ring that rotates and allows the
experimental devices to be placed onto, as described in section 3.4. Also, the rotation table acts
as a link between the cell and the loading device placed below it. The rotation stage is placed
onto the trolley which allows easy control of the zoom level for the specimen being scanned. In
other words, all the experimental equipment is attached on the trolley which can move closer
or further the x-ray source, depending on the experimental campaign each time. Furthermore,
the trolley made by steel is able to carry considerable load (up to 75 kg), which means that
massive experimental equipment can be mounted onto the trolley and kept in place during an
x-ray scan. One of the main advantages of the 3SR scanner is the room space inside the cabin,
so that experimental equipment can be mounted on around the specimen being scanned.

4.1.3 X-ray reconstruction

The purpose of a computed tomography system is to build a 2D or 3D representation of the inner
structure of an object. A regular single x-ray image produces a representation of the interior
features of an object, but the accurate locations of these features cannot be determined from
a single view. However, this limitation can be overcome by a set of projection measurements,
acquired from a number of points of view.

Converting recorded x-ray data into a digital image is one of the primary functions of com-
puted tomography. A reconstructed tomographic data le provides a quanti able description of
solid particles and void spaces in a series of two-dimensional cross-sectional images, which also
can be combined together to create a three dimensional volume of the scanned object. Recon-
struction essentially builds the CT image from the data collected and represents a cross-section
of the object. Each of those tomographic slices consists of discrete units known as voxels (3D
pixels), the size of which re ects the spatial resolution of the scans. The parameter that is re-
constructed is the linear attenuation coe cient  of the object. In most of the non-destructive
testing applications, this is assumed to be proportional to the mass density of the object. Con-
sequently, each voxel of a scanned image represents the average density of a voxel at a particular
(x,y,2) location.

Image reconstruction from projections is the process of producing an image of a two di-
mensional distribution (usually of some physical property) from estimates of its line integrals
along a nite number of lines of known locations (Herman, 1980). Reconstruction is achieved
with the use of a mathematical tool, the Radon transform, whose mathematical formulation can
be traced back to 1917 when J. Radon rst developed a solution for the reconstruction of a
function from its line integrals. A number of techniques have been proposed that try to deal
with computational complexity, spatial resolution, temporal resolution, noise, exibility, and ar-
tifacts. One important family of reconstruction algorithms are the so-called iterative ones, such
as ART (Algebraic Reconstruction Technique). Each projected density is thrown back across the
reconstruction space in which the densities are iteratively modi ed to bring each reconstructed
projection into agreement with the measured projection. Although conceptually simple, this
approach is computationally intensive (in general the iterative reconstruction methods) because
forward projections must be performed repeatedly.

The most commonly used algorithm for tomographic reconstruction is the ltered backpro-
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jection (FBP). It consists in assigning to each point of the object the average value of all the
projections at the corresponding location based on the assumption that the intensity of the object
is uniform along the ray path.

A simple case in which the object of interest is an isolated point can be used to explain this
method (Figure 4.3). Similar to the ART method, there is no a priory knowledge of the object.
Therefore, a uniform probability distribution for its location have to be assumed. So, the entire
ray path has the same intensity as the measured projection. The procedure remains the same for
the next projection with the di erence that the ray path is rotated relative to the previous because
of di erence in projection angles. This process, repeated for all the projections, formulates a 2D
object from a set of 1D line integrals, and is called backprojection. The backprojected image,
when compared with the real object is highly blurred. However, an mathematical correction
can be done by an appropriate pre- Itering of the projections as in the Filtered Backprojection
(FBP).

Figure 4.3: Backprojection process of a single point. (a) Backprojected image of a single projection.
(b)-(i) Backprojection of views covering: (b) 0 to 22.5 ; (c) 0to 45 ; (d) 0 to 67.5 ; (e) 0to 90 ; (f) O to
112.5; (g) 0 to 135 ; (h) 0 to 135 ; and (i) 0 to 180 . After Hsieh et al., 2009.

In this work, the reconstruction software DigiCT from Digisens is used. Since the x-ray
source emitting a cone beam, DigiCT uses a reconstruction algorithm based on the FDK al-
gorithm provided by Feldkamp (Feldkamp et al., 1984). More practical information about the
reconstruction technique used in Laboratoire 3SR are provided in Ando, 2013 (see Subsection
2.2.3). Once all the parameters are xed and the initial scan of the specimen is reconstructed
satisfactorily, a xed volume to be reconstructed is de ned and xed for the entire test, i.e., all
the scans. At rst, the initial and the last scan of each test are reconstructed. This method helps
to de ne the height and the width of the reconstructed volume. In the initial con guration the
specimen is at its maximum height. The last scan is used to de ne the width since the specimen
is expected to expand in diameter. In this way, a xed reconstruction area which includes the
whole specimen is imposed for all the reconstructions of a given test. Furthermore, the fact that
all the reconstructed volumes have the same size simpli es the data analysis.
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4.1.4 X-ray to study localisation on Tu eau de Maastricht

Before starting a scan, all acquisition parameters need to be optimized in order to obtain images
of the highest possible quality. The acquisition parameters have to be chosen in such a way that
a high signal-to-noise ratio can be achieved in a relatively limited scanning time.

The rst parameters to be set are the x-ray energy and current, that both depend on the
density and composition of the sample. In order to study high-density materials such as natural
building stones, high x-ray energies can be used (Cnudde, 2005). There are no general rules for
the acquisitions, however it is clear that x-rays should not be completely absorbed by the object
and those that pass through the sample have to be fully detected. In this work, 108V and
100 A are selected as the x-ray energy and tube current, respectively. Once the tube settings
are de ned, a good exposure time has to be selected. The exposure time controls saturation
and blooming, a ecting both detector's quantitative and qualitative imaging characteristics. If
the exposure time is too short, the result is a very dark image. On the other hand, if it is too
long, each pixel approaches its saturation limit, which means that the pixel loses its ability to
accommodate additional charge. As it is already mentioned above, the exposure time for this
work is 0.71 seconds, which corresponds to 1.4 Frames Per Second (FPS).

@) (b)

Figure 4.4: A radiograph of Tu eau de Maastricht where the sample appears between the ceramic
porous platens on the top and the bottom (a) at initial conditions, and (b) after deformation is applied.

During the acquisition it is recommended to minimize noise. This noise can be reduced by
averaging several projections taken at the same angle. So, at each angular position 4 radiographs
are acquired and averaged. A radiograph of Tu eau de Maastricht scanned during this research,
is shown in Figure 4.4. The regions that appear darker mean that fewer x-ray photons interact
with the detector because an amount of photons has been adsorbed by the scanned objects. In
other words, the darker color corresponds to denser material. An additional improvement is
applied before start scanning, whereby images are corrected with dark and at- eld image. An
number of images are acquired and averaged with no incident x-rays to capture the dark current,
and the procedure is repeated with x-rays "on" but with no specimen in the x-ray beam.

Finally, the amount of data needed to be acquired is de ned. Multiple radiographs are
acquired over a range of angular orientations (a few tenths of a degree) as the specimen rotates
over 360. A full 360 rotation is required due to the conical beam (Feldkampet al., 1984).
Figure 4.5 demonstrates that the acquired images with only 180are noisy compared to the
ones at 360. The number of the acquired radiographs de nes the rotation angle of the platen.
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Figure 4.5: Horizontal slices of the 3D reconstructed volume of Tu eau de Maastricht. In order to
reconstruct the CT images, radiographs are acquired at (a) only 1, (b) 0 to 45, (c) 0 to 90, (d) o to
135, (e) 0 to 180, (f) O to 225 , (g) O to 270, (h) 0 to 300 , (i) O to 330 , and (j) O to 360 . Note that
all the radiographs are acquired at regular spaced intervals of 0.32

The tomographic scans performed in this work consist in acquiring 1120 or 1200 radiographs
as the specimen is rotated at regular spaced intervals of 0.32r 0.30 respectively. Increasing
the value of the rotation step size will not only decrease the corresponding number of views
(radiographs) during acquisition and consequently lower the signal-to-noise ratio, but will also
decrease the acquisition and reconstruction time. Figure 4.6 depicts the level of noise for the
same reconstructed image but with di erent rotation step size. The higher the angular step the
lower the signal-to-noise ratio. A complete tomographic scan with the settings used in this work
and described above takes 1 hour and 33 minutes.
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Figure 4.6: Horizontal slices of the same 3D reconstructed volume. A full 360rotation applied to the
sample with di erent angular steps: (a) every 0.32 (1120 radiographs), (b) every 0.34 (560 radiographs)
(c) 0.96 (374 radiographs).

The detector used in this study works in a similar way to a typical Charge-Couple Device
(CCD). Therefore, much like the human eye reading a book, the detector is able to discern small
features when they are closer. In case someone tries to read the book from across the room, large
letters or headers may be clear, but the small text letters will likely be blurry. As the book is
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getting closer to the eye, it's possible to distinguish even the small dots. The same analogy can
be applied to CT scans of Tu eau de Maastricht. So either small volumes can be scanned at a
high spatial resolution, or large ones can be scanned at lower spatial resolution. Figure 4.7 shows
2D cross sections of Tu eau de Maastricht, which come from tomographic scans at di erent levels
of zoom. In this study, the zoom level is selected so that the whole specimen ts comfortably
inside the eld of view. In particular a voxel size of 13 m is selected in order to best image the
specimen. As a result, there are about 11 pixels across a mean particle of Tu eau de Maastricht
(D5o =150 m)

Once all the parameters are optimized for this particular study on Tu eau de Maastricht,
they are xed and kept constant during all the experimental campaign. After completing the
CT scan, the x-ray images are compiled into a quality two-dimensional view of the interior of
the scanned sample. Then, the 3D volume is reconstructed as a series of slices that are aligned
and laid on top of each other. These 2D slices stacked together form the 3D volume that can be
sliced in any orientation. Note that these slices are equally spaced with a unit thickness of only
one voxel,i.e., 13 m.
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Figure 4.7: Cross-section of Tu eau de Maastricht at di erent zoom level: voxel size of (2)13 m, (b)
7 m,and (c) 1 m. The x-ray CT images at high resolution are not obtained in Laboratoire 3SR.

It is very important to note that a CT scan image is not only a cross-section of the specimen
as a whole , but it also contains images of cross-section of the individual particles. Some of the
particles may have been sectioned through their thickest portion and others in less-thick portions
or near their edge. So they appear as larger or smaller (respectively) in a particular 2D slice. A
typical cross-sectional image of Tu eau de Maastricht with the corresponding histogram is shown
in Figure 4.8. The gray-scale values vary from white to dark gray and the pixel values range from
0 (black) to 65535 (white), i.e., 16 bits image. These grey levels represent the range of x-ray
attenuation through the sample, with black pixels representing the voids and the light-gray/gray
pixels representing the solid phase.

Due to the image resolution chosen for this study, the solid phase has to be considered as a
single portion, i.e., grains are not seen individually (see section 4.2 and section 4.4). Additionally,
since Tu eau de Maastricht is a 96% calcite rock, the bonds between the particles and the grains
have the same x-ray attenuation value, and this makes any separation very di cult (Figure 4.7a).
However, these digital images are ideal for collecting information about the internal structure
of the material and can be used for quanti able measurements of basic properties such as void
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Figure 4.8: A cross-section of Tu eau de Maastricht with the corresponding histogram.

ratio, porosity and grain size. Figure 4.9 presents a schematic diagram of x-ray imaging procedure
followed during this study.

Figure 4.9: Schematic description of image acquisition with x-ray computed tomography.

4.2 Porosity measurements

In this study, x-ray CT is used as a tool to determine porosity based on the information of the
reconstructed images. The CT images produced througim-situ x-ray tomography, especially
the one at high resolution (Figure 4.7c), reveal that Tu eau de Maastricht is highly porous, but
they remain just images. However, when porosity needs to be quanti ed further data analysis is
required. The rst and most straightforward quanti cation of these images involves determining
the measurements of a 3D eld of porosity, and its evolution through the test. Since the linear
attenuation coe cient depends on density and atomic number (Equation 4.1), mineralogical
constituents as well as pores inside the material can be di erentiated. The fact that Tu eau
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de Maastricht is in general a mono-mineralic rock (more than 96% is calcite) makes porosity
measurements less complicated than for other types of rock.

By de nition, porosity is de ned as the ratio of the volume of pores (voids) over the total
volume of the specimen, = W =M. In this work, the macroscopic initial porosity is measured
following three methods: i) the standard method (described in section 3.5), ii) MIP, and iii)
using the x-ray reconstructed images, which also allows tracking the evolution of the porosity.
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Figure 4.10: The threshold values that separate the voids from the grains are de ned manually in small
selected regions. This schematic diagram shows how these measurements are collected. In red are the
measurements for the solid phase while in blue are the ones for the void.

The CT scans provide a description of the solid and void spaces shown in cross-sections
through the samples. So, it is possible to obtain the macroscopic porosity from binarized images
where the number of void and solid pixels can be counted. Each voxel is characterized by its
gray level that ranges for O to 65535 for a 16 bit image. The pores are rather in black and the
particles in light gray. The particles appear in the CT scan as many di erent shades of gray that
correspond to each particle's density (Figure 4.7). In order to calculate porosity from the images,
the gray values of the solid must be distinguished from darker values of the voids, by setting
a threshold value. Since porosity calculation depends on the threshold values used, great care
is taken to choose this value. An e cient algorithm is built to quantify and separate the main
solid phases from the voids in the original gray-scale image. The two threshold values (one for
the void and the other for the solid) have to be de ned and given as an input to the algorithm.
These values are measured manually on a small selection of pores and grains throughout the
specimen. In particular, for each tomographic x-ray scan a number of measurements, large
enough to guarantee objectivity (more than 50), is taken and the mean value is used as the
threshold. Especially for the voids, these measurements are taken in small regions between the
membrane and the sample at the initial conditions (state "00"). This assures that only void is
selected and measured (Figure 4.10). Finally, all the voxels with values less than the threshold
value for voids are changed to "0" (black), and the voxels with values above the threshold for
solid phase are converted to "1" (white). Porosity is then calculated by dividing the total number
of voxels representing pores by the total number of voxels representing the whole sample.

The non-destructive nature of CT scanning allows the same rock sample to be scanned mul-
tiple times. Particles and pore characteristics can be studied at any time during the experiment
and at any location within the sample. Thus, another attempt to use these "rich" x-ray recon-
structed images is to perform local measurements of porosity. As it is described above, due to
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the spatial resolution of the images the solid phase of Tu eau de Maastricht is considered as a
continuum. So, a continuum approach is used for making local measurements of porosity on the
gray-scale images within a small cubic subvolume at regular intervals. This subvolume needs to
be su ciently small in order to make a proper local measurement of porosity, {.e., a subvolume
occupying most of the specimen is not describing local measurement). The subvolume also needs
to be su ciently large in order not to be a simple manifestation of noise (Ando, 2013). Once the
size of the subvolume is chosen, then it de nes the size of a Representative Elementary Volume
(REV). The determination of REV size is by no means a trivial task as it is a function of the
nature of the material being considered, and the micro-scale parameter being looked for (see
subsection 4.2.1).

(@) (b) (c)

Figure 4.11: Schematic 2D diagram of local porosity measurements. Porosity is measured for each
node within a prede ned subvolume the REV. In this diagram a non overlapping subvolume example is
presented.

In the 3D reconstructed images a set of equally spaced nodes, is de ned. The 3D mesh of
nodes is de ned with respect to the image's coordinate system, so the nodes are an Eulerian
reference frame with respect to specimen's micro-structure that is changing (moving). Once the
REV size is de ned, the local porosity measurements are made inside the subvolume (REV),
centered at each node. The porosity is calculated by summing the number of void pixels inside
the cube and dividing this by the known cube volume (the total number of pixels included inside
the REV). Thus, for each node, with known coordinates (X,y,z) inside the image (sample), the
corresponding porosity is assigned. Note that in this study, the measurements are performed
on the gray-scale 3D images. Except for the REV size, similar to the macroscopic measure-
ments of porosity, the threshold value should be given in the beginning as an input to the code.
The corresponding threshold values for the pores and the solid phase used for the macroscopic
measurements of porosity for each x-ray scan (for each experiment), are used also for the local
porosity analysis. Thereafter, any voxel that has a gray-scale value equal to, or higher than, the
grain gray-scale value is identi ed as 100% solid, and any voxel that has a gray-scale value equal
to, or lower than, the void gray-scale value is identi ed as 100% pore. Gray-scale values between
these two thresholds are interpolated with a linear relationship.

The code used for the local measurements of porosity is speci cally written in Python, by
Edward Ando, in Laboratoire 3SR. It gives, for a chosen REV size, a value of porosity in per-
centage for every point in the de ned node grid. The code is written in such a way to allow
easy modi cation of the node spacing. Node spacing can be set equal to REV size, or it can be
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smaller than REV size and thus overlapping measurements are allowed. In this study, the local
measurements of porosity are done within overlapping subvolumes with node spacing 10 pixels.
The results of mapping the porosity are presented as 3D images formed by a number of voxels,
where each voxel represents a node. Results of porosity are shown in chapter 5. Figure 4.11
shows a 2D section of the local porosity measurements procedure.

4.2.1 Representative Elementary Volume (REV)

In order to make measurements of porosity at a given node, the size of the REV needs to be
de ned. However, there is no explicit formula for the REV size. The main indication being

is that it has to respect the separation scal€micro << | rev << | macro, Where Imicro » Irev ,
and lnacro denote respectively, the characteristic length at the microscale, the representative,
and the macroscale (Baruchelet al., 2000, Rozenbaum and Roscoat, 2014). The separation
scale means that the volume has to be large enough compared to the local scale characteristic
length, and small enough compared to the large scale characteristic length. In other words, REV
has to be much larger than heterogeneities such as grains or pores but should be smaller than
the macroscopic structural dimensions. In this study two independent methods are followed to
de ne the size of the REV. The rst and more "standard" method is to evaluate the REV size

by measuring the porosity inside randomly chosen elements of a given size and to analyze its
uctuations as a function of this size. This technique, and the code are successfully used in
the past to measure the porosity on bio-cemented sand (Tagliaferrét al., 2011), on granular
media such as Zeolite, Hostun, Caicos, and Ottawa sands (Viggiarmt al., 2010, Sorianoet al.,
2017, Alikarami et al., 2015, Desrues and Ando, 2015, Karatza, 2017) as well as the degree of
saturation for unsaturated media (Kaddhour et al., 2013).

For each node, the program placed a cube centered on the node. The cube is then increased
in size step by step by shifting the corners progressively away from the node, checking that the
corners did not move outside the 3D image. As the cube is growing, the porosity is calculated
withing the subvolume as it is described above. This process generates, for each node, an array
of cube dimensions and their corresponding porosity. These measurements necessarily start from
a cube (volume) of 1 voxel up to a prede ned value depending on the material tested. In this
case the maximum size of the subvolume is 100 voxels. For the volume of 1 voxel the porosity
measurement is either 0% i(e., solid voxel), or 100% (.e., void voxel) and that only depends
on where the node is placed. As the subvolume is increasing in size, the calculated value of
porosity is changing. For nodes where the increasing subvolume does not go out of the domain
of the specimen, the porosity reading is expected to tend towards the macroscopic porosity.
For nodes where the subvolume eventually goes out of the domain of the specimen into the
void on the outside of the specimen, the values tend to show higher porosity. On the contrary,
if the subvolume includes the loading platens, porosity measurements appear lower that the
macroscopic one. This is illustrated in Figure 4.12 for chosen nodes far from the boundaries of
the specimen.

Figure 4.12 shows the evolution of the void volume fraction (porosity) computed in 20 non
overlapping cubes vertically distributed along the axis of the sample. The position of the nodes
within the specimen can be estimated from the graph. The nodes that are located in a void voxel,
start from 100% of porosity, which decreases gradually as the size of the cube is increasing, and
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Figure 4.12: Evolution of the measurement of porosity as the cubic subvolume of on which it is calculated
increases froml pixel to 100 pixels. As the subvolume increases in size, the calculated value of porosity
tends towards a value representative of specimen's overall porosity.

grains start to be involved in the measurement. On the contrary, porosity is 0% for the nodes
that are located inside a solid and remains low until the size of the subvolume becomes bigger
than the grain itself, and pores start to be involved. Porosity measurements are very sensitive
to the subvolume size up to around 40 pixels. The measurements become less sensitive to the
cube size and converge to the macroscopic porosity of the specimen as the size of the subvolume
increases. It is clear from the graph that a value 080 30 30 pixels for the subvolume is too
small, and that 70 70 70 pixels would be su cient. Therefore, a subvolume with 55 pixels is
chosen as as representative elementary volume (REV) for the porosity measurements.

Given that this choice relies on visual inspection, it may introduce a high degree of sub-
jectivity. Therefore, an additional objective criterion is used to evaluate the size of the REV.
Statistical tools can be used to evaluate the representativeness of the subvolume. REV often
refers to a sample size su ciently large to provide statistical robustness to an averaging proce-
dure (Bear, 1972). This assumes that the material is homogeneous when viewed at a su ciently
large scale, or at least that a physical property of interest becomes independent of the size of
the specimen. In such case, statistics generated by sub-sampling a large domain are enough to
determine variance reduction as function of size (Yuaret al., 2016). These statistical approaches
start from the assumption that the tested sample comes from an underlying random process.
However, in order to perform any statistical analysis, the double assumption of stationarity and
ergodicity of the underlying random process has to be ful lled. As a consequence, if the image
is not stationary, the estimated statistical features are useless and irrelevant. On the contrary,
statistical features estimated on a stationary region are representative and can be used for com-
paring textures (Blanc et al., 2008). Based on a framework developed by Matheron (1963), an
image can be considered as homogeneous if the variance of the empirical mean of a parameter of
interest (porosity) decreases asymptotically as fast as or faster than the inverse of the image size.
It is also possible to de ne a range which gives information on the volume size of the structure
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for which the parameter measured (porosity in this case) in this volume has a good statistical
representativity (Kanit et al.,, 2003). This range is called the integral range (Matheron, 1989)
and is de ned as:

A= lim jVjivarfzz(V)g;

i (4.3)

where jVj is the size of the sampleZ (V) the property of interest computed over the sample
volume, var fZ(V)g the variance of the property in all the samples at each specic sizgV|j.
This inverse proportionality for homogenous images proposed by Matheron (1963), has been
con rmed on real specimens by (Lantuejoul, 1991, Blancet al., 2008). In addition, Lantuéjoul
(1991) shows that for a large specimen\(  A), the variance of the parameter of interest can
be expressed as a function of the integral range A, by:

A2 APQ P)

varfZ(V)g= VP VP vp

(4.4)

where andbare tting parametersand 2= P(1 P) is the point variance with P the property

of interest obtained from the image analysis over the whole specimen. Parameterquanti es the
scale of microscopic uctuation, whileb controls how fast the variance is reduced as a function of
the subvolume. The results on the real specimens (Lantuejoul, 1991, Blaret al., 2008) shown
that for a homogeneous image in the log-log plot of the variance versus the subvolume area, the
experimental points tend to be aligned along a straight line with slopeb = 1. Instead, for
heterogeneous medi&® < 1. Therefore, in this study the homogeneity of the sample (volume) is
veri ed by using the parameter b (Bruchon et al., 2013a, Shahinet al., 2018).

(a) (b)

Figure 4.13: Variance of porosity versus the subvolume size. The measurements are performed on a
smaller volume extracted from the whole specimen. (a) Vertical slice of the global CT scan where the
extracted volume is delimited with dashed red lines. (b) The e ect of the size of the subvolume on the
variance of the porosity for the extracted volume (1500 600 600 pixels).

In order to limit the e ect of the membrane, and the porous platens, as well as the artifacts
near to the edge, a smaller volume is extracted from the center of the total 3D volume (Fig-
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Figure 4.14: Variograms of porosity measured for an increasing size subvolume at di erent extracted
volume (a) 600 600 600pixels, (b) 500 500 500pixels, (c) 400 400 400pixels, (d) 300 300 300
pixels, () 200 200 200 pixels, (f) 100 100 100 pixels.
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ure 4.13a). The extracted volume is divided into a regular grid with a fairly large number of
nodes (approximately 30.000). The porosity is then evaluated at each node through a subvolume,
which is increasing in size. To verify the homogeneity of the sample the variance of the porosity
of each node is plotted versus the subvolume size. Equation 4.4 is then tted on the data and
the parametersa and b are obtained for the best t.

Figure 4.13 illustrates the outcome of the tting procedure for the extracted volume. It
should be mentioned that the tting procedure is carried out manually. This analysis shows
that b < 1, indicating that the sample is heterogeneous. Therefore, the procedure is repeated
for smaller volume each time (always in the center of the sample) until Matheron's criterion is
ful lled. Figure 4.14 summarizes the variograms {.e., plot of the variance associated with each
subvolume size) at di erent sample sizes. It can be observed that there is no signi cant change
for the parameter b (still b < 1) for smaller volumes until a sample size 0800 300 300 pixels.
So, also these samples cannot be considered as homogeneous. Similar trend can be observed
for the parameter , which quanti es the scale of microscopic uctuation. The parameterb is

1 only for volume of 200 200 200 pixels or smaller, indicating homogeneity of the sample.
Therefore for a cubic volume of side length equal to 200 pixels the criterion is veri ed with

=6:9 10 ° and b=0:98 Note that the volume with side length 100 pixels is equal to the
maximum size of the subvolume, thus was considered very small. Consequently the volume with
200 voxels (2.6 mm) is used in this study.

Therefore, the volume of 200 voxels is considered as the scale of observation and the integral
range A (Equation 4.4) as the scale of the phenomenon. Since the image ful lls the two criteria
of ergodicity and stationarity, the integral range is a convenient measurement of the size of
the REV. From the variance (Figure 4.14e) it is easy to de ne the con dence interval of the
volume considered, as a function of the integral range (Bruchoet al., 2013b, Kanit et al., 2003).
Assuming a Gaussian distribution, the95%con dence intervalisP 2 (V), where (V)= %
(Equation 4.4) with b 1 and P = 44:6%. For instance, if the volume fraction is estimated on a
volume with side length 55 pixels,i.e., 0.715 mm (the value estimated for the previous method),
the volume fraction of porosity is in the interval 446 2:74% and the relative uncertainty is
2,&—\’) = 6% with a 95% of con dence. The advantage of this method is that allows to nd the
REV size for a given con dence. Thus, in case of the relative uncertainty is limited byl% the
side length of the REV should be greater bigger than 185 pixels (2.4 mm).

This second approach gives a relatively bigger REV than the rst for5% relative uncertainty.
Therefore, a REV of side length 55 pixels is used in this study with the second method mainly
used to estimate the relative uncertainty with 95% con dence.

4.3 Measurement of specimen volume

In this study, the bulk volume of the specimen is calculated from the 3D images obtained through-
out the tests. Additionally, the non-destructive nature of x-rays gives the ability to follow the
volume change during a test.

Herein, the bulk volume is de ned as the volume of the pores and the solid within the
membrane surrounding the specimen and between the porous stones. However, the membrane
and the porous stones almost always appear in the 3D images of the specimen. So, to de ne
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only the specimen volume, the rst, essential step is to remove those objects.

The rst objects that are removed for the images are the top and bottom platens. This is
done on the gray-scale 3D reconstructed images. The 3D volume of the specimen is divided in
equally spaced horizontal slices, (with thickness of 13m), and each slice including the porous
stone is removed from the total nal volume. This technique of porous platens removal from
the images is relatively subjective. When the two end surfaces of the specimen are not perfectly
horizontal then, a few grains of the specimen are also removed from the total volume. Figure 4.15
shows the horizontal slices on top of the sample, where the porous plate "disappears" gradually
and the specimen starts to emerge. The fact that the thickness of the slices is a single pixel
gives exibility to the nal choice. One more or one less slice does not a ect the total volume
measurement.

Figure 4.15: Sequential horizontal slices of the 3D reconstructed volume of Tu eau de Maastricht. On
the left top the surrounding membrane and the top porous platen can be detected. As the images are
moving in i 1 slice towards the bottom of the sample, the porous platen disappears and the top of the
specimen emerges.

Previous studies have shown that it is not always possible to reliably remove the membrane
from the 3D tomographic images (Ando, 2013, Alikaramiet al., 2015, Tengattini, 2015, Karatza,
2017). In this study, a thick neoprene membrane is used to withstand the pressure applied to
the specimen. The x-ray absorption of this membrane is high, thus it appears clearly in the
reconstructed images. As it can be observed in Figure 4.16 the membrane has a gray value
similar to Tu eau de Maastricht, it is therefore impossible to remove it from the images based
only on its gray value. Additionally, the shape of the membrane is not constantly cylindrical
during the experiments, especially when the samples start to deform. An algorithm is therefore
designed to delete the membrane based on its peripheral position in the sample. The python
based algorithm is built using the open source Computer Vision Library (OpenCV) (Bradski,
2000).

The rst step for the algorithm is to nd the outer surface of the membrane, called hereafter
"contour”. Such a "contour" is considered a curve that joins all the points along a continuous
boundary with the same intensity. The inner surface of the membrane cannot be de ned with
this algorithm due to the fact that some grains touch the membrane so, the boundary is not
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Figure 4.16: A two-dimensional plot of pixel's intensity along a line plotted on the horizontal slice. The
gray value of the neoprene membrane is similar to gray value of the material.

continuous. Consequently, the biggest contour is determined for each horizontal slice of the 3D
volume. Then a mask is applied to the area within the contour. The result is a binary image
where everything surrounding by the membrane including the membrane are in white while the
rest blacked out. In order to separate the sample from the membrane an erosion function is
applied. A specied structural element, designed for this study, is used to erode the initial
images. This element determines the shape of a pixel neighborhood over which the minimum
is taken, (i.e., a pixel in the initial image, either white or black, will be considered white only

if all the pixels under the structural element are white, otherwise it is eroded) (Bradski, 2000).
Assuming that the external and internal surfaces of the membrane deform uniformly, it is then
possible to isolate the specimen only. The number of the erosion steps, and the shape of the
structural element are adapted to each specimen separately after a trial and error method. In
some particular cases, such as in areas where the membrane is folded, the erosion phase is applied
twice. Finally, the total volume is measured simply by counting the voxels within the Region
Of Interest (ROI), i.e., inside the membrane. The procedure is illustrated in Figure 4.17, while
Figure 4.18 proves the reliability of the method to determine the ROI for di erent loading stages.

Figure 4.17: Schematic diagram of the technique developed for the removal of the membrane from the
3D images.
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Figure 4.18: Horizontal slices of the same sample at di erent loading stages. The top images illustrate
the sample and the surrounding membrane without any image processing. The corresponding images
after the removal of the membrane is applied are presented in the bottom.

4.4 Digital Image Correlation (DIC)

In this study "continuum" 3D-volumetric DIC is carried out incrementally (between sequential
loading stages), to obtain the shear and volumetric strain eld for Tu eau de Maastricht. It

is called "continuum" because displacement is calculated at nodes (called also reference points)
which are laid out on a regular grid. The analysis is performed using thomoWarp2 algorithm
(Tudisco et al., 2015a, Tudiscoet al., 2017), a code based on the work of (Hall, 2006), which is
initially developed for time-lapse analysis of hydrocarbon reservoirs under production, based on
3D seismic images.

Continuum DIC is performed on the gray-scale reconstructed images. A grid pattern is
applied on the two volumes: the reference image and the deformed image. The grid is de ned
in both images in the same place with respect to the coordinate system. The locations of the
reference points(x; y; z) at which the displacements are calculated are placed on the grid pattern
in the reference images. Then the algorithm looked for the corresponding points in the deformed
image. A subvolume, referred as the "correlation window" of{2n+1) (2n+1) (2n+1) voxels
centered at each reference point (node) from the reference image, is chosen and used to track its
corresponding location in the deformed image. The size of the correlation window is typically
an input to TomoWarp2 and it should be big enough to capture the di erent features of the
material. In this study, it is chosen to be 41 pixels roughly3:5 times bigger than the average
grain size of Tu eau de Maastricht (D5o =150 m).
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In order to nd the best matching pattern for each node between the reference and the
deformed image , the Normalized Cross-Correlation (NCC) is used. The normalized cross-
correlation between two 3D images is typically de ned as:

xyz 1y, Z)I12(x + ujy + v, 2+ w)
Xy:z I l(X; 2 2)2 Xy:z I 2(X +uytv,z+ W)2

NCC(u;v;w) = p (4.5)

where |1 and |, denote the local gray value in the 3D images reference and deformed images,
X;y;z are the coordinates of the nodes of the images, while;v;z are integer displacements
applied to the second image in thex;y; z directions, respectively. The 3D image correlation is
typically performed by scanning all the combinations ofu;v; and w in a prede ned area (search
window called hereafter), and for each combination the NCC is calculated. The result of this
process is a set ofi; v; and w values which yield the highest NCC for each node. The correlation
coe cient ranges from 0 to +1, in which +1 shows 100% similarity between the two images,
or part of the images. Several other types of cross-correlation have been developed (Ratnal.,
2009) although the NCC is one of the most widely accepted.

Since the image is a matrix of discrete numbers (pixels), the process described above is
able only to measure displacements in the direction ofi;v; and w to nearest pixel, i.e., the
displacement of the correlation window can be only in integer numbers, and is not able to mea-
sure rotation. In this study, only sub-pixel displacements are desired, without taking rotations
into account, so the interpolation of the correlation coe cient is used. This method involves
the interpolation of a set of correlation coe cients corresponding to integer displacements by a
mathematical function. The maximum of this function gives the sub-pixel resolution displace-
ment (see Tudiscoet al., 2015a for details). This is an essential step in DIC, especially when
strains are calculated from displacements. Without sub-pixel re nement only integer number of
pixel displacements can be resolved, and this has as a consequence of "stepped" displacement
elds and strain maps with very large strains (Viggiani, 2009).

The results of the continuum DIC technique is the 3D displacement eld for every node laid
out on the regular grid. By deriving this displacement eld, the 3D strain tensor can be obtained.
Therefore, the output of the TomoWarp2 is the 3D eld of each component of the strain tensor,
as well as the rst and second invariants. In this work the results are presented in terms of
incremental volumetric strain and the incremental maximum deviatoric (shear) strain, shown in
the following equations:

v= 1+t 2+ 3 (4.6)

p_
o= (1 22 (2 97F(s 2 @)

where 1, 2, and 3 are the major, intermediate and minor principal strains respectively. Results
of the 3D DIC on Tu eau de Maastricht are discussed in chapter 5.
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4.5 Summary

In this chapter the image processing methods and tools used to investigate the onset and evolution
of strain localization in Tu eau de Maastricht are presented. The basics of x-ray computed
tomography and the main advantages to be used as a non-destructive technique to study porous
rocks are discussed. Details are given for the lab scanner in Laboratoire 3SR, in which the
majority of the in-situ experiments of this study are conducted. The choice of the necessary
acquisition parameters to obtain images of the highest possible quality is further explained in
this chapter. It is also shown that the higher spatial resolution reveals valuable information about
the material tested such as the high percentage of intragranular porosity and the grain-supported
structure with the grains loosely bonded at contact points.

Porosity measurements are of great importance in this study. Thus, the procedure to perform
porosity measurements macroscopically as well as locally is detailed. An e cient method to
separate the main solid phase from the voids in the original (not binarized) reconstructed images
is presented. A continuum approach is selected for making local porosity measurements within a
small cubic subvolume at regular intervals. The importance of the size of the REV is discussed
and two independent methods to de ne its size are developed. The comparison of the two method
based on (i) visual inspections, and (ii) statistical tools, demonstrates that the size of the REV
can be estimated for a given con dence.

An original tool, developed during this study, to delete the membrane from the 3D recon-
structed images is presented. The new method is based on the membrane's peripheral position
in the sample, and not on its x-ray attenuation values. Images at several loading stages depict
the capability of this tool to delete the membrane even from highly deformed samples.

This chapter also introduces digital image correlation as a full- eld measurement technique
between images acquired at sequential loading stages. The continuum image correlation code
TomoWarp2 that is used to obtain shear and volumetric strain eld for Tu eau de Maastricht
is brie y described.
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Chapter 5

Results

In this chapter the macroscopic mechanical behavior of Tu eau de Maastricht as well as the

results from the full- led measurements are presented. All the experiments presented herein,
are performed using the loading devices and the experimental setup described in chapter 3.
Cylindrical samples of 11.5 mm diameter and 22 mm height are tested under isotropic, triaxial,

and uniaxial compression conditions.

The isotropic compression tests are conducted in the triaxial compression cell. The con ning
pressure is increased by step of 0.5 or 1 MPa up to 8 MPa (cell's maximum pressure) with a
pressurization pump. At the end of each step, con ning pressure is kept constant and x-ray CT
is performed. The triaxial tests are performed at con ning pressures ranging from 1 to 5 MPa
in nominally dry condition at room temperature. Several of the triaxial tests are duplicated and
the samples deformed up to much higher axial strain. For both uniaxial and triaxial compression
tests, additional experiments are performed for samples cored perpendicular, obliquéy ), and
parallel to the bedding plane. The deviatoric loading is applied under displacement control
mode at a constant axial displacement rate of 20 m/min, i.e., a strain rate of 1:5 10 %s 1.
The axial displacement is measured outside of the cell with an external transducer (LVDT). At
di erent axial strain levels, the loading is halted and x-ray CT scans are acquired. In each test
an average number of 15 scans are performed. The acquired images are processed and the full-
led measurement techniques that are discussed in chapter 4 are used. Macroscopic and local
measurements are made on porosity variations, volumetric and maximum shear strain elds.

In this study the convention is adopted that compressive stress and compactive strainse.,
shortening and porosity decrease are considered positive. The maximum and the minimum
principal stresses are denoted by 1 and 3, respectively. The deviator stress is computed as the
major principal stress minus the minor principal stress (1  3) hereafter denoted byq, and the
mean stress (1 +2 3)=3 by p.

5.1 Isotropic compression test

Two isotropic compression tests are conducted both on intact samples, and on the reference
material (see subsection 3.1.2). The experimental data of the three samples are compiled in
Table 5.1. Two nominal "identical" tests are conducted on intact cylindrical samples to check
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Figure 5.1: Curves of volumetric strain versus mean stress obtained from isotropic compression tests
for intact samples (solid line), and the reference material (dashed line) samples. The arrow indicates the
critical pressure P for the onset of pore collapse.

Table 5.1: Summary of isotropic compression tests.

Test  Porosity Porosity” Critical Pressure Analysis Comments
(%) (%) P (MPa)
ISO-00 - 44 6 x-ray CT/DIC/Porosity Intact sample
ISO-01 50 46 6 x-ray CT/DIC/Porosity Intact sample
ISO-03 48.8 - - x-ray CT Reference material

" Porosity obtained through image analysis

reproducibility. Sample volume reduction is measured through x-ray CT as the isotropic con ning
pressure increases (see section 4.3 for details). The volumetric strain versus mean stress is plotted
in Figure 5.1. Data from these two tests are found reasonably reproducible. The two curves are
almost parallel with each other, showing that the behavior under isotropic conditions are basically
identical. The isotropic compression curves for the intact samples (solid lines) have a sigmoidal
shape, with an in ection point at a given pressure called hereafter thecritical pressure P .
Three distinct regions with di erent slopes along the curves are de ned, indicating three distinct
phases of deformation. The rst segment is quasi-linear where the samples deform with moderate
compaction. In the second stage the behavior becomes nonlinear at pressures above the critical
value P marked in Figure 5.1. This second segment is characterized by sudden reduction in
volume with large volumetric strains occurring at roughly constant isotropic pressure. The value
of the critical pressure can be estimated with good accuracy from the in ection point on the
curve that occurs at a con ning pressure of 6 MPa. Table 5.1 compiles the critical pressure for
Tu eau de Maastricht. This value appears to be identical for the two intact samples of Tu eau

de Maastricht. At con ning pressure of 6.5 MPa, the isotropic compression curves present a
second in ection point.

In addition, Figure 5.1 also shows the isotropic compression curve of the reference material
(dashed line). The porosity of the reference material, as measured before loading, is about 48.8%,
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close to the porosity of the intact (natural) samples. In the rst stage, the curve is relatively
linear, up to 1 MPa, and basically coincides with the isotropic compression curves of the intact
material. In the second stage, there is an accelerated decrease in volume with increasing pressure.
However, the volume reduction is much less sharp for the reference material than for the other
two experiments beyond the critical pressureP . Furthermore, it appears to coincide with the
post-pore collapse (hardening) stage.

For the intact samples, the pore collapse induces an increase in the contact surface between
grains, leading to the decrease of the volumetric strain rate at the third phase. Thereafter,
work-hardening takes place and the material regains sti ness. The comparison of the two curves
(intact and reference samples), helps to quantify the in uence of cementation on the material's
strength, and qualitatively associate pore collapse with cement breakage, grain rearrangement,
and grain breakage. The visual inspection of the intact samples deformed isotropically revealed
in all cases a sand-like (cohesionless) samples that enhance the rst hypothesis of bond breakage.

Figure 5.2: Compilation of critical pressure for porous limestones. Pore collapse pressufre is decreas-
ing with increasing porosity. The material tested in this study (Tu eau de Maastricht) is presented in
red color.

The isotropic compression behavior of Tu eau de Maastricht is qualitatively similar to that
observed for other porous sandstones (Bésuek al., 2003, Menéndezt al., 1996, Zhanget al.,
1990a) and porous carbonate rocks (Bauet al., 2000a, 2017a, Dautriatet al., 2011b, Mowar
et al., 1996, Vajdovaet al., 2004a). However, at relatively low con ning pressures the nonlinear
"toe" in the curve, observed in sandstones (Vajdovaet al., 2004a), and limestone (Baudet al.,
2000a), is not very pronounced in Tu eau de Maastricht. This nonlinear behavior is related to
the elastic closure of microcrack porosity (Brace, 1978). The initial quasi-linear response for
Tu eau de Maastricht might con rm the absence of microcracks in this type of rock. Never-
theless, the volumetric measurements in this study are performed through image analysise.,
incrementally, and not continuously. Beyond the critical pressureP , the acceleration of the
compaction corresponds to the onset of pore collapse and grain crushing. Zhaagal. (1990a)
show that for porous sandstones, the critical pressur® at the onset of pore collapse decreases
with increasing porosity and increasing grain size. Figure 5.2 summarizes the critical pressure
for limestones from previous studies and for Tu eau de Maastricht. There is an overall trend for
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the critical pressure to decreases with increasing porosity.

1ISO-00

ISO-01

25% 55%

Figure 5.3: Vertical slices through the measured 3D eld of porosity in di erent con gurations for the
isotropic compression tests ISO-00 and 1SO-01. On the top of each gure is marked the mean stress at
which the measurement is taken.

Under isotropic loading, the onset of inelastic compaction re ects on the volume reduction.
This volume reduction is commonly "translated” to porosity change with increasing con ning
pressure. The local measurements of porosity are performed for all loading steps, in order to char-
acterize its evolution under isotropic compression condition. The optimal REV size, over which
the local porosity is measured, is de ned following the methods presented in subsection 4.2.1.
More speci cally, the value of porosity is calculated on a REV with side size measuring 54 pixels.
It should be also mentioned that the spacing between calculation nodes is 10 pixels, which means
that there is considerable overlap of measured volumes.

Figure 5.3 shows central vertical slices in the porosity map for the two intact samples of
Tu eau de Maastricht. All the measurements presented herein are 3D in nature, but for illus-
tration purposes, 2D images are presented. The con ning pressure at which the local porosity
measurements are performed, is marked on the top of the relevant image. The threshold applied
to these porosity maps is chosen in such a way to easily separate the porous platens from the
samples. The platens appear with very dark color in images. In addition, several inclusions with
porosity much lower that the surrounding material appear in darker color, especially for test
ISO-01.

At zero con ning pressure, the porosity map shows that the porosity of the specimens is
relatively uniform, with a mean value of 44% and 46% for tests ISO-00 and ISO-01, respectively.
Figure 5.3 illustrates that almost no changes in the distribution of porosity can be detected
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until 6 MPa of con ning pressure for both samples. Between these loading stages, which are
di erent for each sample, the specimens have slightly shortened and compacted. This can be
seen in the images from the movement of the porous platen on the bottom of the samples, and
the change of color on the boundaries, respectively. These changes in porosity maps correspond
to the relatively small volumetric strain reduction depicted in Figure 5.1. Thereafter, from 6

to 6.5 MPa mean stress, a considerable di erence can be noticed, with a signi cant porosity
reduction in the whole sample at 6.5 MPa con nement. This porosity reduction corresponds to
the sharp volumetric collapse that both samples shown for pressures beyond the critical pressure,
i.e., P =6MPa. In particular, porosity is reduced from 40.7% to 36.3%, and from 43.3% to
39.8% for tests ISO-00 and ISO-01, respectively.

ISO-00

ISO-01

Mean porosity 50%

Figure 5.4: Vertical slices through the measured 3D eld of porosity in di erent con gurations for the
isotropic compression tests ISO-00 and I1ISO-01. The initial mean porosity of each sample is subtracted
from the porosity maps. On the top of each gure is marked the mean stress at which the measurement
is taken.

Referring back to Figure 5.1, although the two intact samples of Tu eau de Maastricht have
di erent initial porosity, they present pore collapse at the same critical pressure. However, they
show a di erent volumetric collapse. This di erence in the volumetric strain might be due to
di erences in their initial porosity. In this direction, a further analysis of the porosity eld
is performed. The initial mean porosity of each sample is subtracted from the porosity maps
for every loading stage. Figure 5.4 presents thep o maps (porosity at the loading stage -
initial porosity) for three con nements: (i) at 5 MPa, just before the critical pressure, (ii) at
the critical pressure, 6 MPa, and (iii) at 6.5 MPa, just after the critical pressure. At 5 MPa
con nement, both samples appears to have still high porosity. Except from the boundaries of the
specimens where the porosity is lower than the mean (black color), the main core of the samples
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has porosity above the mean value. At pressures beyond the critical pressure, in the case of test
ISO-01, a region in the middle of the specimen is characterized by high porosity indicating that
pore collapse did not cover the whole sample.

5.2 Triaxial compression tests

The main experimental campaign of this study consists of triaxial compression tests. In this
section only a selection of results is presented. The triaxial compression tests are performed
at con ning pressures ranging for 0 to 5 MPa on dry specimens. Table 5.2 summarizes the
triaxial compression tests discussed in this section. Coring and sample preparation procedures
are performed as described in section 3.2. The cylindrical samples that are discussed particularly
in this section, are prepared by coring perpendicular to the bedding plane and grinding to a
nominal 11.5 mm diameter by 22 mm length. All samples are cored from the same block of
Tu eau de Maastricht in an attempt to minimize sample-to-sample variability. Each sample is
jacketed in a neoprene membrane and placed between two porous lubricated end platens.

The macroscopic responses are presented in Figure 5.5. The deviator stregs=( 1 3)
is plotted against the axial strain ( 3). Both these measurements come from direct recordings
from the load device (force meter) and an external displacement gauge (LVDT). Note that the
membrane correction has not been applied to these data due to the fact that the experiments
are performed at relatively high pressures compared to the membrane's sti ness. In addition,
the total volumetric strain ( ) is plotted against the axial strain ( 3). Since the specimens are
tested dry, the volumetric strain is calculated from the x-ray images. Thus, the curves are not
continuous, and there are no volumetric strain measurements for test TX90-07, because it was
not x-ray scanned. For these measurements the membrane is removed from the images using
the method described in section 4.3. A uniaxial compression test is added in Figure 5.5 for the
purpose of comparison with the triaxial compression tests. The corresponding analysis to this
test is presented in the following section (section 5.3). Note that the axial stress relaxations
correspond to the moments during the tests at which loading has been interrupted in order to
scan the samples.

Table 5.2: Summary of triaxial compression tests on Tu eau de Maastricht.

Con ning Test Initial Peak stress Axial strain Analysis
pressure (MPa) Porosity(%) g (MPa) a (%)

0.5 TX90-07 - 3.9 14 -

1 TX90-01 50.5 4.2 20 x-ray CT/DIC

2 TX90-02 53 4.5 12.4 x-ray CT/DIC/Porosity
3 TX90-03 50.6 4.25 15 x-ray CT/DIC/Porosity
4 TX90-04 49 3.6 14 x-ray CT/DIC/Porosity
5 TX90-05 50.7 2.5 11 x-ray CT/DIC/Porosity

At low con ning pressures (0.5 and 1 MPa), the response is brittle,i.e., the deviator stress
attains a peak beyond which strain softening is observed. Particularly, the stress drop is higher
at the lowest pressures (0-0.5 MPa) and decreases with increasing pressure,, the response
becomes more ductile. The value of peak deviator stress increases with increasing con ning
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Figure 5.5: (@) Stress-strain curves for triaxial compression test at con ning pressures ranging from 0.5
to 5 MPa. The uniaxial compression test is plotted as a reference. (b) The corresponding volumetric
strain versus axial strain curves (please note that volumetric strain is obtained by image analysis; no
x-ray scans are performed for the test at 0.5 MPa con nement, and thus no volumetric data are available
for this test).

pressure. Visual inspection of the samples after testing con rms the development of shear bands.
Image analysis is not performed for the lowest con ning pressure (0.5 MPa) and therefore the
volumetric strain measurement is missing. However, at 1 MPa con nement the volumetric strain
increases throughout the test, indicating a compactive behavior (Figure 5.5b).

In Figure 5.6 the stress-strain curves are split into two gures for better visualization (brittle
and ductile behavior). At con ning pressures between 2 and 4 MPa, the stress-strain curves
do not show any stress peak, but rather a stress plateau. At the highest con ning pressure
(5 MPa) the relative plateau is almost absent and appreciable hardening is observed. There is
an overall trend for the "post-yield" slope to increase with increasing con ning pressurej.e., a
transition from strain softening to hardening. In this range of con ning pressures, 3 2MPa,
the maximum value of the deviator stress decreases with increasing con nement (see Figure 5.6b).

Volumetric strain curves (Figure 5.5b) for high con ning pressures (higher than 2 MPa) show
compaction until high axial strain. Note that at very low axial strains the specimen sheared
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Figure 5.6: Stress-strain curves for the triaxial tests that are performed at (a) in the brittle regime, (b)
in the ductile regime.

at 2 MPa con nement shows negative volumetric strains (dilation), followed by a change to
compressive behavior. For all tests the stress-strain curves are punctuated by episodic stress
drops. There is an overall trend for these stress drops to appear more often and be more
pronounced with increasing con ning pressure. Previous studies on sandstones (Bawd al.,
2004) as well as on carbonate rocks (Baudt al., 2009) showed that these episodic stress drops
are accompanied by upsurges in Acoustic Emission (AE) activity. This behavior is usually
indicating individual increments of compaction bands propagation.

The macroscopic behavior of Tu eau de Maastricht presented herein, is qualitatively and
guantitatively similar to the one presented by Baxevaniset al. (2006). In their case though, the
stress drops during the relative plateau of deviator stress are less pronounced. In general, the
overall behavior of Tu eau de Maastricht in the brittle and ductile regime is qualitatively similar
to earlier studies in porous (Baxevaniset al., 2006, Baud et al., 2009, 2017a, Vajdovaet al.,
2004a, 2012) and less porous (Baudt al., 2000a, Zhuet al., 2010) limestones. In the present
study, the volume change and the global compactive behavior (even at low con ning pressures)
are qualitatively similar to highly porous limestones such as: (i) Saint-Maxim limestone (Baud
et al., 2009), (ii) Leitha limestone (Baud et al., 2017a, (iii) Majella limestone (Baudet al., 2009,
Vajdova et al., 2012) with porosity =37%, =31%, and = 30%, respectively.

In order to underline the in uence of non-isotropic (deviatoric) loading on the behavior of
Tu eau de Maastricht, data for the mean stressp as a function of volumetric strain  is presented
in Figure 5.7. The isotropic compression curve is also shown for reference. During triaxial
compression at constant con ning pressure, an increase ; for the axial stress, corresponds to
anincrease iand 1=3forthe deviator and mean stress, respectively. For elastic deformation
the volumetric strain is controlled only by the isotropic compression and it is independent of the
deviatoric stress. Therefore, the data from the triaxial compression tests in Figure 5.7 (solid
curves) should coincide with the isotropic data (dashed curve). Any deviation from the isotropic
compression curve would imply that the volume change is induced by the deviator stress in the
axisymmetric conditions (Brace, 1978). In all experiments shown in Figure 5.7, the triaxial curve
for a given con ning pressure follows the same trend with the isotropic compression curve up to
a critical stress state, indicated byC in the gure. Beyond C , there is an accelerated decrease
in volumetric strain in comparison to the isotropic. At stress levels beyondC the deviator stress
provides an signi cant contribution to the compactive strain and this phenomenon is referred
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Figure 5.7: The volumetric strain is plotted versus the mean stress and for reference the isotropic data
is shown (the dashed line). P indicates the critical pressure for pore collapseC indicate the stress
state of accelerated compaction.

as "shear-enhanced compaction" (Wonget al., 1997). For the experiments at con ning pressure
between 2 and 5 MPa, the stress remains relatively constant,e., the curves have a slope of 1,
after the in ection point ( C ). This behavior is in agreement with prior observations in porous
limestones (Baudet al., 2009, 2017a). Additionally, the curve for the triaxial compression test
at 5 MPa con nement almost coincide with the isotropic compression curve, indicating that
this experiment is performed close to the critical pressurd® . Note that the triaxial curves do
not coincide with the isotropic as it is expected and presented in previous studies (Bauet al.,
2004, Tembeet al., 2006, Wonget al., 1997, Wong and Baud, 2012). This is related to the
approach used to do the measurements. The volumetric strain for the triaxial compression tests
is measured through the image analysis since the specimens are tested dry. Thus, a variation in
the measurements is expected.

The critical stress state C for the onset of localized compaction also marks the initial yield
stress, which decreases with increasing con ning pressure. In Figure 5.8a, the data on brittle
strength and the critical stress valuesC of Tu eau de Maastricht are compiled in the p q
space. Since no dilatancy is observed in the experiments previously presented, the data maps
a single failure envelope for Tu eau de Maastricht. Figure 5.8a summarizes the peak stress for
the experiments presented in Figure 5.5, as well as the data from Baxevanet al. (Baxevanis
et al., 2006). Except from the critical pressureP that is signi cant higher for their case, the rest
of the data presented in this work are qualitatively and quantitatively in good agreement with
the preliminary data of Baxevanis et al. (2006). It is obvious that this material undergoes the
brittle to plastic transition at room temperature at very low con ning pressures, easily accessible
in the laboratory. Figure 5.8b summarizes representative data for the yield caps of ve porous
carbonate rocks (including Tu eau de Maastricht). It shows that porosity clearly a ects the size
of the yield surface, which decreases with increasing porosity.
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(@) (b)

Figure 5.8: (a) Peak stresses that map the yield surface for Tu eau de Maastricht plotted in p-q plane,
compared with prior results from Baxevaniset al. (Baxevanis et al., 2006) (b) Comparison of Tu eau de
Maastricht yield surface with other porous limestones.

5.2.1 Full- eld measurements: failure mode and localized compaction

As it is already mentioned before, most of the experiments presented in this study are performed
in-situ, using the x-ray scanner in laboratoire 3SR. At rst, the x-ray images are used to measure
each specimen's initial conditions and help to distinguish the "good" samples to be tested.
Then, they are elaborated to perform specimen-scale measurements such as total initial porosity,
specimen's bulk volume and volumetric strain. However, the main advantage of x-ray CT is that
allows continuous non-destructive observations of the sample during deformation.

Figure 5.9: The evolution of macroscopic porosity with loading for the triaxial tests performed at
con ning pressure from 2 to 4 MPa.

The macroscopic specimens response in Figure 5.5b clearly shows a decrease of the speci-
men volume during these tests, which means that porosity must also be decreasing. Figure 5.9
presents the mean porosity measured macroscopically for three tests using the method described
in section 4.2 and its evolution during loading.
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Figure 5.10: \Vertical slices of the 3D eld of porosity of some selected loading stages for test (a)
TX90-02, (b) TX90-03, (c) TX90-04, and (d) TX90-05.

75



In addition to the specimen-scale porosity measurements, the 3D porosity eld is obtained.
Figure 5.10 shows slices taken through the porosity eld, where each pixel represents the value
of porosity calculated on overlapped subvolume (REV) of 54 voxels. This gure presents a
selection of porosity measurements for triaxial compression experiments with con ning pressure
ranging from 2 to 5 MPa. At the top of each slice is marked the axial strain at which the specimen
loading is interrupted and the x-ray CT is performed. The threshold value applied to the porosity
maps is selected in such a way to maintain the same convention with the radiographse., the
denser the material, the darker the color. It should also be mentioned that the porous platens
and the membrane are not deleted from the images, thus they appear in the slices. It is more
straightforward to identify the porous platens, which are the black areas on the top and bottom
on the slices, while deleting the membranes is less easy. In addition, an number of inclusions
with much lower porosity than the surrounding material can be seen in the slices.

For all the triaxial compression tests, the porosity maps indicate the initial high porosity of
Tu eau de Maastricht and its evolution during the loading. Prior to shearing, all the specimens
have a relatively uniform distribution of porosity and no clear change occurred until the yield
stress, in terms of absolute value and distribution. Thus, most of the slices presented in Fig-
ure 5.10, are after the yield stress, mainly during the plateau of deviator stress.For all samples
(and for all con ning pressures), the rst changes in porosity always appear at the top and at the
bottom of the specimen. With further increase in axial strain, porosity continues to decrease and
the densi ed zones appear to propagate towards the middle of the sample. For the rest of the
material, outside of these densi ed zones, there is no change in porosity. This can be con rmed
by Figure 5.11 where the porosity is plotted versus the length of the sample at the initial state,
i.e., a=0%, and at 5 =8:5%. The two ends of the sample present much lower porosity than
the initial values while in the middle of the sample the porosity is still equal to the initial value.

Figure 5.11: Porosity pro le along the specimen axis before any load applied to the sample and for
loading step 5 = 8:5% in the triaxial compression test at 5 MPa (TX90-05).

The porosity map in Figure 5.10 show that all the specimens undergo a decrease of porosity.
However, at low con ning pressure (2 MPa) the densi ed regions appear inclined to the maximum
compressive stress, and the inclination keeps increasing with increasing con ning pressure. For
the specimen tested at con ning pressures,3 3MPa, the regions of compaction continue to
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propagate until they "cover" the whole sample at 5 15% At this axial strain level, the entire
specimen has reached a much lower (and essentially uniform) porosity. Visual inspection of the
samples after the test revealed the absence of any cementation among the patrticles.

In the following all the results of DIC are presented for the triaxial compression test TX90-04,
which will be used as a reference test hereafter. Figure 5.12a shows the vertical slices of the 3D
reconstructed volume of the samples and the corresponding axial strain at which the x-ray CT
images are acquired. The solid light-grey areas that appear at the bottom and top of the samples
are the two porous platens. From those slices, it is not easy to identify any deformation process.
At axial strain of 5 = 9%, only someone with trained eyes can recognize that the top and the
bottom part of the sample are denser that the rest of the specimen. This is easier to be identi ed
when looking at the voids (darker areas), which are present in the middle of the sample but not
at the two ends of the sample.

Figure 5.12b summarizes the incremental z displacement elds for all the loading stages in the
test TX90-04. The vertical slices of the samples are colored by the measured displacement over
each increment. The z coordinate direction coincides with specimen'’s axise., it is parallel to the
loading axis. Thus, the z displacement eld corresponds to the vertical incremental displacement
of the sample. In the rstincrement, the distribution of the vertical displacement shows that the
specimen is deforming homogeneously. Since the same color maps is used for all the slices, the
color representing the values in the rst increments indicates that they are very small on that
scale. In the following increment, the vertical displacement eld loses its homogeneity and higher
values appear at the bottom, this is expected since the samples are loaded from the bottom. As
the test develops, the gradient of the displacement eld starts showing a discontinuity with the
higher values always at the bottom and almost zero values at the top, respectively. It should
be noted that the gradient of the vertical displacement does not remain constant throughout
the di erent increments, evidence that there is no a single failure zone. A comparison of the
horizontal displacement,i.e., x and y displacement eld, with the vertical for the same increment
of loading is presented in Figure 5.13. The slices showing components of displacement in three
direction, reveal that there is very little displacement, almost zero, in the x and y direction
(horizontally) compare to the vertical direction. Hence, only the vertical displacement eld is
presented hereafter.

The full strain tensor that maps the deformation between two increments, is obtained by 3D
DIC using the TomoWarp2 code. It should be reminded that the volumetric and the shear strain
are calculated in terms of the principal values of the strain tensor and positive volumetric strain
corresponds to compaction (see Equation 4.6 and Equation 4.7). In addition, it is worth noting
that the DIC strain analysis provides an incremental analysis,i.e., it indicates the deformation
active in each strain increment. Figure 5.14 shows the evolution of incremental maximum shear
and volumetric strains obtained from DIC for the test TX90-04. As it can be seen from these
incremental maps there is no clear concentration of strains in the earlier increments of loading,
at the specimen scale. However, at the local scale, the localization initiates at low axial strain,
well before the stress plateau. Shear and volumetric strain concentration appears to the top and
the bottom of the sample, something that is not that clear in the porosity map. Furthermore,
in the next increment the localization gets more pronounced and starts as two thin horizontal
bands. These localized zones become thicker and propagate towards the middle of the sample
with increasing loading. At higher axial strain, the two distinct bands at the two ends of the
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Figure 5.12: (a)Vertical slices from the 3D reconstructed volume of the sample compressed at 4 MPa
con ning pressure (TX90-04). The loading step at which the x-ray CT is performed is noted on the top

of each slice. (b) Vertical slices of the displacement eld measured over increments during the test. The
slices are colored by the value of the measured vertical incremental displacement (negative values mean

upwards).
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Figure 5.13: Vertical slices of the displacement elds for a selected increment of, =4 9% for test
TX90-04. (a) Vertical displacement, (b) X displacement, and (c) Y displacement.
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Figure 5.14: \Vertical slices of the 3D strain eld for test TX90-04. (a) Deviatoric strain, and (b)
maximum volumetric strain measured by Digital Image Correlation.

sample become one thicker band in the middle. The increase of shear strain is associated to
a corresponding increase in compaction, as indicated from the volumetric strain eld. The
volumetric strain eld indicates that there is no dilation throughout the whole sample. The
zones with high shear strain are associated with very high localized compaction, whilst the rest
of the specimen remains essentially undeformed. The orientation of these compactive zones is
almost perpendicular to the maximum compressive stress, indicating the formation of compaction
bands. Both shear and volumetric strain elds illustrate that there is an internal more complex
structure inside these thick localized zones. Each zone consists of thinner warm-like (crooked)
compaction bands with higher strain values (brighter color).

In order to investigate the localization pattern in the brittle as well as in the compactive
regime, image analysis is also performed for triaxial compression experiments with con ning
pressure ranging from 1 to 5 MPa. A detailed inspection of local deformation processes is carried
out on the high-resolution digital images that are acquired at various loading stages. DIC is
used to infer the displacement eld and the corresponding incremental strain maps. Figure 5.15
and Figure 5.16 present slices through the eld of deviatoric and volumetric strain in selected
increments, respectively. Strain distribution in the ve samples show signi cant heterogeneity.
At low axial strain, each test shows a small strain concentration near the two ends of the samples,
before the peak load. The sample tested at con ning pressure of 1 MPa shows a global stress-
strain response with strain softening. Two inclined bands associated with enhanced shear strain
can easily be identi ed. Similar strain localization is observed for the sample tested at 2 MPa
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Figure 5.15: Vertical slices in selected loading stages, measured by DIC in terms of maximum shear
strain at di erent con ning pressures for test (a) TX90-01, (b) TX90-02, (c) TX90-03, (d) TX90-04, and
(e) TX90-05.
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Figure 5.16: Vertical slices in selected loading stages, measured by DIC in terms of volumetric strain
at di erent con ning pressures for test (a) TX90-01, (b) TX90-02, (c) TX90-03, (d) TX90-04, and (e)
TX90-05.
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con nement, although its behavior is more ductile. The band orientations for both samples, are

at high angles with respect to the maximum compression direction. Given these observations,
the mode of localization in these two samples can be categorized as high-angle compactive shear
bands. In particular, these compactive shear bands nucleate at an angle of about 660 70
which stays constant for all the increments. With increasing loading these bands propagate from
the two ends towards the middle of the sample.

In the other three samples tested at pressures from 3 to 5 MPa shear strain concentration
increases at the boundaries of the samples and propagates with increasing applied deformation
until both shear enhanced compaction bands meet in the middle of the specimen. The experiment
performed at 4 MPa con nement is included for comparison. The band angle (de ned as the
angle between the band and the direction of maximum compression) increases with increasing
mean stress. At 3 MPa con nement the shear enhanced compaction bands tilt at an angle of
80 while for the TX90-04 the bands are inclined sub-perpendicular with respect to the major
principal stress direction. For the TX90-05 a di erent localization pattern is observed though.
Although the localized zones appear tabular at low axial strain, as the loading increases they
become curved close to the boundaries of the sample. For all the experiments, regardless of
the con ning pressure, the localized zones are made up of multiple strands of closely spaced
tortuous bands with enhanced volumetric strain. The thickness of the localized zones appears
to depend on the number of these crooked compaction bands, which increases as the loading
step gets bigger. In other words, for bigger loading step the localized zone appears thicker
than in the case of a smaller increment of axial strain (for comparison reason see the TX90-04
experimentat ;=2 4%and ;=4 9%). Therefore, the thickness of the localized zones as it
appears in these DIC-based strain elds depends on the size of the strain increment considered.
Comparison of the deviatoric and volumetric strain elds shows a general compactive behavior
as well as indicates a shear component to the localized deformation, higher at the lower con ning
pressures. This is in agreement with the porosity maps and the macroscopic behavior previously
presented. Intense shear and volumetric strain is identi ed inside the localized zones (bright
colors), whereas strains in the rest of the specimen are rather negligible compared to those inside
the bands.

5.2.2 Triaxial compression tests up to high axial strain

Previous experimental studies on sandstone (Bauet al., 2006, Heapet al., 2015), limestone
(Baud et al., 2017a), and foam (Park and Nutt, 2001) show that in triaxial compression there
is considerable strain hardening after the plateau of deviator stress. In order to investigate this
phenomenon some additional triaxial compression tests were conducted on Tu eau de Maastricht
for high con ning pressures (4 and 5 MPa) until high axial strain (more that 50%).

Figure 5.17a presents the stress-strain curves of tests TX90-04 and TX90-05. For the sample
deformed at 4 MPa pressure, the stress-strain curve is characterized by three stages. A roughly
linear initial trend (with a sti ness of about 0.18 GPa) followed by a curvature to the peak load at
around 1.5% nominal axial strain. A nearly constant plateau of deviator stress with uctuations
follows, without any decrease in stress observed after the peak value. At about 14% axial strain,
the deviator stress starts to increase again; almost linearly, with a sti ness of about 0.03GPa.
TX90-05 test at 5 MPa shows a similar response: after attaining an initial peak the deviator

82



Figure 5.17: (a) Stress-strain curves for triaxial compression tests at 4 and 5 MPa con ning pressure.
(b) Volumetric strain versus axial strain for test TX90-04 and TX90-05.

stress remains relatively constant with an overall strain hardening trend but only after an axial
strain of  12%is strain hardening appreciable. In both samples the plateau is punctuated by
episodic stress drops, which are generally absent afterwards.

The volumetric strain - axial strain ( v  5) curves show a contractant behavior throughout
(Figure 5.17b). For the sample tested at 4 MPa, the strain maps that obtained from DIC and
presented in Figure 5.13 illustrate that the rst compaction bands initiate during the strain
interval 1-2%, i.e., at the beginning of the deviator stress plateau (Figure 5.17). These bands
grow and propagate across the sample at essentially constant deviator stress (except for the
episodic stress drops). At 14% axial strain the region of compaction coincides with the entire
specimen. This can be observed also in the porosity map (Figure 5.10). At this stage, the sample
presents a relatively uniform distribution of porosity, much lower than the initial though (from
50% to 40% approximately). The macroscopic behavior of the specimen (Figure 5.17) indicates
that this stage corresponds to the end of the stress plateau and the beginning of the hardening
phase. Visual inspection of the samples at the end of the plateau (before the hardening phase)
revealed substantial debonding. It seems therefore that hardening starts when the whole sample
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has become debonded. Hence, the development of compaction bands in Tu eau de Maastricht
seems to reduce the porosity and break the cementation which decrease porosity promoting
strain hardening. However, further investigation is needed to corroborate this interpretation,
with observations at a smaller scale.

Microstructural observations on natural deformation bands show a notable pore and grain size
reduction inside the compaction bands compared to the surrounding host rock (Mollema and An-
tonellini, 1996,Cilona et al., 2012, Tondi et al., 2006). Additional experimental microstructural
analysis on porous carbonates points out that pore collapse and intra-granular microfractures
are the dominant mechanisms (Baudet al., 2009, Vajdova et al., 2012, Zhanget al., 1990a).
Furthermore, prior studies shown that the plateau of deviator stress combined with the episodic
stress drops, corresponds to a surge of AE activity indicating that pore collapse and grain break-
age initiated at this stage. In order to further investigate the micromechanisms responsible for
the macroscopic behavior two additional triaxial compression tests at 4 MPa con nement are
conducted. Figure 5.18 presents the stress-strain curves from these two experiments. The sam-
ples are monotonically loaded, without x-ray CT images acquired, up to the end of the plateau,
and stopped before the hardening phase,e., at 14% of axial strain. Then, grain size distri-
bution is performed for the tested samples and compared with the measurements acquired for
the reference material (Figure 3.6). The grain size distribution curves show a notable reduction
of grain size occurring during the compaction band formation and propagation (Figure 5.19).
These results strongly suggest that grain breakage is an important deformation microprocess
within the compaction bands. Although it is not adequate to characterize grain crushing as a
dominant mechanism. Furthermore, image analysis of samples that deformed in axisymmetric
conditions at 4 MPa con ning pressure at high resolution (4 m pixel size) shows intragranu-
lar microfractures mainly at the contact point without extensive grain crushing. Unfortunately,
these images are lost due to a malfunction of the server so they are not available for this report.

Figure 5.18: Stress-strain curves for triaxial compression tests at 4 MPa con nement stopped right
before the hardening phase.

In an attempt to determine the main micromechanisms leading to failure, a new series of
triaxial compression tests is conducted. Unlike the previous ones, these tests are carried out on
the reference material. Speci cally, three additional triaxial compression tests are performed on
destructured samples (subsection 3.1.2) of Tu eau de Maastricht at 4 MPa con ning pressure.
Initially loose specimens of reference material with porosity values similar to the intact samples,
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Figure 5.19: Grain size distribution curve for the samples tested at 4 MPa con nement and loaded up
to 14% axial strain (end of the plateau). The grain size distribution curve for the reference material is
added as a reference (black color).

Figure 5.20: Mechanical response for three samples of reference material that deformed under ax-
isymmetric conditions at 4 MPa con nement. The stress-strain curve for test TX90-04 is plotted as a
reference.

are obtained as described in section 3.2. Table 5.3 presents the characteristics of the specimens
tested. The stress-strain diagrams of these samples and for the intact sample tested at the same
con nement are plotted in Figure 5.20. For the two tests TXref-01 and TXref-02, the samples are
loaded monotonically up to 5 = 16:5% and = 24:8%, respectively. While the test TXref-03

is performed in-situ until much higher axial strain 5 = 42%. The three samples show similar
macroscopic behavior: the deviator stress increases with increasing loading without attaining a
peak value even at higher axial strain. Due to the absence of cementation among the grains,
the reference material is weaker and less sti than the intact one. However, Figure 5.20 reveals
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that the stress-strain curves for the reference material coincide with the post-plateau behavior
obtained from the TX90-04 experiment. This means that at the end of the plateau, the material

converts into a new one, very similar to the reference material. Such a behavior con rms the
hypothesis that the relative plateau of deviator stress is associated with debonding and it is in
good agreement with the ndings from previous studies on calcarenite (Lagioia and Nova, 1995).

Table 5.3: Summary of mechanical data from triaxial compression tests up to high axial strain on
Tu eau de Maastricht

Test Porosity Peak stress Axial strain Analysis Comments
(%) q (MPa) a (%)
Con ning pressure: 4 MPa

TX90-04 49 3.6 52.5 x-ray CT/DIC/Porosity -

TX90-05 50.7 2.5 40.4 x-ray CT/DIC/Porosity -

TX90-10 49.8 3.5 14.4 Grain size distribution -
TX90-11 49.9 3.6 14 Grain size distribution -
TXref-01 49.1 - 16.5 - Reference material
TXref-02 46.7 - 24.8 - Reference material
TXref-03 49.5 - 42 - Reference material
TX90-04-2 50 3.9 60.1 x-ray CT/DIC/Porosity -

The 3D porosity eld for test TX90-04 elucidates even more this phenomenon. Figure 5.10
indicates that at 5 = 14%, which corresponds to the end of the plateau, the densi ed zones have
covered the whole sample. The entire sample has been compressed and converted into a new,
denser material, with homogeneous distribution of porosity. Figure 5.21 presents the porosity
eld for the same sample at higher axial strain. As the loading continues further, shear strain
localization, typical of dense sand, is visible in the sample. Two conjugate bands of reduced
porosity develop at 35% axial strain and become more pronounced by the end of the test. At
this stage, the porosity inside the contractant bands is 40% less.

4 MPa

20%porosity 60%porosity

Figure 5.21: Vertical slices of the 3D porosity eld in the post plateau loading stage for test TX90-04.
Two conjugate shear bands are evident at the end of the experiment up to high axial strain.

In order to ascertain reproducibility, test TX90-04 was duplicated. However, for this backup
test, steps of approximately 0.5% axial strain are aimed for scans to be performed. In total
42 scans with most of them during the plateau of deviator stress, are performed for this test,
which which lasted 7 days. Porosity maps and strain elds through DIC, are obtained for all
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the loading steps but for obvious reasons only a selection of them are presented in this study.
The mechanical response of the sample is shown in Figure 5.22. It should be noted that there
is high repeatability of the tests. Although the specimen present di erent initial conditions
(variations in size and porosity) the mechanical response is practically identical (see Figure 5.17
for comparison). After a quasi-linear stress-strain relationship, a curvature at peak load follows
at 1.5% nominal axial strain. Then, axial strain steadily increases at constant deviator stress.
After considerable straining, hardening takes place. In all the four triaxial compression tests at
4 MPa con nement presented in this section, the post-plateau hardening takes place at the same
axial strain, i.e., 5 = 14%.

Figure 5.22: Stress-strain curve for the additional triaxial compression test at 4 MPa con nement. In
total, 42 x-ray CT scans are performed for this particular test with most of them at constant deviator
strain (plateau).

Figure 5.23a presents the volumetric strain for very small axial strain increments (0.5%
and 0.25%). The increments presented in this gure are purposely chosen at constant deviator
stress (plateau) to capture the propagation of the compaction bands. The strain eld shows
two localized zones close to the ends of the sample. Due to the very small loading step the
localization seems to be in the exact same place for all the increments. However, plotting the
di erence of the consecutive increments it turns out that there is a small o set between the
localized zones. This o set emerges even for smaller strain increments,(= 0:25%). Recalling
the incremental nature of DIC, Figure 5.23b indicates that di erent localized zones are active in
each loading stage. Further analysis is though required to determine if this deformation is only
one compaction band that propagates or if it is developed due to two di erent bands. These
images also con rm that the thickness of the localized zones in these DIC strain elds depends on
the size of the strain increment. Thus, the smaller the loading step, the thinner the localized zone
appears. The 3D map of the volumetric strain is further analyzed and sliced vertically for each
10 increment in azimuth angle. Figure 5.24 shows the vertical slices each lithcrement for the
loading increment 5.5-6% for test TX90-04-2. The volumetric maps shows localized compaction
at the top and bottom of the sample. This representation clearly shows that these localized
zones are formed perpendicular to the maximum compressive stress.
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Figure 5.23: \Vertical slices of the 3D volumetric strain eld for test TX90-04-2 at 4 MPa con nement.
(a) Small loading increments are shown here of 0.5% and 0.25% of axial strain. (b) The di erence between
the slices of the volumetric strain, shows that the regions of localized strain are not xed in space.
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Figure 5.24: Vertical slices each 10 increment, in the volumetric strain map of the increment 5.5-6%
for test TX90-04-2.

5.2.3 Anisotropy

Although Tu eau de Maastricht is a sedimentary rock, it is almost impossible (with naked eye)
to see any bedding plane in the block from which the specimens are cored. However, sedimentary
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rocks may present signi cant anisotropy in mechanical behavior and failure strength without any
visible bedding planes. Louiset al. (2003) in their study on two porous sandstones, shown that
Bentheim sandstone, with no visible plane, is actually more anisotropic than Rohtbach sandstone
with a visible bedding plane. In addition, Baud et al. (2005) indicate that bedding represents
one type of planar anisotropy, nevertheless, anisotropy may derive from preferred alignment of
irregular voids in a sedimentary rock. For these reasons, an experimental campaign on samples
cored at di erent orientations is performed to investigate the mechanical response of the material
as well as the development of strain localization. Due to the unclearness of the bedding planes
orientation, the samples for this set of experiments are cored along directior@ and 45 with
respect to the specimens tested in the previous sectiong., parallel and oblique to the bedding
plane, respectively (Figure 3.7). Table 5.4 compiles the mechanical data for the samples cored
in both directions.

Table 5.4: Summary of mechanical data for Tu eau de Maastricht from triaxial compression tests for
samples cored parallel and oblique45 ) to the bedding.

Con ning Test Porosity Peak stress Axial strain Analysis
pressure (MPa) (%) g (MPa) a (%)
Specimens cored ab to the bedding
1 TX0-01 50.2 1.82 8.6 x-ray CT/DIC/Porosity
3 TX0-03 50.8 2.3 9.0 x-ray CT/DIC/Porosity
4 TX0-04 49.4 2.0 50.2 x-ray CT/DIC/Porosity
5 TX0-05 50.8 1.4 4.5 x-ray CT/DIC/Porosity
Specimens cored a5 to the bedding
1 TX45-01 49.8 3.1 9.5 x-ray CT/DIC
2 TX45-02 49.5 3.28 9.0 x-ray CT/DIC
3 TX45-03 52.1 3.13 8.0 x-ray CT/DIC
4 TX45-04 50.6 2.6 17.0 x-ray CT/DIC
5 TX45-05 51.7 2.0 8.0 x-ray CT

Figure 5.25 shows the stress-strain responses obtained from the tests for the two orientations
and various con ning pressures. The uniaxial compression test is also plotted in both gures
for comparison reasons. It is obvious that the behavior of Tu eau de Maastricht is pressure
dependent. The mechanical response of specimens that were cored parallel and obliq4® |
to the bedding is similar to the ones at90 (perpendicular). Under low con ning pressure (1
MPa), Tu eau de Maastricht exhibits a behavior characterized by a peak deviator stress and a
strain-softening phase. The peak stress increases with con ning pressure up to 2 MPa con ne-
ment. However, as 3 level increases beyond 2 MPa, the maximum deviator stress decreases.
At con ning pressures of 2, 3 and 4 MPa the deviator stress increases until it reaches a plateau
punctuated by episodic stress drops, while the sample at 3 MPa con nement, parallel to the
bedding, at higher axial strain undergoes a second stage of strain hardening. When the con n-
ing pressure becomes high, for instance 5 MPa, an elastic-plastic response is observed with more
and more important strain hardening phase,i.e., the deviator stress continues to increase with
increasing axial strain.

Figure 5.26 summarizes triaxial compression tests for samples cored perpendicular, oblique
(45), and parallel to the bedding plane at the same con ning pressure. Each gure corresponds
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Figure 5.25: Stress-strain curves for triaxial compression tests at con ning pressures ranging for 1-5
MPa for samples cored at ()0 , (b) 45

to a dierent con ning pressure. The stress-strain curves for the samples cored perpendicular
to the bedding is plotted with black color, in blue samples at @5 ), and in red at (0 ). The

rst straightforward observation, is the order at which the "colors" appear in the gures. The
mechanical data indicate that the maximum, intermediate and minimum values of peak stress
are associated with the perpendicular, oblique and parallel samples, respectively. At low con-
ning pressure (1 MPa), the peak stress for the perpendicular samples is twice higher than the
parallel ones. In addition, the stress drop after the peak value decreases with increasing the
bedding orientation, i.e., it is higher at 0 . As the con nement increases, the di erence be-
tween the peak stress values among the samples cored at di erent angles decreases. For the
samples loaded perpendicular at con ning pressures 3 and 4 MPa, axial strain is increasing at
constant deviator stress after the peak value. However, for the samples cored in the other two
directions the relative plateau is less pronounced. Inline with the analysis of the samples loaded
perpendicular to the bedding presented in section 5.2, Figure 5.26 shows that the episodic stress
drops indicating compaction band propagation, are more pronounced with increasing con ning
pressure for parallel and oblique samples as well.
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Figure 5.26: Collection of mechanical data of Tu eau de Maastricht for samples cored at di erent
directions at (a) 1 MPa, (b) 3 MPa, (c) 4MPa, and (d) 5 MPa con nement. The black color corresponds
to perpendicular samples, the blue to oblique, and the red to parallel.

Figure 5.27a compiles the failure data obtained over a wide range of con ning pressure con-
ditions (from 0 to 5 MPa) in series of samples cored perpendicular, oblique4b ), and parallel
to the bedding plane. Three independent yield surfaces as they come from three di erent ma-
terials describe the peak stress values. It can be easily noticed that the failure stress of Tu eau
de Maastricht depends on the loading orientation, hereafter called (is the angle between the
loading direction and the bedding plane). Additionally, the bedding surface does not constitute
a plane of weakness and the samples cored 46 fail at intermediate level of deviator stress
between the ones for perpendicular and parallel samples. The three yield surfaces present the
same shape and critical pressur® = 6 MPa. Note that the critical pressure P is identical
regardless of the coring direction.

The deviator stress at failure as a function of the con ning pressure and the specimen ori-
entation is presented in Figure 5.27b. The gure illustrates the anisotropic strength behavior
of Tu eau de Maastricht. There is a consistent trend in strength anisotropy at each con ning
pressure investigated, with a gradual decrease from a maximum for; normal to bedding to
a minimum for 1 parallel to bedding. The maximum values in the anisotropic curves are lo-
cated at = 90 orientation, i.e., perpendicular to maximum compressive stress, throughout
the investigated range of con ning pressures. Anisotropic behavior of Tu eau de Maastricht
is in basic agreement with systematic investigation on sandstones (Baudt al., 2005, Millien,
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Figure 5.27: (a)Peak stresses that map the yield surface for samples that cored perpendicular, oblique
(45 ), and parallel to the bedding plane. (b) Peak stress as a function of bedding plane orientation from
triaxial compression tests with con ning pressure ranging from 1-5 MPa.

1993, Louiset al., 2009). Prior studies present a general trend for both brittle strength and
compactive yield stress showing a progressive decrease with decreasing angle, from a maximum
for the perpendicular sample 00 ) to a minimum for the parallel sample (90 ).

Figure 5.28: Stress-strain curves for triaxial compression tests at 4 MPa con nement up to high ax-
ial strain. A collection of mechanical data for samples cored at di erent directions. The black color
corresponds to the perpendicular sample, the blue to oblique and the red to parallel, respectively.

In addition to the tests reported in Figure 5.25, further experiments at 4 MPa con nement are
conducted for parallel and oblique samples, up to a much higher axial strain. Figure 5.28 shows
the deviator stress versus axial strain for the two tests TX45-04 and TX0-04 oblique and parallel
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to the bedding, respectively. The response from test TX90-04 on the perpendicular sample is
plotted as well for comparison. Post-plateau hardening is observed in all tests. As it is already
shown in Figure 5.26, the parallel sample exhibits the minimum yield stress while the oblique and
perpendicular samples the intermediate and maximum stress, respectively. Figure 5.28 provides
further insights into the mechanical behavior of Tu eau de Maastricht. In all of the three
specimens the deviator stress starts to increase (hardening phase) at di erent level of axial strain.
Thus, the length of the plateau of deviator stress is not identical in all tests. The mechanical data
from these experiments indicate that the maximum, intermediate and minimum length of the
plateau correspond to the perpendicular, oblique and parallel samples, respectively, similarly to
the trend observed for the yield stress. These observations combined with the analysis discussed
in subsection 5.2.2 demonstrate that in the perpendicular samples the compaction bands cover
the whole sample at much higher axial strain compared to the parallel ones. To the best of our
knowledge, such a behavior is for the rst time observed in porous carbonate rocks.

1 MPa 3 MPa 5 MPa

90

45

0 0:20

Figure 5.29: Vertical slices of the 3D shear strain eld at one selected increment, for samples cored at
90, 45 and0 and tested at 1, 3 and 5 MPa con nement. The selected increment is noted at the top of
each slice.

Interestingly, although the stress-strain curves for tests TX90-04, TX45-04 and TX0-04 show
di erent values for the yield stress and the length of the plateau, the post-plateau behavior is the
essentially the same for the three samples. The specimens, regardless of their coring direction with
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respect to the bedding plane, and the amount of axial strain that it takes to compact the whole
sample, exhibit the same post-plateau response. This result corroborates with the hypothesis
that the relative plateau is mainly associated with debonding, the intergranular bonds being the
main reason for the observed anisotropy.
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Figure 5.30: Vertical slices of the 3D volumetric strain eld for samples cored perpendicular, oblique,and
parallel to the bedding plane. A collection of selected loading steps during a triaxial compression test
performed at 4 MPa con ning pressure.

In order to investigate the in uence of the bedding orientation on the failure mode, DIC
is performed for the samples cored perpendicular, oblique and parallel to the bedding plane.
Figure 5.29 presents the incremental shear strain at one selected loading step, for samples cored at
di erent orientations (90, 45 and 0 ) and con ning pressures (1, 3 and 5 MPa). At low con ning
pressure (1 MPa), shear bands are observed to develop inclined to the major compressive stress
for all the three orientations. The angle of the shear band with respect to ; for the perpendicular
sampleis 60 , which is higher thatthe 50 angle for the obliqgue sample. Despite the variation
in the inclination, the localization pattern is qualitatively similar for both orientation. On the
contrary, strain localization developed by conjugate shear bands at high anglesi% ) for the
parallel sample. For higher con ning pressures (3 and 5 MPa) strain localization seems to be less
a ected by the bedding orientation. The strain elds reveal similar spatial pattern of localization
for all the samples, regardless of the bedding orientation. For the 3 MPa con nement, two
localized zones develop at the two ends of the samples almost perpendicular 80 ) to the loading
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direction. These bands can be classi ed as shear enhanced compaction bands. Additionally, the
DIC indicates two localized zones with relatively high strain in all the samples tested at 5
MPa con ning pressure. However, in this case the bands are less planar, especially close to the
boundaries of the samples.

Figure 5.30 presents vertical slices of the 3D volumetric strain eld for the experiments
presented in Figure 5.28. It is already demonstrated that the bedding orientation a ects the
mechanical response of Tu eau de Maastricht. Even though the peak stress and the length of the
plateau depend on the bedding orientation, the failure mode and the inclination of the localized
zones with respect to the major compressive stress, seem to be the same for the tests at 4 MPa
con nement. No systematic di erence can be observed in the localization pattern for samples
perpendicular, oblique and parallel to the bedding plane. Two localized zones perpendicular to
the major compressive stress, form at the bottom and the top of the samples and propagate
towards the middle with increasing loading. This localized compaction covers the whole sample
at the end of the plateau at di erent axial strain for each sample.

5.3 Uniaxial compression tests

In addition to the experiments discussed previously, a series of uniaxial compression tests are
performed on Tu eau de Maastricht in order to complete the mechanical response of the material
under compression. The purpose of these tests is to determine the uniaxial compressive strength
and to investigate the e ect of the bedding on the elastic properties such as Young's modulus of
the material. Details about the sample preparation and the experimental set-up are presented
in subsection 3.5.1. The tests are carried out on samples cored perpendicular, obliqui(), and
parallel to the bedding plane. At least two experiments are carried out for each coring direction
to assess the repeatability of the tests.

A thin latex membrane is wrapped around the specimens in order to keep them attached to
the specimen holder. Two di erent techniques are followed to keep the samples in place: (i) the
whole samples is jacketed in the membrane, and (ii) membrane is applied only to the two ends
of the samples (subsection 3.5.1). Figure 5.31a shows a comparison of these two methods for
samples cored perpendicular to the bedding. Despite the fact that the membrane used is thin (0.3
mm) and exible, it a ects the mechanical response of the material. The samples that are fully
wrapped by the membrane (blue lines), present higher values for UCS (uncon ned compressive
strength) as well as for Young's modulus (E). Thereafter, the rest of the tests are performed with
the minimum possible membrane around the samples.

Figure 5.31 presents the uniaxial compression tests for the three coring directions. The curves
after an initial non-linear behavior, exhibit a linear stress-strain relationship up to about 90%
of peak stress. Beyond 90% of the uncon ned compression strength, a non linear relationship
between stress and strain occurs. At peak stress, the samples fail by brittle faulting. Visual
inspection of the samples cored perpendicular reveals that the failure mode of these samples is
axial splitting with a small angle between the fracture and the main stress direction (Figure 5.32).
Figure 5.31d summarizes the mechanical response of the samples cored perpendicular (black
color), oblique (blue color) and parallel (red color) to the bedding plane. It is obvious that
the perpendicular samples show the highest value for UCS as well as for the Young's modulus.
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Figure 5.31: Mechanical data of samples tested under uniaxial compression conditions. (a) A compar-
ison of samples that are cored perpendicular to the bedding. The blue color corresponds to the samples
that are fully wrapped by a membrane, while in black are samples with almost no membrane. Samples
that are cored (b) oblique (45 ), and (c) parallel to the bedding plane. (d) The mechanical response of
a wet sample (dashed line) is compared with dry samples cored at three di erent orientations.

In particular, these values are almost twice as high as the ones for the parallel samples. It
is also observed that the post-peak behavior is less abrupt for the sample cored @t. In
Figure 5.31d, an additional experiment on a wet sample cored perpendicular to the bedding
is presented (dashed line). The comparison reveals a signi cant weakening e ect of water on
Tu eau de Maastricht. Table 5.5 summarized the mechanical response of the material under
uniaxial compression conditions.

Figure 5.33a shows the obtained uniaxial compressive strength values as a function of ori-
entation angle. This plot shows that Tu eau de Maastricht presents pronounced anisotropy in
strength. Similarly to the triaxial compression tests, the maximum, intermediate and minimum
values of UCS are associated with the perpendicular, intermediate and parallel samples, respec-
tively. Young's modulus are estimated from the stress-strain data for each test over the linear
part of the uncon ned compression strength. These values are shown as a function of bedding
orientation in Figure 5.33b. In general, the moduli vary between 0.1 and 0.25 GPa. Even though
there is a scatter between the values, there is a trend to decrease with decreasingfrom 90
to 0 ). However, this trend is less pronounced for the ratio between the UCS and the Young's
modulus (UCS/E).
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(@) (b) (©)

Figure 5.32: Axial splitting of samples that are tested under uniaxial compression conditions. (a) and
(b) are photos of dry samples while (c) presents a wet sample.

(@) (b)

Figure 5.33: (@) Uncon ned Compressive Strength (UCS), and (b) Young's modulus as a function of
bedding plane orientation for uniaxial compression tests.

5.4 Summary

In this chapter the mechanical behavior of Tu eau de Maastricht is presented. An extensive
experimental campaign is performed to characterize the inelastic behavior and failure mode from
brittle to ductile transition in high porosity rocks. Full-led measurement techniques are also
conducted to investigate the onset and evolution of localized compaction during loading. To this
end, the response of the material has been investigated under three di erent stress paths.

The isotropic compression tests show a distinct in ection point at a given pressure called
the critical pressure P . For pressures beyond the critical pressure sudden volumetric collapse
occurs associated with pore collapse and cement breakage. Local porosity variations enhance
the macroscopic observations showing signi cant porosity reduction that propagates from the
boundaries to the middle of the sample.

The triaxial compression tests at con ning pressures ranging from 1 to 5 MPa reveal two

97



Table 5.5: Summary of mechanical data from uniaxial compression tests for samples that cored perpen-
dicular, oblique (45 ) and parallel to the bedding plane.

Test Porosity (%) UCS (MPa) E (GPa) UCS/E Details
Specimens cored aB0 to the bedding

UA90-00 - 2.6 0.17 0.015 -
UA90-01 - 2.2 0.16 0.0137 -
UA90-02 50.6 25 0.19 0.0131 -
UA90-03 50 2.7 0.2 0.0135 -
UA90-04 - 3.2 0.25 0.0128 Membrane
UA90-05 - 2.1 0.23 0.009 Membrane
UA90-06 - 2.6 0.2 0.013 Membrane
UA90-07 - 1.9 0.12 0.0158 Wet sample
Specimens cored ad5 to the bedding
UA45-00 50.8 15 0.14 0.0107 -
UA45-01 50.3 1.6 0.13 0.0123 -
UA45-02 51.3 1.9 0.18 0.0105 -
Specimens cored ab to the bedding
UAO0-00 50.8 14 0.12 0.0116 -
UAO0-01 50.7 1.4 0.135 0.0103 -
UAO0-02 - 11 0.14 0.0078 -
UAO0-03 - 1.2 0.11 0.0109 -

failure modes developed in Tu eau de Maastricht. Shear enhanced compactive bands observed
at low con ning pressures, while compaction bands that are formed perpendicular to the major
principal stress are detected at higher con nement. The additional triaxial tests up to very high
axial strain combined with advanced image analysis are used to assess the micromechanisms
associated with the destructuration of the samples during the the plateau of deviator stress.
This result corroborates with the mechanical response of the arti cially destructurated material.
Thus, at the end of this phase (plateau), the entire specimen has been compressed and converted
into a new dense sand-like sample with homogenous distribution of porosity.

The experimental results of Tu eau de Maastricht on samples cored at di erent orientations,
underline that the mechanical response of the material is strongly dependent on the loading
direction with respect to the bedding plane. Similarly to prior studies on porous sandstones,
the maximum and minimum peak stresses are observed in the perpendicular and parallel to the
bedding samples, respectively. Even though the peak stress depends on the bedding bedding
orientation, digital image correlation shown that the failure mode and the inclination of the
localized zones seem to be the same with respect to the major compressive stress.
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Chapter 6

Simulation of localized compaction in
Tu eau de Maastricht based on
evidence from X-ray tomography

One of the most remarkable features of porous rocks is their marked pressure-sensitivity, which
allows them to transition from a brittle-like response characterized by fracture and dilative
slip to a plastic behavior displaying pore collapse, macroscopic hardening, and homogeneous
deformation (Wong and Baud, 2012). Porous rocks are known to exhibit elusive forms of localized
deformation referred to as compaction bands (Olsson, 1999). Despite being a form of strain
localization which bears similarity with shear bands, compaction localization takes place at
stress levels typical of cap plasticity and is characterized by the appearance of multiple bands
which may spread across the volume until covering the whole sample (Olsson and Holcomb, 2000,
Olsson, 2001). As a result, deformation in the compaction banding regime involves considerable
porosity loss and may lead to a deviatoric stress plateau during the propagation of compaction
fronts, followed by stages of re-hardening (Wonget al., 1997).

To understand the mechanisms underlying this variety of behaviors, extensive suites of defor-
mation tests are conducted on porous rock samples (Baugt al., 2004, Wong and Baud, 2012). In
most cases, such experiments result in the quanti cation of elastic (e.g., bulk and shear sti ness)
and plastic (e.g., yield surface, plastic ow direction, hardening modulus) properties. In this con-
text, the majority of parameter calibration e orts takes a macroscopic stance in modeling the
sample behavior, often treating the measurements as if they corresponded to a homogeneous re-
sponse re ective of the intrinsic material behavior. Although convenient, such methodology fails
to take into account strain localization processes (Issen and Rudnicki, 2000, 2001), thus ignoring
that macroscopic measurements re ect in fact a structural response of the sample rather than a
true material response. In fact, while the strain localization theory can be an asset to infer the
connection between material properties and expected deformation patterns (e.g., the stress state
at the onset of strain localization and the inclination of the ensuing bands), most existing studies
tend to ignore the representation of both pre- and post-localization deformations, resulting in a
disconnection between the properties that re ect the onset of deformation bands and those that
are associated with the inelastic deformation during the stages of band propagation. E orts in
this direction have been made by several authors by using a range of modeling platforms, such
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as elastoplasticity (Grueschow and Rudnicki, 2005), Breakage Mechanics (Das al., 2011), or
continuum thermodynamics (Nguyenet al., 2016). To address this problem, this chapter illus-
trates numerical analysis based on an elastoplastic constitutive law for porous rocks (Lagioia and
Nova, 1995, Novaet al., 2003). In analogy with recent studies for the same class of geomaterials
(Buscarnera and Laverack, 2014, Das and Buscarnera, 2014, Marinelli and Buscarnera, 2015), it
is shown that deformation response and strain localization patterns can be used synergistically
to constrain the model parameters and achieve a satisfactory representation of most behavioral
properties, including the onset and propagation of compaction zones. At variance with previous
analysis, the simulations focus on a rich dataset for Tu eau de Maastricht presented in chapter 5.
Such detailed information is used for model calibration purposes, by identifying a set of model
parameters able to capture satisfactorily the pressure dependence of the inelasticity of Tu eau
de Maastricht through Finite Element (FE) simulations.

6.1 Constitutive model

Reproducing the mechanics of high-porosity rocks often requires sophisticated constitutive laws,
in that geomaterials display the tendency to dilate or contract depending on the loading path
(Menéndezet al., 1996, Wonget al., 1997, Wong and Baud, 2012). This rich variety of deforma-
tion responses derives from the competition between numerous inelastic processes that lead to
material softening or hardening, depending on the dominant mechanism (Bésuelkt al., 2000,
Bésuelle and Rudnicki, 2004).

Typical frameworks used to replicate the deformation behavior of porous rocks include cap
plasticity (DiMaggio and Sandler, 1971,Fossum, Fredrichet al., 2000, Rudnicki, 2004, Grueschow
and Rudnicki, 2005) and critical state plasticity (Wood, 1990, Carroll, 1991, Cusst al., 2003).
This class of models, however, often lacked the ability to simultaneously inspect the deformation
response and the formation of compaction bands (Issen and Rudnicki, 2000, Issen, 2002). In
this context, improvements are proposed by Challa and Issen (Challa and Issen, 2004) who
used multiple yield surfaces to capture this variability. The approach is proved e ective in
capturing the onset and inclination of the compaction band, yet clear evidences on rheological
characteristics have never been demonstrated.

The strain-hardening plasticity model adopted in the current study aims to accurately re-
produce pre- and post-localization deformations, while enabling the representation of pressure-
dependent strain localization patterns. The model is developed in a series of contributions by
Nova and coworkers (Gens and Nova, 1993, Lagioia and Nova, 1995, Nogaal., 2003), and is
selected by virtue of its proven success in capturing the inception and development of plastic
compaction under di erent stress paths and for a variety of boundary conditions (Arroyoet al.,
2005, Buscarnera and Laverack, 2014, Das and Buscarnera, 2014).

6.1.1 Model Formulation

The selected constitutive law is developed in the framework of elastoplasticity and is inspired
by the classical theory of critical state plasticity (Wood, 1990). It adopts a single yield surface
evolving homothetically with plastic strains. The expression proposed by Lagioia et al. 1996
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is here used to describe both yield surface and plastic potential, and is characterized by the
following expression:

)
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Where p and g are the mean and deviator stresses, respectively’ is the corresponding stress
ratio, de ned as follows:
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inwhich sj = j pj, j is Kronecker delta. Under axisymmetric stress conditionsp and q
can be specied as: )
+
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where 1 and 3 are the maximum and minimal principal stress, respectively. The yield surface,
f, intersects the hydrostatic compression axis atP., which represents the yielding stress under
pure compression. This parameter is de ned by an additive combination of the variables?s and
Pm, representing the e ect of porosity hardening and interparticle bonding, respectively. The
hydrostatic yield threshold in the tensile stress regime is de ned byP;, and is assumed to be a
proportion of Py, (i.e., Py = kPy,). The sum of these variables de nesP? (Pl = Ps+ Py + Py),
which is the total extent of the yield surface along the hydrostatic axis. The geometry of the
surface is controlled by a set of shape parameter$/,, , and , which provide considerable
exibility to t experimental data. While the same expression is used to characterize the plastic
potential, g, non-associativity is incorporated in the model by means of distinct values of shape
parameters (.e., the subscript h in the symbols above makes reference to either yield surface
(h = f) or plastic potential (h = g)). Plastic processes in porous rocks involve simultaneous
pore-collapse and solid phase destructurationig., cement softening and grain breakage). Plastic
volumetric strains are here considered responsible for the former, whereas the latter derives from
a combination of volumetric and deviator strain. These mechanisms are introduced through
hardening rules de ned for both P5 and Py, as follows:

P
Ps= g, 4 (6.4)
P = mPm (] _5] + msp) (6.5)
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Where B,, m and p are constitutive parameters. These rules are formulated such thaPs
can exhibit hardening and softening depending on the sign of the volumetric strain, whered®,
contributes only to softening e ects. The rationale for this choice derives from the evidence that
geomaterials such as lightly cemented porous rocks undergo loss of structure upon straining,
which typically manifests in the form of macroscopic strain-softening (Leroueil and Vaughan,
1990). The interplay between these competing mechanisms leads to a homothetic contraction/-
expansion of the yield surface, capturing subsequently the post-yielding stress-strain behavior.
The plastic strains are obtained by substituting the constitutive functions in the plastic ow
rule, as follows:

@g
P = 6.6
B Q@i (6.6)
in which  is a non-negative multiplier. In this model, for sake of simplicity, linear elasticity is
incorporated through the following relation:

i = Dik K (6.7)

where j is the Cauchy stress tensor, , is the elastic strain tensor, andDjjy is the linear
elastic tangential sti ness tensor. This tensor can be de ned in terms of bulk,K,, and shear,
Go, moduli, asDj = G( ik j1)+(K 2G=3) j KI.

Figure 6.1: Calibration of the shape-parameters of the yield surface and plastic potential from (a) yield
points and (b) relation between dilatancy and stress-ratio obtained from triaxial compression data.

6.1.2 Model Calibration

The selected constitutive model is calibrated by following the procedure proposed by Buscarnera
and coworkers (Das and Buscarnera, 2014, Marinelli and Buscarnera, 2015). A preliminary
calibration is rst conducted on the grounds of the macroscopic material rheology emerging from
di erent stress probes. The calibration is then enhanced on the basis of strain localization analysis
guided by the bifurcation theory (Rudnicki and Rice, 1975). The measurements presented in
Figure 5.5 and Figure 5.10, provide considerable insight for a preliminary model calibration.
The wide range of con nement pressures covered by the triaxial tests, in fact, readily allows for
the determination of the yield surface. The material response in, q space, see Figure 6.1a, is
inspected to determine the yield threshold, which is then plotted also in thgp g stress space. By
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Figure 6.2: Isotropic compression tests used to calibrate the compressibility parameters (i.eB,, m,
and the ratio Pso=Pmy): (a) is the intact sample and (b) the destructured material.

adjusting the shape parametersM¢, ¢, and ¢, the mathematical expression of yield surface
is de ned, as shown in Figure 6.1a. The parameters of the plastic potentialMg, 4, and g,
can instead be de ned on the basis of the underlying stress-dilatancy relationship, which in this
model is given as follows:

p —

4= 5= Gagh oMy (50w ©8)
This function de nes the ratio of volumetric and deviatoric plastic strains computed for a given
imposed stress level (e.g., in correspondence of the plastic ow plateau). These ratios can be
reported in the ° d space, as shown in Figure 6.1b, and are used to calibrate the shape
parameters. Although this procedure relies on global measurements taken in the post-yielding
regime (i.e., where the specimen exhibits a structural response with heterogeneous deformation
patterns), since they are expressed in the form of a normalized strain ratio they can be regarded as
representative of the material behavior inside the active zone, thus providing a rst-order insight
on the expected plastic ow characteristics, which will be later further assessed through full-
eld simulations. The hydrostatic compression behavior is used to calibrate most of the model
parameters controlling the hardening/softening response, namely,,, Bp, and the initial values
of the internal variables, Ps, and Pr,q. The yielding stress upon hydrostatic loading,Pco = Pso +
Pmo, can be assumed to coincide with the stress at which the hydrostatic compressibility sharply
increases. The ratioPs,=Pno governs the rate of destructuration occurs upon volumetric loading.
This rate appears in the form of a magni ed plastic volumetric deformation taking place upon
yielding. On the other hand, n, controls the amount of softening during this stage of enhanced
plastic deformation. By, in turn, de nes the rate of plastic hardening in the post-plateau region,
where inter-particle bonds are fully destructured. As a result, this constant regulates the porosity
hardening emerging upon volumetric deformation in a completely reconstituted material. The
experimental dataset obtained from hydrostatic compression on destructured material is used
to calibrate Bp. The calibration of By is reported in Figure 6.2b, while the overall hydrostatic
compression behaviour reproduced by the model is depicted in Figure 6.2a. It can be noted that
the model overestimates the compressiblilty in the plastic regime. In fact, as it will be shown
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in the subsequent sections, higher volumetric softening is necessary to augment the porosity
loss during shearing and match the elongation of the deviatoric stress plateau exhibited by
Tu eau de Maastricht during triaxial compression tests. As a consequence, the nal set of
hydrostatic compression parameters is a compromise aimed at obtaining a reasonable match with
the measured hydrostatic response, while prioritizing the model performance in the compaction
localization regime.

6.1.3 Strain localization analysis

The data used in the calibration above are derived from global measurements of specimens
deformed in localization regime. During this phase, strain localization promotes a transition from
homogeneous to heterogeneous responses. Measurements performed in the localization regime
might have considerable deviations from the material point behavior, thus not being able to solely
provide reliable information for model calibration. To overcome this obstacle, enhancements are
possible by using evidence about the onset and pressure-dependence of strain localization modes,
as recently proposed by Marinelli and Buscarnera, (2015). This procedure is based on the modes
of strain localization predicted by the model for a given set of parameters, which can be optimized

in order to match the evidence of pressure-dependent compaction banding. With reference
to the model used in this work, Mg and , are used for such optimization. By controlling
these parameters, the material rheology, as well as the strain localization characteristics, can
be successfully captured. For this purpose, the strain localization theory (Rudnicki and Rice,
1975) represents the main reference to identify the conditions at which bifurcated solutions
emerge leading to narrow deformation bands. Chambon, (1986) combined this criterion with the
elastoplasticity theory, suggesting that the bifurcation criterion can be written as follows:

A( )= detln; ( )(CfG)m( )] O (6.9)

Where is the angle of unit vector, n;, normal to the band, and Cj?lfl is the elastoplastic
constitutive tensor. The expression above enables the computation of docalization pro le ,
i.e., a representation of the determinant of the acoustic tensoA( ) as a function of the band
angle for a given stress state. An illustration of this analysis is reported in Figure 6.3, where
the localization pro le is computed for triaxial stress paths at varying con nements. This plot
depicts the pressure dependence of the strain localization potential of the selected material. In
particular, a transition from the development of conjugate shear-enhanced compaction bands at
lower con nements (i.e., state I;1l; 11l ) to the potential formation of pure compaction bands
at high pressure {.e., state IV ) is readily apparent. Locating these results in the stress space
provides information about the strain localization modes predicted by the model for varying stress
conditions (see upper-left chart in Figure 6.3). The transition between these two end-members
takes place smoothly, thus providing opportunities to calibrate the relevant model parameters
by adjusting their values to cover the entire range of expected strain localization. As shown
by Marinelli and Buscarnera, (2015), Mg and , play a signi cant role on the prediction of
strain localizations. Thus, their calibration can be further elaborated based on information from
tomographic imaging. In particular, full- eld measurements enabled the distinction between
stress states resulting into pure compaction bands from those associated with shear-enhanced
compaction bands. As a result, the optimization of the model parameters in light of these ndings
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resulted into model computations able to re ect the evidence (see data points in Figure 6.3a).

Figure 6.3: Strain localization characteristics of Tu eau de Maastricht predicted with the selected
constitutive model. The localization domain in stress space is superposed to the yield surface (thick
line) and the associated inclination of the deformation band predicted by a bifurcation analysis. The
theory de nes di erent modes of strain localization. Zone 1 (green line), implies two distinct cones of
localization, each with a non-zero preferable angle of localization. Zon& (blue line), involves a single
cone of localization potential with two non-zero preferential angles of strain localization. Both zones
represent shear-enhanced compaction bands. By contrast, Zone 3 (red line) involves a single cone of
expected strain localization with a unique angle of preferential band formation which is perpendicular
to the maximum principal stress (pure compaction band). The localization pro les at the points I, I,
I1l, and IV are presented with the same color convention. This points represent the intersection point
of triaxial paths under 2:0, 3:0, 4:0, and 5:0 MPa con nement, thus providing information about the
predicted localization model.

6.1.4 Upper and Lower bounds calibration

Based on this calibration, Figure 6.4 illustrates a simulation of triaxial test at a con nement
pressure @:0 MPa) displaying transition from localized to homogeneous compaction. The same
gure reports similar computations based on a di erent calibration strategy discussed in (Papa-
zoglouet al., 2017). These two sets of computations are herein referred to aslawer bound" and
an "upper bound”, respectively. While the upper bound calibration focuses on the representation
of the post-localization re-hardening emerging from the tests conducted at higher con nements
(e.g, 4:0 MPa), the lower bound calibration is instead aimed at capturing the localization poten-
tial and the rate of compaction band propagation over a wider range of con nementsife., from
2:0to 5:0 MPa). Achieving this goal, however, has required the use of marked strain softening to
prevent early delocalization (see at this reference the full- eld numerical simulations discussed
in the next sections). This trade o between di erent macroscopic signatures of the Tu eau de
Maastricht behavior implied a remarkable drop in resistance along the post-yielding response for
the lower bound calibration. Although a compromise between these end members of simulated
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Table 6.1: Constitutive parameters and internal variables for Tu eau de Maastricht, including the upper
and the lower bounds.

De nition Lower Bound Upper Bound
K [MPa] Bulk modulus 350 350
G [MPa] Shear modulus 78 80
m Parameter governing volumetric destructuration 0.45 0.7
m Parameter governing deviatoric destructuration 125 2
Bp Isotropic plastic compressibility 0.03 0.034
f Shape parameter of the yield surface 1.01 1.01
f Shape parameter of the yield surface 2.0 2.0
M¢ Shape parameter of the yield surface 0.95 0.88
g Shape parameter of the plastic potential 0.6 0.65
g Shape parameter of the plastic potential 0.15 0.15
Mg Shape parameter of the plastic potential 21 2.1
Expansion of the yield surface in the tensile stress domain 0.15 0.20
Pso [MPa] Initial size of the elastic domain (cohesionless medium) 0.06 0.09
Pmo [MPa] Lithi cation-induced expansion of the initial elastic domain 5.94 5.91

behavior could in principle be achieved by further adjusting the competition betweenPg and
P embedded in the hardening rule in light of micromechanical considerations (Barthélémy and
Dormieux, 2004), this task is considered beyond the scope of this work. As a result, unless
otherwise stated, in the following sections the lower bound calibration will be used to simulate
numerically the propagation of localized compaction zones.

Figure 6.4: Comparison of material point analysis conduced on the basis of two di erent sets of model
parameters (upper bound and lower bound). The upper bound calibration matches the post-yielding stress
plateau and the re-hardening process, while the lower bound computations exploit the large drop in the
post-yielding resistance to ensure that the deformation regime of active localized compaction matches
the measurements .e., the strain level at which the stress goes back to pre-yielding values corresponds
to the extent of the strain plateau). The measured zone of compaction propagation is depicted on the
measured response.

6.2 Full-Field Analysis

The use of conventional continuum models in full- eld simulations a ected by strain localization
are typically hampered by the lack of objective results and pathological mesh dependence. To
address this problem, continuum models can be enriched with an internal length scale re ecting
the material microstructure (Needleman, 1988, Schreyer and Neilsen, 1996). Usual choices made
for this purpose include second gradient continua (De Borst and Muhlhaus, 1992), nonlocal
models (Bazant and Jirasek, 2002, Liwet al., 2016), and rate-dependent models (Perzyna, 1966).
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6.2.1 Rate-dependent regularization

A Perzyna-type generalization (Perzyna, 1966) of the selected constitutive law is used in this
study to suppress mesh-dependent solutions in Finite Element computations. This approach is
selected by virtue of its simplicity, ease of implementation and computational e ciency (Wang
et al., 1997). Furthermore, it is successfully used for a variety of materials (Dast al., 2013, Etse
and Willam, 1999, Carosioet al., 2000, Heereset al., 2002). In overstress viscoplastic models,
the material viscosity is introduced through a modi cation of the ow rule, as follows:

p_ h(Oi @ f

! @ (f):PTO (6.10)

whereh i indicate the McCauley brackets, is the viscous nucleus which depends on the current
value of the yield surface,f, and ! is a viscosity parameter.

Figure 6.5: Sensitivity analysis of viscosity e ects on the material point response at di erent con-
nements (@) 220 MPa and (b) 4.0 MPa. The inset shows the value of deviatoric stress computed
for each value of viscosity at a xed strain level (3:0%). Simulations conducted with a strain rate of
a=d,=dt LOE 5sec !, and viscosity varying from 1:0 to 10.0E +5 MPaS.

In the laboratory, Tu eau de Maastricht was tested under quasi-static conditions by imposing
a nominal axial strain rate d ;=dt 1.0E 5 MPa:s, in which dt is the time increment during
which a loading step is imposed. The use of viscoplasticity for regularization purposes is achieved
by pursuing a quasi-rate-independent behaviorj.e., by introducing minimal deviations between
the regularized material behavior and the underlying rate-independent calibration discussed in
the previous section. The range of viscosity that guarantees quasi-rate-independent response is
identi ed through a sensitivity analysis of the model performance during triaxial compression
tests at two con nements (220MPa and 4.0MP a), through which the viscosity is varied from
1.0E 2to 1.OE +5 MPaS. The results are reported in Figure 6.5 a and b, respectively.
The inset shows the variation of the computed deviatoric stress at, = 0.03 as a function of
viscosity. It can be readily seen that in both cases a viscosity threshold dFO00MP aS can be
identi ed (shaded area within the inset) below which the model displays a stable stress response
and therefore a limited role of the rate-dependent e ects introduced by the viscoplastic extension.

107



6.2.2 Triaxial test simulations

The proposed calibration is validated through numerical analysis of the response of Tu eau de
Maastricht samples treated as boundary value problems. The assessment of the performance
of the simulations is focused on various features of the macroscopic response, such as global
deformability in the post-yielding stage (i.e., elongation of the plateau), as well as the geometrical
characteristics of the persistent bands, the spatial evolution of the zone of compaction and its
dependency on the con nement pressure.

A nite element model of cylindrical specimens with aspect ratiol : 2 is considered to
reproduce a laboratory specimen of diametet1 mm and height22 mm. The simulated specimens
are discretized into more than75;000 4node linear tetrahedral (C4D 4) elements. The initial
con nement is applied through an internal stress state in equilibrium with the external pressure
applied at all boundaries. Essential boundary conditions are then introduced in the form of
xed vertical displacements on the bottom of the specimen and single xed node at the center
of the base preventing horizontal movement. Shearing is nally applied by moving downwards a
roller support located at the upper boundary. An illustration of the specimen and its boundary
conditions is given in Figure 6.6a.

A homogeneous distribution of material properties is assigned throughout the simulated mesh,
in accordance with the model calibration discussed in the previous sections. To trigger strain
localization, however, a weak element with2% reduced yielding strength (i.e., lowerP¢y) has
been introduced at the middle of the specimen, as shown in Figure 6.6b.

Figure 6.6: lllustration of the nite element model used for triaxial test simulations. (a) Specimen
section showing the nite element mesh and the boundary conditions; (b) Location of the weak element
in a 3D cylindrical sample.

An essential step before proceeding with the numerical analysis is to set the parameters that
will control the computed thickness of the deformation bands and identify an optimal nite
element mesh. Although the precise determination of the band thickness heavily depends on
the frequency with which CT scans are conducted, thus representing a major challenge, an
indirect estimate of the thickness of successively formed compaction zones can be gained from
the inspection of DIC measurements associated with relatively small strain increments. From a
modeling standpoint, the thickness of the resulting compaction zone will be controlled by the
viscosity parameter, which is here constrained by the upper bound of quasi-rate-independent
threshold (i.e., ! = 1000 MPaS) identi ed in the previous section. The value of ! is therefore
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de ned with the goal to match the size of the compacted zone detected by the kinematic eld
upon the application of 2% global deformation (Figure 6.7a). In this context, Figure 6.7b shows
the thickness of the computed compaction zone for the same value of viscosity for three di erent
meshes. In this gure, it can be seen that the thickness of the band becomes almost una ected
between the second and the third mesh re tment. Figure 6.7c reports the computed responses
up to 5% nominal axial strain (at which the strain eld in (b) is illustrated) where it can be
readily seen that the computed response becomes mesh-independent for the last two simulations
which provide nearly identical results. The good agreement between the simulations con rms the
e ectiveness of a viscosity factor off =650 MPaS in replicating the measurements of spatially
propagating compaction, as well as in suppressing mesh-dependent solutions.

Figure 6.7: Assessment of mesh-sensitivity and thickness of the simulated compaction zone. (a) A
vertical slice of 3D volumetric strain eld obtained through DIC for incremental loading of 2% axial
strain in a triaxial compression test performed at 4 MPa con nement. (b) the volumetric strain eld
resulting from nite element analysis with di erent mesh size, namely with more than 12000, 75,000, and
170000-element mesh. The comparison shows that the FE simulations capture satisfactorily the thickness
of the compaction zone with! = 650 MPaS. Furthermore, they con rm the successful regularization of
the computations by suppressing mesh dependence, as is readily apparent from the nearly identical global
responses computed for the three simulations (c).

Based on this optimal value of viscosity, four simulations are run under con nement pressures
of 2.0, 3.0, 4.0, and 5:0 MPa. The vertical displacement is applied at a rate of nominal axial
strain 5 = 1:0E  5s 1 in agreement with the conditions imposed in the laboratory. The
resulting simulated response is depicted in Figure 6.8, where the deviator stress is plotted as
a function of the normalized vertical displacement. It can be seen that, in all cases, yielding
is triggered at stress levels comparable to those observed in the experimental data. The post-
yielding behavior tends to be characterized by more intense softening than the measurements,
with a sharp drop of resistance shortly after yielding, after which a stress plateau is achieved
for a sustained amount of axial deformation. This tendency is found to be more pronounced
at the highest con nement level. As mentioned earlier, the lower bound calibration conducted
in this work has focused on deformation characteristics, thus this tendency can be attributed
to the exponential expression of the hardening laws, which requires a steeper loss of strength
to guarantee a quantitatively accurate length of the deformation plateau. Indeed, despite their
limitations, the choice of the hardening parameters can be considered satisfactory to capture
the volume change taking place during plastic compactioni(e., something which is directly
associated with the extension of the deformation plateau). The advantages of this choice become
more readily apparent by comparing full- eld simulations obtained with the upper bound and
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the lower bound calibrations. This comparison is illustrated in Figure 6.9, with reference to the
experiment conducted at4:0 MPa con nement. It is readily apparent that, although the upper
bound calibration satisfactory replicated the reaction force provided by the specimen, it severely
underestimate the nominal axial deformation during which localized compaction is activeile.,
the simulated response transitions to homogeneous compaction approximately half-way along
the deviatoric stress plateau measured in the experiment). This shortcoming is not present in
the lower bound calibration, which accurately predicts the transition from localized compaction
to homogeneous re-hardening. It can be therefore concluded that the former set of parameters
(upper bound calibration) is preferable if the focus is on force calculation, while the latter (lower
bound calibration) is the optimal choice if the goal of the analysis is to replicate the propagation
of compaction zones at similar deformation levels.

Figure 6.8: Comparison between nite element simulations and measurements of deformation tests on
samples of Tu eau de Maastricht at varying con nement pressures.

This point is further highlighted by Figure 6.10, which illustrates the evolution of the nominal
volumetric strain versus the axial strain simulated at4.0 MPa with the upper and the lower bound
calibration. These computations are displayed along with the measured data. It can be readily
seen that the FE analysis are capable of reproducing with a remarkable accuracy the overall
deformation characteristics. The range of compaction propagation as a function of the axial
strain is displayed through solid symbols, emphasizing again the satisfactory match with the
measurements obtained with the lower bound calibration.

A closer inspection on the strain eld predicted by the lower bound calibration is shown
in Figure 6.11, revealing the development of deformation bands in all simulations. The gure
displays the experimental counterpart obtained by DIC, which indicates good agreement in terms
of measured and computed band angle. Speci cally, simulations run fa2:0, 3:0, 4.0, and 5.0 MPa
con nement displayed strain localization at band angles of35, 20, 12, and O , respectively,
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which match satisfactorily the laboratory evidence (measured angles a35, 15, 10, and O,
respectively). It is worth mentioning that these results are also consistent with the predicted
angles obtained from the bifurcation analysis reported in Section 6.1.3, which predicted higher
localization potential (i.e., minimum acoustic tensor determinant for each localization pro le) at
32,28, 11, and 0, respectively. This comparison con rms the adequacy of the calibration in
replicating the pressure-dependency of the strain localization mechanisms.

Figure 6.9: Comparison between the full- eld response with an upper-bound and lower-bound cali-
bration. The propagation of compaction zone is illustrated at various intervals over loading path. This
comparison illustrates the pros and cons of each calibration, in that, the upper-bound calibration repro-
duces satisfactorily the stress levels, while the lower-bound maintains a better performance on the pace
of compaction propagation.

Figure 6.10;: Nominal volumetric strain associated with the upper bound and lower bound calibration
compared with the measured experimental data. The solid symbols indicate the range of compaction
propagation.

The simulations are then examined to assess their ability to replicate the rate at which local-
ized compaction propagates across the sample with imposed increments of global deformation.
The cumulative volumetric strain eld is therefore compared with measured porosity maps. Fig-
ure 6.12 shows a qualitative comparison between these variables at di erent levels of global axial
strain along the plateau. For instance, Figure 6.12a, shows the data corresponding to the test at
2:0 MPa of con nement, where volumetric strain eld and porosity map at 6:8%, 9:5%, and 12:4%
axial strain are presented. Visual inspection indicates good agreement between simulations and
experiments in terms of the volume of compacted sample, which approximately propagated over
20% 40% and 60% of the specimen. Similar conclusions can be drawn from the simulations run
at 3:0 and 4.0 MPa con nement, while a less satisfactory agreement is obtained &:0 MPa (Fig-
ure 6.12d). In the latter case, the simulations overestimated the extent of plastically compacted
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Figure 6.11: Comparison between nite element simulations and DIC computations for laboratory
tests on samples of Tu eau de Maastricht deformed under triaxial compression conditions at various
con nement pressures. The comparison was conducted with reference to the incremental volumetric
strain eld at the inception of localization.

sample volume (.e., while at 7:0% axial strain the laboratory tests displayed major compaction
only over 40% of the sample volume, the numerical analysis reached almost full compaction at
the same global strain level). This can be considered as an outcome of the high amount of soften-
ing incorporated into the analysis and, as previously mentioned, can be mitigated by employing
augmented hardening rules with a more exible analytical expression.

Despite these limitations, the overall performance of the model can be considered satisfactory,
in that it succeeds in reproducing most of the evidence measured at laboratory scale, most notably
the pace and spatial extent of localized compaction. Nevertheless, it is worth remarking that the
analysis was unable to reproduce the exact spatial patterns of strain localization. In fact, since a
weak element is used to trigger localization, the onset and propagation is always controlled by this
element. Given the important role of spatial variations in material properties on the triggering of
strain localization (Borja et al., 2013, Shahinet al., 2016), future analysis should be conducted
to gain even greater bene ts from full- eld measurements of initial and emerging heterogeneity.
This step would require the incorporation of more accurate spatially-distributed information
about the local material conditions, as well as about properties and boundary conditions.

6.3 Conclusions

The rich dataset is used to calibrate an elastoplastic constitutive model, employing synergis-
tically data about macroscopic deformation and spatially-varying strain localization to enable
the simulation of the full- eld sample response. First global measurements are used to obtain a
preliminary model calibration, which is then further elaborated based on the insight from dig-
ital image analysis. The competition between porosity hardening and cement destructuration
is discussed with reference to two end-members of calibrations (here referred to as upper and
lower bound, respectively). It is shown that while the former is more accurate to simulate stress
plateau and re-hardening, the latter is better suited to match the rate of compaction propagation.
With reference to the lower bound calibration, it is also shown that guidance from bifurcation
analysis can be used to constrain the material constants and capture pressure-dependent strain
localization patterns.

The second part of the chapter provides a validation of the selected model calibration pro-
cedure on the basis of full- eld nite element analysis. A rate-dependent enhancement of the
constitutive law is used to suppress mesh dependence, while maintaining an accurate representa-
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Figure 6.12: Triaxial test simulations with con nement pressures ranging from 2:0 MPa to 5.0 MPa.
The propagation of compaction along loading path is illustrated in terms of cumulative volumetric strain
eld. Comparing these results with their counterparts obtained through X-ray tomography demonstrates
the capabilities of the numerical model in reproducing the pace of propagation as a function of the
imposed global deformation.
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tion of the stress-strain behavior calibrated in light of the bifurcation theory. Triaxial compression
tests are then simulated as boundary value problems, illustrating the ability of the calibrated
model to capture satisfactorily a wide range of macroscopic attributes of the compaction pro-
cess, such as the elongation of the post-yielding plateau, the inclination of the deformation bands
and the spatial propagation of compaction across the specimen. Despite the inevitable approx-
imations related with the use of a relatively simple constitutive law, the satisfactory agreement
between numerical results and laboratory measurements point out the bene ts of parameter opti-
mization strategies accounting synergistically for global measurements and spatially-distributed
deformations, especially in the presence of compaction localization processes. Future analysis
may benet from these results to incorporate the e ect of spatially distributed heterogeneity
on the propagation of compaction zone or to enhance the competition between hardening and
softening e ects through micro-mechanical considerations.
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Chapter 7

Conclusions and Perspectives

7.1 Conclusions

An extensive experimental study has been presented on localized compaction in a high porosity
bioclastic sedimentary limestone, with the main objective of better understanding the micro
mechanisms of deformation that are responsible for localized compaction.

The experimental campaigns consist of: (i) uniaxial compression, (ii) isotropic compression,
and (iii) triaxial compression tests at con ning pressures ranging from 1 to 5 MPa on natural as
well as on arti cially debonded specimens. For this purpose, cylindrical specimens of 2:1 height-
diameter ratio and 11.5 mm in diameter are cored perpendicular, oblique46 ), and parallel
to the bedding plane. Full- eld non-destructive techniques are used during this doctoral work
to elucidate the mechanics of initiation and propagation of localized deformation during the
loading process. With the use of x-ray computed tomography, 3D images of the specimens are
obtained at di erent loading stages and advanced image analysis methods are applied to process
the reconstructed images. Porosity variations during loading are measured macroscopically as
well as locally. Local porosity measurements are performed over a REV, which is de ned with
the use of statistical tools. Digital image correlation is applied to the 3D images to obtain the
shear and volumetric strain eld evolution in the specimens throughout the tests. Strain elds
provide quantitative 3D information about the shear and compaction bands formation in Tu eau
de Maastricht and its evolution with increasing deformation. The key nding of the thesis are
summarized below.

The mechanical behavior of the material undeiisotropic compression  conditions is charac-
terized by the typical sigmoidal shape with an in ection point at the "critical pressure” P . The
initial quasi-linear phase at low mean stress is less pronounced than in other porous rocks, con-
rming the almost total absence of microcracks in Tu eau de Maastricht. This is also con rmed
by the local porosity measurements, which show almost no changes in the distribution of porosity
until the critical pressure. Beyond P , a sharp volumetric collapse occurs at roughly constant
mean stress, with the porosity reducing from 40% to 36%. The comparison with the compression
curve for the destructured material suggests that this volumetric collapse is essentially due to
the destructuration of the intergranular bonds, which is also con rmed by the visual inspection
of the tested samples. At higher mean stress, pore collapse induces an increase in the contact
surface between the particles, which results in decrease of the volumetric strain rate. Thus, the
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third phase is characterized by hardening.

The triaxial compression  tests show that the mechanical behavior of Tu eau de Maastricht
is strongly pressure-dependent. Under low con ning pressure the material exhibits a behavior
characterized by a peak deviator stress and a strain-softening phase. The initial failure envelope is
consistent with a Mohr-Coulomb frictional behavior, i.e., the peak stress increases with increasing
con ning pressure. At higher con ning pressure a transition from brittle to ductile behavior is
observed. There is an overall trend for the "post-yield" slope to increase with increasing con ning
pressure while the maximum value of the deviator stress decreases. The yield surface con rms
that porous carbonate rocks undergo the brittle to plastic transition at relatively low con ning
pressures. Two modes of failure are identi ed: shear localization and compaction localization
at low and high con nement, respectively. The local porosity measurements as well as the
volumetric strain indicate compactive behavior for all the tests even at low con ning pressures.
The use of 3D digital image correlation allows to map out the two failure modes and to track
their evolution during loading. Strain concentration starts at the two ends of the samples and
propagates with increasing applied deformation towards the middle of the specimens. The 3D
strain elds obtained from DIC reveal a gradual progression for the localized bands as a function
of increasing con ning pressure, from high angle compactive shear bands to sub-perpendicular
compaction bands with respect to the maximum compressive stress.

Triaxial compression tests up to much higher axial strain indicate that the mechanical be-
havior can be divided in three distinct phases: (1) an initial quasi-linear increase of deviator
stress, followed by (2) a plateau and (3) a post plateau hardening. The 3D porosity elds show
that there is a plausible relation between the end of the plateau and the stage at which the com-
paction bands "cover" the whole sample. At this stage the entire sample has been compressed
and converted into a new, denser material, with homogeneous distribution of porosity much
lower than the initial. A further localization, typical of dense sand eventually occurs for very
high axial strain. Additional experiments on the destructured material associate the development
of compaction bands in Tu eau de Maastricht (during the plateau) with porosity reduction and
breakage of the bonds between the particles.

This doctoral work highlights the strong anisotropy of Tu eau de Maastricht. The mechanical
response is strongly dependent on the loading direction with respect to the bedding plane. As
already observed for other porous sandstones, the bedding plane does not represent a plane of
weakness and the samples cored &5 fail at intermediate level of deviator stress between the
ones for perpendicular and parallel cored samples. The experimental data show a consistent trend
in strength anisotropy with a gradual decrease from maximum for ; normal to bedding to a
minimum for 4 parallel to bedding. Therefore, the maximum, intermediate and minimum values
of the yield surface in the p-q plane are associated with the perpendicular, oblique and parallel
samples, respectively. The results from triaxial compression up to very high axial strain suggest
that the intergranular bonds are the main reason for the observed anisotropy. Even though the
mechanical response of the material depends on the bedding orientation, strain localization seems
not to be a ected, i.e., 3D strain eld does not show any systematic di erence in the localization
pattern among the samples cored in di erent direction.
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7.2 Perspectives

7.2.1 Further experimental studies

1D (oedometer) compression

A rst attempt to perform oedometer tests on Tu eau de Maastricht was done during this
study. A small oedometer cell based on the design by Karatza (2017) was built for weak rocks
using PolyEther Ether Ketone (PEEK). This material was selected mainly due to the fact that
it is relatively transparent to x-rays, very smooth (which results in small friction during loading)
and sti enough (E 3.8 GPa) for the applied forces. Similarly to the triaxial cell used in this
study, the oedometer cell was designed with an "I" shape to minimize the distance between the
specimen and the x-ray source (Figure 7.1). In order for the specimen to be under oedometric
conditions, the internal diameter of the cell is designed to be equal to the specimen’s diameter,
i.e., 11.5 mm. The wall thickness is such that the wall stands the lateral stresses and attenuates
the least x-rays.

Bottom

Top

Figure 7.1: Schematic of oedometer cell designed for this doctoral work. All dimensions are in mm.

A few oedometer tests were carried out on Tu eau de Maastricht. Once prepared, the sam-
ples were simply pushed down manually into the cell. The specimens were then loaded vertically,
under a constant strain rate of1:5 10 °s 1. Like the other experiments (section 3.5), the axial
displacement is measured using an external transducer (LVDT). The cell walls are thick enough
to prevent signi cant radial deformation of the specimen, however the whole system (cell and
circular base, Figure 7.2) turns out not to be sti enough to withstand the load. Therefore, the
LVTD measurement included the displacement (in the vertical direction) of the whole system,
i.e., the specimen, the cell, and the circular base. Additionally, despite the fact that all the
samples were cored with the same diamond drill, the diameter of the specimen varies from one
test to another. This means that in some cases the sample is not completely in contact with the
cell walls. Consequently, these samples are not initially deforming in oedometric conditions. For
those reasons this experimental campaign is not presented in this work, and will be repeated in
the future.
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Figure 7.2: The "small" oedometer cell made by PEEK, speci cally designed for this Ph.D. project.

True triaxial loading conditions

In addition to the "conventional" triaxial tests, an attempt to perform triaxial compression
using a true triaxial apparatus has been made. The experiments are conducted using the true
triaxial apparatus developed at Laboratoire 3SR by Pierre Bésuelle (Bésuelle and Lanata, 2016).
This device can independently apply the three principal stresses to a prismatic rock sample.
In addition, it allows the visualization of one of the sample sides under loading. The prismatic
samples are 50 mm in size in the direction of the major principal stress, 30 mm in the direction of
the intermediate stress, and 25 mm in the direction of minor stress. Each pair of surfaces are made
parallel, with a maximum o set of 100 micron (less than the average grain siz&so = 150 m),
using a vertical-spindle surface grinder. A high resolution camera is used to obtain photographs
of the visible surface of the sample throughout the loading every 30 seconds. The experiments
are performed under strain control at constant vertical displacement rate of 50 m/min, i.e., at
a strain rate of 1:5 10 °s 1.

Figure 7.3: Comparison of mechanical data from triaxial compression tests at 4 MPa con nement
performed in (i) conventional triaxial con guration (dark line), and (ii) true triaxial device (red line).

With the objective of comparing these results with those obtained from triaxial compression,
the experiments are performed in axisymmetric conditionsi(e., » = 3). After two di erent
attempts only one can be considered as a successful experiment. Figure 7.3 shows the mechanical
response of the material while Figure 7.4 shows the vertical incremental displacement for three
di erent loading stages. After all, these results are promising to provide valuable information
about the localized compaction in porous rocks, as well as to detect compaction band propaga-
tion. The main advantage of these experiments is that the temporal resolution is substantially
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(92-93) (176-177)  (220-221)

Figure 7.4: Incremental vertical displacement obtained from 2D-DIC of the sample tested with the true
triaxial device. The 2D-DIC is performed between two images taken with 30 seconds di erence, which
are noted at the bottom of each gure. The blue color corresponds to zero displacement and the red to
15 m approximately.

increased. However, the eld measurements are taken only at the surface (2D).

Fluid e ects

Previous experimental studies €.g., Baud et al.,, 2000b) on porous sandstone indicate that
although localized compaction is similar qualitatively in dry and saturated samples, the yield
stresses are lower in the presence of water. A weakening e ect of water is also observed in tu s
(e.g., Zhu et al., 2010), limestones €.g., Baud et al., 2009) and grainstones €.g., Cilona et al.,
2012). A preliminary test on a wet sample was performed during this study under uniaxial
compression conditions. Figure 7.5 shows that the Uncon ned Compressive Strength (UCS)
of the wet sample is almost half than the value obtained on the dry samples. The origin of
the detrimental e ect of a uid is still not well understood. Further research is required on the
hydro-mechanical behavior of porous carbonates to complete the picture of localized compaction.

Figure 7.5: Uniaxial compression tests on a nominal dry (solid line) and a wet (dashed line) sample.

Chemical e ects

For many years in the past Tu eau de Maastricht was used as a durable building stone in the
construction of historical monuments (Dreesen and Dusar, 2004, Dubelaat al., 2006). However,
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soft porous carbonate rocks, such as calcarenites, due to their microstructure and chemical com-
position, are prone to water induced weathering mechanisms. Generally, chemical degradation of
the solid skeleton is an important factor that may trigger instabilities in the form of compaction
bands (Stefanou and Sulem, 2014). Xiet al. (2011) show that the chemical e ects may sig-
ni cantly in uence the mechanical responses of limestones resulting in much lower pore collapse
critical stress, elastic modulus and material cohesion. So, the in uence of chemical degradation
on the mechanical behavior of porous rocks requires further investigation.

Full- eld measurements

In this work a combination of two full- eld measurement techniques (x-ray CT and 3D-DIC)
are applied to study the localized deformation in the Tu eau de Maastricht limestone. However,
all the measurements are performed at the "macro” and "meso" scale. With the resolution chosen
for the x-ray CT (13 m pixel size) and the microstructure of the material, it is not possible
to characterize any mechanisms at the grain scale. However, in this doctoral work similarly to
prior studies on porous carbonates it is shown that a variety of micromechanisms can potentially
play an important role on deformation. Acoustic emission (AE) measurements, a non-destructive
measurement technique capable of detecting the dynamic processes associated with the damage
of the microstructure, have not been used in this study. The combination of the tools used so far
with acoustic emission and/or other full- eld techniques is clearly a perspective of interest; each
technique being sensitive to di erent processese(.g, Charalampidou, 2011, Viggiani and Hall,
2012).

7.2.2 Modeling

A large set of experimental data has been obtained during this dissertation, including the macro-
scopic mechanical responses in triaxial and isotropic compression tests, as well as the charac-
terization of localized compaction through full- eld measurements. A further straightforward
perspective of this study would be to use this set of data in order to formulate, calibrate and/or
validate mechanical models describing inelastic compaction in porous rocks. These models should
be able to capture the complex mechanical behavior of high porous rocks that derives from the
development of multiple inelastic softening and hardening mechanisms.

Based on the experimental results, an elasto-plastic model is used to reproduce material be-
havior (see chapter 6). The selected model includes two independent internal variables simulating
the competition between the brittle breakage of the microstructure and the macroscopic strain
hardening due to inelastic compaction and pore collapse (Buscarnera and Laverack, 2014). The
global mechanical behavior of the material is used to conduct a preliminary calibration of the
model that is further re ned based on the obtained data from image analysis and DIC conducted
on x-ray CT images. Although material behavior is captured successfully by the model, the nu-
merical analysis is not able to reproduce the exact spatial aspects of localized compaction. This
might be due to the weak element used to trigger the localization. Therefore, in order for the
model to provide a better control of the localization mode, a further enhancement about material
properties and microstructure, as well as about the boundary conditions is needed.

It is interesting to mention that in the framework of this doctoral work, a cooperative project
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has also started with Prof. Jidong Zhao and Dr. Huanran Wu, in which their FEMXDEm
approach (Zhaoet al., 2016, Wu et al., 2018b) has been calibrated using the experimental data
from the tests on Tu eau de Maastricht. Interestingly, preliminary FEMXDEM simulations

of the present triaxial compression tests show that compaction bands patterns in the triaxial
compression simulation match amazingly well with the experimental observations in terms of
porosity eld, incremental volumetric and deviatoric strain (Wu et al., 2018a). Although the
global mechanical response is qualitatively similar to the experimental results, some discrepancies
are also noted because of the spherical shape of the particles used to de ne the microstructure
(DEM component of the model) and the absence of grain breakage. Grain breakage appears to be
an important mechanism in granular rocks and the implementation of appropriate constitutive
equations into the constitutive model needs further investigation.

Microstructural heterogeneity and material anisotropy are two complex and important as-
pects of porous sedimentary rocks which are not investigated in both numerical models described
above. The anisotropic behavior of the material is also studied experimentally during this doc-
toral work providing comprehensive mechanical data. Therefore, it seems important to properly
embody these e ects in a constitutive framework in order to arrive at a more accurate and
rational description of the mechanical response.
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